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Gas hydrates have received considerable attention due to their important role in flow assurance for the
oil and gas industry, their extensive natural occurrence on Earth and extraterrestrial planets, and their
significant applications in sustainable technologies including but not limited to gas and energy storage,
gas separation, and water desalination. Given not only their inherent structural flexibility depending on
the type of guest gas molecules and formation conditions, but also the synthetic effects of a wide range
of chemical additives on their properties, these variabilities could be exploited to optimise the role of
gas hydrates. This includes increasing their industrial applications, understanding and utilising their role
in Nature, identifying potential methods for safely extracting natural gases stored in naturally occurring
hydrates within the Earth, and for developing green technologies. This review summarizes the different
properties of gas hydrates as well as their formation and dissociation kinetics and then reviews the fast-
growing literature reporting their role and applications in the aforementioned fields, mainly concentrating on
advances during the last decade. Challenges, limitations, and future perspectives of each field are briefly
discussed. The overall objective of this review is to provide readers with an extensive overview of gas
hydrates that we hope will stimulate further work on this riveting field.
1. Introduction
Gas hydrates are ice-like solid compounds that naturally form
(or can be formed) under certain conditions of pressure and
temperature (P–T) within a gas/water mixture where water
molecules hydrogen bond together forming a crystalline lattice
and are known as hydrates or clathrates (terms are used
interchangeably). Gas hydrates are at the centre of research
within sustainable chemistry because of their innovative applica-
tions in a wide range of scientific and industrial contexts, such as
permanently storing CO2 present in flue gases by forming gas
hydrates under oceans. The early era of gas hydrate-related
research was primarily dominated by flow assurance, minimising
hydrocarbon/gas pipeline blockage by hydrate formation.
However, in recent years the upsurge of research in the field
was stimulated by expanding the application of hydrates to
energy recovery, CO2 capture and storage, gas separation, water
desalination, gas storage and transport, refrigeration, etc. More
recently the potential for methane escaping from hydrate-
bearing sediments and reaching the atmosphere has received
significant attention due to the high greenhouse warming
potential (GWP) of methane.
Recent experimental results backed by theoretical calculations
reveal significant potential not only to continue to improve flow
assurance but to dramatically increase the scope of gas hydrate-
based applications, which requires enabling technologies and
elucidation of a new master plan. This could not be achieved
without concerted collaborative effort among researchers from
different fields of chemistry, physics, geology, engineering, energy
industry, humanities, etc., standing as the key to unlocking the
contribution hydrates can make to a cleaner atmosphere and
support economic and sustainable development. This paper
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aims to complete the missing links between recent experimental
and theoretical efforts in chemistry, and highlight areas of
research that will require multi-disciplinary research and colla-
boration. The idea of clathrate-based applications in a diverse
range of sectors is of interest to all of the scientific community
and the GWP is a concern to society as a whole. In particular,
scientists studying low-carbon and unconventional energy have
much to benefit from advances in gas hydrate technologies
which can reduce costs and improve efficiencies within the
multibillion-dollar oil industry either through the substitution
of conventional fossil fuels or optimising extraction.
This paper reviews a substantial body of the theoretical,
experimental, and industrial research, advances and lessons in
the gas hydrate field, over the last decade. The review includes
the current state of the art understanding and advances in
technical developments, which are combined with expert per-
spectives and analyses. It is important to note that the purpose
of this review is not to analyse in detail every contribution
but to highlight the latest advancements, focus on the most
pressing issues preventing further understanding of clathrate
hydrates, and importantly realising the practical applications of
hydrate-based technologies for sustainable chemistry. The
review assembles the different gas hydrate-related subjects
relevant to sustainable chemistry, appealing to an even broader
community of readers. There are several excellent detailed
reviews on different subsections of gas hydrates in the existing
literature. Rather than duplicate these here, these reviews are
cited here to provide the reader with guidance about critical
information that is readily accessible elsewhere. Since the early
pioneering reviews and books on the fundamentals of gas
hydrates, the gas hydrate-community has driven significant
developments and advances in novel hydrate-based techno-
logies, seeking to improve their efficiencies and applicability.
Building on these early studies, the evolving gas hydrate-based
applications have led to many advances in various fields,
allowing a wider range of scientific community to contribute
in this area of science.
As outlined in Fig. 1, this review summarizes different
properties of gas hydrates (Section 2) and their formation and
dissociation kinetics (Section 3) from chemistry and physics
perspectives. It then focuses on strategies for protection
and removal of hydrocarbon pipelines from gas hydrates
(Section 4), presence of natural gas hydrate reservoirs in the
earth and potential strategies for their extraction, as well as
extraterrestrial hydrates (Section 5). The role of gas hydrates in
CO2 capture and storage (Section 6) is discussed next, followed
by a treatment of gas hydrates in sustainable development
(Section 7). Throughout the review, each subsection covers
the related challenges and directions for future investigations
of hydrate-based technologies.
2. Gas hydrates’ properties
The unique properties of gas hydrates under various conditions
of temperature and pressure have numerous practical applica-
tions in science and technology, and they also influence the
earth’s natural cycles. One example of these natural cycles is the
widespread escape of methane from natural reservoirs during
certain climate warming events in Earth’s history and the resulting
changes in ocean chemistry that may have been related to these
methane emission events.1 The ability to control the properties
of the clathrates using different methods and additives is of
great importance to many industrial processes, particularly
with regards to reducing the costs and controlling the kinetics
of formation/dissociation to maximise the applicability of gas
Fig. 1 Graphical contents of the review.
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hydrate technologies. Even the multibillion-dollar international oil
industry is affected by the properties of gas hydrates, which can
form during hydrocarbon production and can plug production
facilities and transport pipelines, imposing billions of dollars of
financial loses every year. Finally, a fundamental understanding of
the properties of gas hydrates is vital to developing hydrate-based
technologies.
The properties for many types of gas hydrates are well-
known within the gas hydrate community, as demonstrated
by the many published review papers covering several aspects
of this diverse field. This section of the review is focused almost
exclusively on studies of gas hydrates properties from the last
decade. This section is structured in seven parts, with each part
introducing the important work that has provided insights into
the different aspects of gas-hydrate properties.
2.1. Hydrate structures
The past few decades have witnessed an impressive body of
experimental work devoted to gas hydrate structures and
chemistry. For instance, thanks to in situ techniques such as
X-ray diffraction (XRD),2 Raman spectroscopy,3 NMR,4,5 and
neutron diffraction6 at very low temperatures and high pressures,
we are now able to look in real-time into different structures of
clathrates, identify cages occupancies, and their evolution over
time, providing a deeper insight into the kinetic behaviour of
these crystalline structures. The determination and understand-
ing of gas hydrate properties are imperative for controlling their
behaviour. For this purpose in situ techniques such as in situ
Raman spectroscopy and in situ X-ray diffraction supplemented
with calorimetry and/or NMR are helpful tools to determine
hydrate formation and dissociation behaviour as well as roles of
multiple molecules on structure and cage occupancy, especially
for gas hydrates formed from gas mixtures, and as such
determining the thermodynamic properties of the resulting
hydrate phase. Despite the fact that structures modelled from
a range of spectroscopy techniques have gained ground in the
field, definitive structural solutions7 by single-crystal XRD
(SXRD) are needed mainly because atomic coordination and
geometric parameters usually remain uncovered by other spectro-
scopy methods and complexity emerging from disorder frame-
work is vague. However, the complexity of SXRD measurements
requiring restricted size gas-hydrate single crystals mean that
SXRD data for gas hydrates remain limited. This section of the
review is focused on the discovered structures with particular
emphasize on the structures that have not been discussed in
previous reviews. Based on guest/host interactions, hydrates are
classified into two main groups; (1) clathrate hydrates, crystals
with encaged hydrophobic guest molecules in which the inter-
action between hydrogen-bonded network of water molecules and
guest molecules is only by non-directional van der Waals
forces. (2) Semi-clathrate hydrates: crystals in which active part
of the guest particle molecule physically attach to the water
framework and help stabilise hydrophobic guest molecules
inside the hydrate lattice.
2.1.1. Clathrate hydrates
2.1.1.1. Natural gas hydrates. Natural gas hydrates are a
common class of clathrate hydrates that have hitherto been
identified in natural environments.8 This class of well-known
hydrates is classified into three main types: structure I (sI),9
which usually forms by smaller guest molecules (0.4–0.55 nm)
and is the most abundant gas hydrate structure on the Earth;
structure II (sII),10 which usually forms by larger guest molecules
(0.6–0.7 nm) and structure H (sH)8,11 (see Fig. 2), which usually
requires both small and large guest molecules for formation.
However, there are exceptions; for example, nitrogen, and
hydrogen can form sII hydrates, and some intermediate size
guest molecules could form both sI and sII depending on the
P–T conditions. All three classes consist of a hydrogen-bonded
water framework based primarily around a nearly spherical
structure unit of pentagonal dodecahedra (small cage) with
Fig. 2 Three natural gas hydrate structures. (a) Structure I, (b) structure II, and (c) structure H, and (d) five different host water cages. The solid lines
represent the unit-cell of each hydrate. All the crystal structures through the review were drawn using a visualization software called ‘‘Vesta 3’’.25
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12 planar pentagonal faces (512).12 The difference between the
structures arises from the way these small cages link; cubic sI
unit cells comprise 46 water molecules forming two small cages
and six, ellipsoidal-shaped, tetracaidecahedral (large sI cages)
with 12 pentagonal and two hexagonal faces (51262) that formed
by sharing vertices between 512 blocks without direct face
sharing; cubic sII unit cell comprises 136 water molecules
located in 16 small cages and 8 hexakaidecahedral (large sII
cages) with 12 pentagonal and four hexagonal faces (51264)
that formed through sharing faces between small cavities;13
sH unit cell with hexagonal symmetry comprises 34 water mole-
cules arranged in 3 small cavities, two irregular dodecahedron
435663 (medium sH cavities), and one icosahedron 51268 cage
(large sH cavities) that is isostructural the hexagonal clathrasil
dodecasil-lH.14 The occupancy of each structure depends on the
number of cages and each cage could accommodate one or more
(such as nitrogen or hydrogen hydrates) guest molecules. The
large cages in all structures are reported to commonly have
around 100% occupancy,15 but that is not a requirement for
the stabilization of the crystals.16 However, the occupancy of
smaller cages strongly depends on the type of guest molecules
and could be very low or zero in some cases. For example, in sI
hydrates, the smaller guest molecules can fill either small or large
cavities, whereas, larger guest molecules can only occupy large
cages. The P–T of formation conditions strongly affect the
occupancy, and as such a stable clathrate could have a range
of nonstoichiometric compositions. It has also been reported
that under suitable conditions transitions between structures
are possible. For example, sI hydrate could transition to sII or
sH, upon compression17,18 or addition of appropriate guest
molecules.19 More details about the common structures can be
found here.12,13,20–24
2.1.1.2. Other structures. The applications of gas hydrates in
diverse fields motivate scientists to investigate different hydrate
structures. One of the early examples is research by Udachin
and Ripmeester,26 which discovered 1.67 choline hydroxide
tetra-n-propylammonium fluoride30.33H2O, whose structure
is characterized by stacks of sH and sII hydrate and which
exhibits hydrophobic and hydrophilic (see Section 2.1.2) modes
of hydration by guest molecules. Another example is the
discovery of trigonal sT hydrate (with dimethyl ether as the guest
gas), which lacks polyhedral (512) cages and instead consists of
unit cells with 12 small cages (425861) and three types of large
cages with different ratios; 12(51263); 12(51262); 24(4151063).27
Traditionally28,29 it was believed that in the pressure range
1–2 GPa, methane liberates from the clathrates and could not
be stable at extreme conditions. However, following studies on
Titan, the giant moon of Saturn, Voyager 130 located a deep
atmosphere made-up of nitrogen with considerable amounts of
methane, which may be as high as 21% at the surface,31 and
requires a mechanism to keep methane intact over millennia
against photochemical processes. Loveday et al.32 was motivated
by this finding to investigate methane hydrate above 2 GPa using
X-ray and neutron diffraction. They reportedmethane can form a
new hydrate phase (MH-III, known as filled ice33 with an unusual
combination of 4-, 6-, and 8-membered water molecules’ rings)
at higher pressures with a higher gas to water ratio and struc-
tural transition at about 1–2 GPa, remaining stable at least up to
10 GPa. Considering the reversibility of MH-I to MH-II andMH-II
to MH-III, the authors suggested that the source of Titan’s
atmospheric methane is a layer of MH-I that is been formed
because of gravitational differentiation from core methane in
MH-III at the end of accretion and producing methane via
convective processes. This discovery has prompted considerable
research into clathrate hydrates at high pressure to investigate
their existence in extraterrestrial settings.33–43 Recently, it has
been computationally supported that methane could form MH-IV
(with 6-membered rings, similar to the ordinary ice (ice Ih))41,44 at
even higher pressures, which has been confirmed through experi-
mental research37 by Raman spectroscopy measurements using
diamond anvil cells. The authors reported that MH-IV (methane
to water ratio B 0.5) forms beyond 40 GPa and is stable up to
150 GPa at room temperature. The behaviour of methane hydrate
beyond 150 GPa and the effect of temperature at pressures over
greater than 10 GPa needs to be investigated through future
research (see Fig. 3).
Fig. 3 Structural transition of methane hydrate upon compression up to
150 GPa at room temperature. MH-I is the known sI hydrate. MH-II is
similar to sH hydrate and may be closely related to it. However, there are
challenging reports about whether MH-II has sH structure or not.17,32
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There are also studies that show that unusual clathrates of
other gases could also form under specific conditions. It has
been found that helium molecules could refill empty neon
clathrates (ice XVI) and could enter into ice Ih and ice II
structures.45,46 Similarly, it has been shown that hydrogen also could
fill ice by forming a structure similar to ice Ic.47 Another study
suggested that Ne andO2 could fill ice XVII.
48 These findings suggest
that, by choosing appropriate sized guestmolecules and suitable P–T
conditions, it is possible to fill open, low density phases of ice.38 Still,
significant further researchwill be required to characterize clathrates
under extreme conditions for a wide range of compositions,
temperatures, and pressures. Promising technologies for hydrate
research could be advanced further using the developments from a
variety of research fields that can contribute to investigating the
existence of clathrates at unusual/extreme conditions.
2.1.2. Semi-clathrate hydrates
2.1.2.1. The quaternary ammonium salt hydrates. These class
of lesser-known clathrate hydrates, namely the semi-clathrate
hydrates of ammonium/phosphonium salts, received little
attention after their initial description in 1940.49 However, after
examples of the separation50 and storage51 of various gases
using these types of clathrates were presented, interest in semi-
clathrate hydrates increased exponentially. One of the key
features of these crystals compared to other classes of clathrate
hydrates (sI, sII, and H) is their thermal stability at atmospheric
pressure. For example, solutions of tetra-n-butylammonium
fluoride under atmospheric conditions form hydrates with a
melting point of 310 K.49 The higher thermal stability of semi-
clathrate compared to other hydrates is attributed to their
structural variety, including, but not limited to, the ways in
which the dodecahedra associate. This association can be either
by sharing faces or by bonding among vertices to build a range of
interstitial multifaceted polyhedrals for hosting guest gas mole-
cules or the ion pairs without immensely disordering the
hydrogen-bonding pattern of the water framework.52
In contrast to clathrate hydrates in which gas molecules are
encaged with stability provided to cavities by van der Waals
interactions, guest molecules in semi-clathrates are both
physically attached to the water network by hydrogen bonding
and occupy cages. The walls of some of these cages are partially
removed or replaced with the active part of the guest particle.53,54
In the case of tetra-n-butylammonium bromide (TBAB) (see Fig. 4)
salt semi-clathrates, for example, negatively charged anions (Br)
construct a cage structure with the water molecules. This
behaviour makes this class of hydrates ionic rather than mole-
cular inclusion compounds. Hydrophobic cations, however,
takes a cage filling role by disordering water molecules and
occupying the centre of four cages (namely two tetrakaidecahedra
and two pentakaidecahedra)55 without H-bonding with the
neighbouring water molecules (i.e. hydrophobic inclusion).
This, in turn, leads to shaping of a merged cavity composed
of several simple cavities, each of which has a hydrocarbon
radical that connects to others by water molecules missing
from the vertices.20 All the dodecahedral cages are empty and
are potential vacancies to be occupied by another guest mole-
cules. Non-volatility in case of exposure to gases such as H2 and
CO2, in addition to typical stability of these clathrates at ambient
conditions, is a critical feature in the use of these salts in gas
storage, as purity of gas phase is not affected after dissociation
of semi-clathrate hydrates. Application of these hydrates in
different sectors is reviewed below in relevant chapters.
2.1.2.2. The alkylamine hydrates. Amines are organic compounds
consisting of a basic N atom with a lone pair of electrons in
which one or more of the H atoms is replaced with an aryl or
alkyl group, making it different from ammonia. Such amines
and amine-related compounds are relevant in a variety of
the broad range of anthropogenic uses, including industrial,
pharmaceutical, scientific and commercial contexts.56 Of parti-
cular importance are the associated risk for release of these
compounds into the aquatic system57,58 and potential for amine-
based CO2 capture.
59,60 Therefore, it is important to understand
the processes related to amines in the aquatic environment and
the formation of alkylamine hydrate in the presence of water and
alkylamines is a key process.
The alkylamine hydrates are another class of little-known
stoichiometric semi-clathrate hydrates, except for tert-butylamine,53
which is a clathrate hydrate (see Section 2.1.1). In semi-clathrate
alkylamine hydrates, the amine molecule is hydrogen-bonded to
the water network, retaining the cage like structure. In contrast to
clathrate hydrates, every amine has shown to create different and
more complex water framework structures with greater distortions
from equal edges and tetrahedral coordination at the vertices
compared to that of clathrate hydrates. In the amine hydrate
structures, similar to the quaternary ammonium salt hydrates,
alkyl chains take the cage-filling role, while the functional
group is hydrogen bonded with water latticework.61
Since the early studies of the existence of amine hydrates by
Pickering were disclosed in 1893, several workers discovered
different physical/chemical properties of these hydrates.62
However, this class of hydrates sees little attention by scientists
and there have been limited works on this topic in the last
decade. In 2009, Ogata et al.63 detailed the cage occupancy
and phase equilibrium relations of mixed H2-trimethylamine
clathrates under varying conditions. Following this, several workers
investigated various amine hydrate structure transitions when
Fig. 4 (a) The structure of TBAB hydrate ((C4H9)4N
+Br38H2O). The
solid lines represent the unit-cell of each hydrate. (b) Magnification of
TBAB hydrate structure near tetra-n-butylammonium cation. The blue
shaded dodecahedral cages are empty, and as such are candidates for
encaging small molecules.
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exposed to pressurised CH4
64–67 or H2
68 providing significant
information about guest–host interactions.
2.1.3. Molecular simulations. In recent decades, molecular
simulation has contributed a great deal towards elucidating
microscopic mechanisms of clathrate-hydrate behaviour,
from equilibrium, structural and dynamical properties of the
crystalline state, to time-dependent rate phenomena, such as
nucleation, crystallisation and dissociation in heterogeneous
environments (such as in marine silica). A comprehensive
review on hydrate molecular simulation was presented recently
by English & MacElroy,69 building upon earlier work by Barnes &
Sum.70 The structures of various polymorphs of hydrate have
been described earlier in the above sections. However, an
important new development of insights into hydrate structure
(and thermodynamics), to which molecular simulation has con-
tributed over the years, lies in the nature of apparent long-term
stability of the empty hydrate lattice. Counter to intuition, this
lattice environment is a highly hydrophobic one: there are no
available, or ‘dangling’, hydrogen bonds with which a guest
molecule can form strong, sustained hydrogen bonds, meaning
that weaker, transient bonds are formed, often between guest-
molecule protons ‘flitting’ to lattice oxygen atoms with rotations.
This phenomenon was modelled by English and Tse for H2S
hydrates with ab initiomolecular-dynamics (AIMD) simulations.71
In any event, Falenty et al. have determined experimentally that
the empty neon hydrate lattice is stable;72 very recently, Krishnan
et al. have replicated this neon-release process using long MD
simulations, also finding evidence of apparent empty-lattice
stability.73 This follows earlier MD studies of Tse et al.,74
Wallqvist75 and English and co-workers76–78 suggesting stability
over shorter (sub-nanosecond) simulation durations. For a
more exhaustive examination of molecular-simulation studies
in clathrates, the reader is referred to the existing comprehensive
reviews on molecular simulations.69,70,79
An important, imaginative, and very recent new general
trend in hydrate molecular simulation lies in assessing
the effects of externally-applied magnetic fields on hydrates
by non-equilibrium molecular dynamics (NEMD), including
their kinetic properties – which may have profound geophysical
implications.80 English and Allen performed such NEMD simu-
lation to show that magnetic fields, including their direction
reversals, have important effects on gas-release dynamics from
methane hydrates. For a field-polarity switch, there is a sudden
increase in the gas release, from effects on rotating water
molecules in the hydrate cages due to shifting Lorentz forces.80
Intriguingly, and boldly, it was conjectured that these NEMD-
based findings, especially involving switches in field direction,
may have a causal link with superchron-related swaps in the
Earth’s magnetic-field polarity leading to increased methane
release into the geosphere.80
2.2. Thermodynamics
As we learned from the previous chapter, gas hydrates are
composed of two different kinds of molecules, the host mole-
cules (water), forming the cavities and the guest molecules
which are encased into the cavities and stabilize them.
Depending on the P–T conditions (see Fig. 5), these components
coexist in different phases at equilibrium state. Therefore,
development of an efficient thermodynamic route is of signifi-
cant importance for determining hydrate formation conditions
and hydrate compositions of different systems and has a key role
in contributing to the varied gas hydrate related industries. For
instance, predicting the optimum amount of thermodynamic
inhibitor that needs to be added to the gas production stream
to stop pipeline blockage by hydrate formation would have
been extremely costly without using thermodynamic models.
Accordingly, scientific efforts in this area have led to significant
advances in thermodynamic modelling.
2.2.1. Phase equilibria. To achieve an equilibrium state,
pressure and temperature have to be the same throughout the
complete system (i.e. liquid, gas, hydrate phases); in addition,
the chemical potential of each component has to be the same
in all coexisting phases. After initial correlations based on
empirical results,82,83 a first approach describing and predicting
the phase behaviour of gas hydrates was presented by van der
Waals and Platteeuw84 in 1959, treating gas hydrates as dilute
solid solutions with the water molecules as solvents and the
guest molecules as solutes. This was based on van der Waals’
previous work on clathrate structures.85 They modelled hydrate
formation as similar to localized adsorption in three-dimensions
with the assumption that all processes are ideal (Langmuir
model for gas adsorption). Although their proposed formulation
was for a single encapsulated component in a hydrate lattice by
applying ordinary partition functions, it is straightforward to
extend this formulation to more complex systems. Their model
is based on some prerequisites and assumptions, including
the single occupancy of cavities, no guest–guest interactions,
no arrangement of cavities in the water lattice and no lattice
Fig. 5 Hydrate stability zones of CO2, N2, CH4, flue gas (14.6% CO2 and
85.4% N2) and mixtures of flue gas with CH4 (dotted lines) as a function of
temperature. Increasing the pressure of the system above the predicated
phase boundaries could initiate the hydrate formation. Adding gases with
higher hydrate stability pressure zones to gases with lower hydrate stability
pressure zones, shifts the system phase boundaries to the left (adapted
with permission from Hassanpouryouzband et al.,81 Copyright 2019
Springer Nature).
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distortions due to guest molecules. In reality, these conditions
are often not fulfilled and may cause errors86 in the predicted
results. With regard to the assessment of the interactions
between the host and guest molecules and their potential energy,
the authors used the theory of Lennard-Jones and Devonshire.87
Since this approach did not consider some effects of the size and
shape of the guest molecule, e.g. the distortion of the cavity as a
result of the encasement of large, linear molecules such as
ethane or CO2, McKoy and Sinanoglu
88 suggested the Kihara
potential as a potentially better alternative. In 1972, Parish
et al.89 extended the van der Waals and Platteeuw model to
complex gas systems using Kihara cell parameters. They tuned
their parameters using empirical results in the presence of ice
and hydrate and validated their iterative scheme based model by
comparing the simulation results with the experimental results
of other researchers such as HafeMann and Miller90 for both sI
and sII of cyclopropane. Following this, additional attempts have
been made to further modify91 van der Waals and Platteeuw and
measure92 Kihara cell parameters for different compositions.
In 1988, Englezos and Bishnoi93 proposed the use of Gibbs
minimization of closed system methods to calculate the hydrate
fraction and composition in the same way Michelsen94 had done
for multiphase flash for liquids and vapour systems. They used
the van der Waals and Platteeuw model to calculate the chemical
potential of water in hydrate in a similar way to the previously
mentioned model. This model was then extended95,96 to multi-
hydrate former systems and computationally strengthened.
Ballard and Sloan97 proposed another adaptation of general
hydrate flash based on Gibbs minimization considering
non-ideality about effect of gas adsorption on lattice size. The
Gibbs-minimization method has been further improved by
such modifications as increasing the speed and robustness of
calculations,98–100 implementing different equations of states
and activity coefficient models for involving passes,101–108 and
etc.86,109–111 to address further limitations of the method. As
discussed in the previous section, the presence of ammonium/
phosphonium salts also determines the thermodynamic behaviour
of the resulting hydrate phase. After the initial neural network
approach,112 the first theoretical approach for modelling phase
behaviour of semi clathrates was introduced using the statistical
associating fluid theory with variable range for electrolytes
(SAFT-VRE)113 equation of state for the thermodynamic properties
of the liquid phase and (vdW-P) theory combined with the new
model for salt hydrates and applied the Gibbs-minimization
method under stoichiometric constraints. Following this approach,
many workers adjusted tuning parameters of SAFT-VRE for various
semi clathrate compositions.114–116 Other approaches such as
electrolyte non-random two-liquid (e-NRTL),117 modified Patel–Teja
(MPT) EOS118 and electrolyte Cubic-Plus-Association (e-CPA)119
were also later applied for predicting semi clathrates phase
equilibria.
In addition to the Gibbs minimization model based on
modified van der Waals and Platteeuw (VDW-P), Chen and Guo
followed a different approach to predict hydrate dissociation con-
ditions that consists of a new two-step model; (1) quasi-chemical
reaction for formation of basic hydrate and (2) adsorption of
guest molecules. They considered local stability as well as kinetic
mechanisms, which is absent in VDW-P theory.120 In addition to
their achievement in extended testing, they obtained more
accurate results than VDW-P model in some cases for tempera-
ture between 259 & 304 K. However, this model lacks required
accuracy over a wide range of pressure, temperature and com-
positions due to several factors: firstly the authors assumed that
all large cavities were completely occupied, which is not in
agreement with empirical data and secondly, they tuned the
model parameters with the Antoine equation based fugacity
functions that proved inaccurate for vapour pressures outside
of tuned conditions.121 To address these problems, Klauda and
Sandler122 in 2000, applied Quantum mechanical calculations
to reduce the number of fitted parameters and remove the
assumption of a constant crystal lattice for various guests inside
a structure. They also used the quasi-polynomial, QL1123 instead
of the Antoine equation for calculation of Langmuir constants,
which is accurate beyond the tuned temperature range.
Subsequently, they applied their method to single and multi-
hydrate former gas mixtures.124 Similar to Gibbs minimization
method, there were further modifications on the Chen and Guo
method to increase the accuracy and remove the limitations.125–127
Alongside the aforementioned approaches, various neural net-
work algorithms have been reported for phase equilibria of gas
hydrates.128–130
In summary, there have been significant advances in pre-
dicting hydrate phase equilibria modelling, and there enable
us to predict hydrate stability zones, hydrate fractions and
compositions plus other derived thermodynamic properties.
Despite the major progress in experimental and simulation
studies, a series of challenges remain unresolved which offer
the opportunity to explore new directions from a thermo-
dynamic modelling perspective. Firstly, current thermodynamic
models work reasonably well for those hydrate systems with no
or low concentrations of inhibitor; however, when high concen-
trations of inhibitors were used the errors in prediction increase
significantly. Secondly, there are significant errors when calcu-
lating hydrate equilibria at high pressures or with very small
guest molecules. Thirdly, for systems containing CO2 or H2S in
the presence of second guest molecules, uncertainties increase
significantly.86
2.2.2. Molecular simulations. Building upon this finding
of stability of the empty hydrate lattice (see Section 2.1.3), in
contrast to other thermodynamic models, such as that of van
der Waals and Platteuw, there have been recent advances in the
thermodynamic understanding of guest–guest interactions in
hydrates, led by molecular simulation. Nowhere is this more
apparent than in the field of hydrogen hydrates, where hydrogen
molecules are capable of multiple cage occupancies and hopping
between cages. As a case in point, Burnham et al.131,132 and
Cendagorta et al.133 have carried out very detailed analyses of
inter-cage hopping of hydrogen molecules in hydrogen-bearing
hydrates, using path-integral sampling to estimate cage-hopping
free-energy barriers and taking into account the critical nuclear
quantum effects. In addition, Burnham et al. have fitted a bespoke
force-field from force-matching of ab initio MD of hydrogen
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hydrates with high-quality functionals,134 finding that such
potentials are important in being able to characterize more
sensitively and accurately guest–guest and guest–water inter-
actions and capture inter-cage hopping free-energy barriers
more accurately.
More broadly, in terms of recent sophisticated thermody-
namics modelling of cage occupancies, which depends strongly
on modelling the subtleties of guest–guest and guest–lattice
interactions, Brumby et al. have made impressive progress with
Monte Carlo simulations of hydrogen hydrates in the isothermal–
isobaric Gibbs ensemble, performing a detailed analysis of
cage-occupation distributions.135 In accordance with previous
experimental and theoretical studies, they found evidence of
very limited double occupancy of small cages, where approxi-
mately 0.1% of small cages were doubly occupied at 300 MPa
between 225 and 250 K.135
Outside of hydrogen hydrates, where nuclear quantum
effects can often be very important, as just discussed, molecular
simulation has of course expanded our insights into thermo-
dynamics for other guests. Here, the work of Kvamme et al.136 is
important in highlighting how residual thermodynamics and
chemical potentials of a variety of guests (with particular focus
on methane and CO2, motivated by gas production in marine-
hydrate-sediment contexts) and the water-lattice framework can
be evaluated from (biased) molecular simulation. This offers
the possibility of using molecular simulation as an important
prototyping tool for evaluating thermodynamic hydrate-formation
and dissociation propensities in a variety of marine-sediment and
pipeline settings.
2.3. Thermal properties
A detailed understanding of the underlying mechanisms
governing the thermal behaviour of clathrate hydrates, together
with accessibility to accurate and reliable thermal property data,
makes it possible to enhance simulation scenarios designed to
achieve long-term resource recovery and determine the impact
of hydrates on climate change.137 The response of clathrate
hydrates to a changing thermal environment is governed by
the thermal conductivity, thermal diffusivity, specific heat, and
enthalpy of formation/dissociation.138
2.3.1. Thermal properties of pure clathrate hydrates
2.3.1.1. Thermal conductivity. Distinguished from other mole-
cular crystals, clathrate hydrates generally exhibit an anomalous
thermal behaviour in natural systems with a glass-like temperature
dependence (positive slope) resembling amorphous solids.139–142
Hydrates have been observed to show a glass-like temperature
dependence in thermal conductivity above the Debye temperature,
similar to some clathrate-like compounds,143–145 and a crystal-like
behaviour below.146,147 This intriguing behaviour is attributed
to the interactions between localized low-frequency vibrations
of the guest molecules with the acoustic phonons of the host
lattice.148–156 Pressure dependence of the thermal conductivity
has also been studied by researchers, suggesting a weak direct
proportionality.157–162 Despite similarities on the molecular
level and the other physical properties, thermal conductivity
of clathrates hydrates has been found to be markedly lower
than ice Ih.23,163–165 Such behaviour arises also from larger
anharmonicities in the intermolecular interactions when com-
pared with ice.148 Thermal conductivity measurements recently
conducted on some semi-clathrate hydrates, however, revealed
a weak negative temperature dependence, demonstrating the
crystal heat transmission characteristics in semi-clathrate
hydrates.166,167
Transient hot-wire140,158,159,161,166,168,169 and transient plane
source162,164,167,170–174 techniques are the most widely used
methods for measurement of the thermal conductivity of
clathrate hydrates. Some other techniques, such as the steady-
state potentiometric method141,146,147,175 and guarded hot-plate
method,163,176 are also sometimes used to measure the thermal
conductivity of hydrates. The main challenge associated with
the laboratory measurement of the gas hydrates thermal con-
ductivity is that the gas hydrate samples are usually porous and
have free water/ice and gas which could impact the quality of the
experimental data as the measured thermal conductivity includes
the thermal contact resistance (TCR) due to the unavoidable
imperfect contact.146,147,164 Recently, however, an experimental
system was introduced using the modified freestanding 3o
method which is able to reconstruct the intrinsic thermal proper-
ties (thermal conductivity and diffusivity) of clathrate hydrates.177
2.3.1.2. Thermal diffusivity. While thermal conductivity is a
measure of the ability of a material to conduct heat thermal
diffusivity is the thermal inertia of the material.161 A new
experimental configuration based on the approximation
solution of the Navier–Stokes heat equation was first developed
by Turner et al. in order to measure the thermal diffusivity of
clathrate hydrates.178,179 Waite et al. used the infinite line
source formulation of Carslaw and Jaeger for simultaneous
determination of thermal conductivity and thermal diffusivity
using the transient hot-wire method.161,168 Transient place source
technique has also used to measure the thermal diffusivity of
methane hydrate.162,173
2.3.1.3. Calorimetric studies. The heat stored in or extracted
from a material due to a temperature change can be quantified
by the heat capacity.138 Clathrate hydrates heat capacity data can
provide some information about the motion of encaged guest
molecules or reordering of the guest and host.180 Enthalpy data is
also necessary as a key thermal property for a realistic evaluation
of the recovery schemes proposed for exploitation of natural gas
hydrate-bearing sediments.181 Several experimental studies have
been conducted to measure the heat capacity142,180–189 and
enthalpies of formation/dissociation180,181,183,184,186,188,190–198
of clathrate hydrates, the majority of which use the heat-flow
calorimeter180,181,183,184,186,191,192,194 and differential-scanning
calorimeter.188,190,193,195,197–199
Experimental measurement of gas hydrate heat capacity is
always associated with two major challenges: (1) due to strong
dependence of the vapour pressure of gas hydrates on the
temperature, increasing the system temperature results in dis-
sociation of the hydrates and consequently renders the apparent
heat capacity much higher than the actual value; (2) the presence
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of free hydrate former species (especially free water) could
greatly influence the measured heat capacity of the hydrate.188
Enthalpies of formation/dissociation are also determined indirectly
by using the P–T diagram of the system and Clapeyron equation
or its Calussius–Clapeyron approximation.198,200 However, this
method has limited application when used for semi-clathrate
hydrates.199,201 A detailed overview of the calculation of the dis-
sociation enthalpy of methane hydrates can be found elsewhere.202
2.3.1.4. Perspectives on molecular modelling. Underlying
mechanisms of the heat conduction in clathrate hydrates can
now be explored via molecular simulation thanks to recent
advances in computational power. In molecular simulation,
thermal conductivity can be estimated by both equilibrium
and non-equilibrium Molecular Dynamics (MD)69 (see Fig. 6).
A review on the contribution of molecular simulations to our
detailed theoretical understanding of mechanisms of thermal
conduction in clathrate hydrates can be found elsewhere.69,137
Recently, MD was employed to further investigate the thermal
behaviour of the clathrate hydrates,203–206 particularly to eval-
uate the influence of guest occupancy ratios on the thermal
performance of gas hydrates, suggesting an improved thermal
conduction by the inclusion of more guest molecules in the
cage.207–209 The MD approach was also utilised to study the
calorimetric properties of clathrate hydrates including the heat
capacity210 and endothermic dissociation process of clathrate
hydrates.202,211–213 However, the dependence of the experi-
mental results on the samples’ nature and quality together
with the quality of the potential models used in molecular
simulation and the system size and electrostatics render diffi-
cult a direct and quantitative comparison of theoretical and
experimental values.69 This clearly makes it necessary to seek
novel and more suitable macroscopic experimental techniques
to minimize the effect of the external/internal factors (confining
pressure, temperature, residual water, gas or ice, presence of
micropores,. . .) to obtain a well-defined sample whose thermal
properties reflect those of pure hydrates.214 Apart from challenges
encountered in macroscale studies, there are still a number of
technical issues that need to be addressed associated with the
molecular modelling required to identify key microscopic
mechanisms controlling the thermal properties. This would lead
to improved reproducibility of the thermal properties already
measured precisely in the laboratory. Integrating the experimental
and theoretical studies would enable us to elucidate the thermal
behaviour of hydrates at different conditions, especially those
difficult or even impossible to achieve experimentally such as
extremely low temperature or high pressure conditions. Such
integration can be of particular interest when investigating the
evolution of the thermal properties of hydrates during various
processes such as formation and dissociation.215 The importance
of the thermal properties in various hydrate-based applications
such as CCS, hydrogen storage, desalination and gas separation,
and the key role of the molecular-level mechanisms in controlling
the thermal conductivity of hydrates necessitate further experi-
mental studies integrated with molecular simulations to shed
light on the thermal behaviour of hydrates.
2.3.2. Thermal properties of hydrate-bearing sediments (HBS).
Thermal properties of hydrate-bearing sediments (HBS) provide
necessary inputs for evaluating gas production from natural gas
hydrate reservoirs, seafloor stability of oceanic sediments, global
climate change, and submarine slide formation.217,218 Reliable
thermal properties are necessary when assessing the response of
HBS to exploitation operations and environmental changes.219–221
Several experimental studies have been conducted to measure
the thermal properties of HBS, particularly their effective
thermal conductivity. Accurate measurement/prediction of the
Fig. 6 Molecular-dynamics simulation of thermal conduction in methane hydrate–SiO2 porous media: (a–c) snapshot of the final structure of hydrate +
porous media simulation system with different pore sizes (a – 0.35, b – 0.8389, c – 1.2053 nm); (d) simulated thermal conductivity values vs. temperature.
As observed, the thermal conductivity of the system increases with temperature increase. At a certain temperature, the thermal conductivity further
increases as the pore size reduces due to improvement of the SiO2 surface (with higher thermal conductivity) and the micro-energy transfer associated
with hydrate–SiO2 at lower pore sizes (adapted with permission from Guo et al.,
216 Copyright 2017 Institute of Physics).
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effective thermal conductivity, however, is not straightforward
due to the co-existence of gas hydrate, free water/ice, free
gas and solid sediment grains, and, more importantly, their
spatial distribution throughout the system.222 Experimental
studies have revealed a complex interplay among porosity,
effective stress, particle size, and fluid-versus-hydrate filled pore
spaces.220,223,224 For HBS, the effective thermal conductivity
strongly depends upon involving particle-level heat transport
processes including (1) conduction along the mineral, (2) particle-
to-particle conduction across contacts, (3) particle–fluid/hydrate–
particle conduction near contacts, and (4) conduction/convection
along the pore fluid within the pore space,219 influenced by
presence of free gas and water/ice, and hydrate growth
pattern.138 Detailed reviews on the effect of hydrate formation
on the effective thermal conductivity of sediments can be found
elsewhere.138,225
Laboratory measurements of the effective thermal conduc-
tivity of hydrate-bearing sediments are usually conducted
using transient hot-wire169,219,226,227 and transient plane
source172,174,220,228–232 techniques. Transient hot-wire technique,
however, is not easily adapted for in situ measurement where
sample penetration is difficult. This makes the transient plane
source technique more conducive towards adaptation for field
use.137 Recently, a thermistor-based method combined with
Micro-CT observations was employed to further investigate the
effect of saturation and spatial distribution of co-existing phases
on the effective thermal conductivity of HBS.233–236
Development of accurate predictive models for the effective
thermal conductivity of composite materials such as HBS
comprises an important portion of the literature about heat
transfer in porous media. However, a unified model or predic-
tion procedure with universal applicability has not been found
yet.237 Based on their principles, the existing predictive models
can be categorized into Mixing Models, Empirical Models,
Mathematical Models, Volume Fraction Models, Packing Struc-
ture Models, and Pressure-dependent Models. A detailed review
of the existing models can be found elsewhere.238
There are few published data on the effective thermal
diffusivity of gas hydrate-sand/sediment mixtures.161,178,228 Gas
hydrate-bearing sediments can change temperature more rapidly
than hydrate-free sediments as the thermal diffusivity of
methane hydrate is more than twice that of water.138 Hydrate
should therefore be accounted for in transient heat flow applica-
tions such as safety assessments for drilling into or through
hydrate-bearing sediments.
Unlike the effective thermal diffusivity and conductivity, the
heat capacity of HBS depends only on the mass fractions of
sediment, hydrate, and pore fluids rather than on their pore-
scale distribution and interfacial effects.138 Therefore, hydrate
formation can significantly lower the specific heat of sediments.
2.4. Electromagnetic properties
The electromagnetic characteristics of a material including
the steady state charge migration under an electric field,
polarization and magnetization can be quantitatively expressed
by the Electrical conductivity (s), magnetic permittivity (k*) and
magnetic permeability (m*).138 Electrical measurements have
been widely used as a primary method to detect the spatial
distribution of hydrate in natural sediments.239–245 They can also
be employed to monitor the formation/dissociation of clathrate
hydrates or even to evaluate the performance of hydrate
inhibitors.240,246,247 When transformed from an aqueous
phase system to pure hydrate, electrical conductivity decreases,
meaning that this property can be used to detect hydrate
formation/dissociation.247,248 The ionic concentration in
solution has a primary effect on resistivity and a second-order
effect on magnetic permittivity, hence permittivity can be used
as a more reliable parameter to estimate water saturation and
extract volumetric hydrate saturation in a multiphase hydrate
bearing system as well. For instance, the electrical resistivity logs
acquired from natural gas hydrate bearing sediments confirm
the presence of less conductive hydrate bearing zones relative to
the water saturated regions.249–255 The magnetic permeability,
however, is usually considered to be unity for pure hydrates and
hydrate bearing sediments as these materials are generally non-
ferromagnetic.138 In addition to the electromagnetic properties,
dielectric measurements have also been employed to quantify
gas hydrate saturation in both laboratory and field studies.256–258
2.4.1. Pure clathrate hydrates. Knowledge of the electrical
conductivity of pure hydrates is essential for the quantitative
investigation of hydrate distributions in porous media.
Generally, clathrate hydrates exhibit a lower electrical conduc-
tivity compared with water and even ice. So far, there are a few
studies reporting the electrical properties of pure clathrate
hydrates.259–261 Measurement of the electromagnetic properties
of clathrate hydrates in the laboratory can be carried out via
the Impedance Spectroscopy method, whereby the electrical
behaviour, conduction mechanisms and other internal charges
can be revealed via changing current frequencies.262 Similar to
the other physical properties of clathrate hydrates such as
mechanical strength and thermal conductivity, the quality of the
electromagnetic properties obtained experimentally is markedly
affected by the specimen preparation technique, particularly for
gas hydrate samples where the gas solubility in the water is limited
and the hydrate formation usually starts from the gas–water
interface.263 Hydrate formation in brines results in increasing
electrical conductivity for the bulk solution because hydrate for-
mation excludes salts.246,264 Conducting several heating/cooling
cycles has been recently shown to be an appropriate method
to obtain reliable electrical conductivity data for unmixed,
polycrystalline methane hydrate samples.260
2.4.2. Hydrate-bearing sediments. Sediment components
can be characterized in terms of their volume fraction and
spatial distribution by evaluating the bulk electrical and electro-
magnetic properties.265 The electrical conductivity of HBS is
primarily controlled by the movement of hydrated ions in the
pore water and in electrical double layers around mineral
surfaces, particularly for the sediments with high specific surface
area.138 Electromagnetic remote sensing techniques such as
controlled-source electromagnetic (CSEM) surveying methods,
complement seismic studies for determination of the gas
hydrates saturation and distribution in natural settings as they
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are sensitive enough to distinguish less conductive hydrates
from pore fluids in sediments.250,266–275 Archie-type equations
with empirical adjustment parameters can then be used to
establish the connection between electrical properties and
hydrate content in order to approximate the gas hydrate
saturation.276–278 However, such estimates are subject to error
primarily due to the semi empirical nature of Archie’s equations
and the lack of reliable laboratory and field calibration
studies.279 In fact, when predicting the effective electrical con-
ductivity of a given hydrate bearing specimen, it is essential
to account for the pore-scale distribution of the co-existing
compounds including the mineral grains, water/ice, hydrates
and free gas.280,281 A detailed review regarding the electrical
conductivity models can be found elsewhere.282
Several fields and laboratory studies have been conducted to
measure the electrical conductivity of hydrate bearing
sediments.283–290 Given that various factors such as the ionic
concentration of the aqueous solution, gas exchange and
fluid-filling porosity of the pores affect the electromagnetic
properties of gas hydrate bearing sediments,291 the electrical
conductivity of porous polycrystalline methane hydrates in
mixtures with brine and sand was recently studied via in situ
impedance measurement to gain insights regarding the petro-
physical relations between methane hydrates, brine salinity and
the host sediment.292,293 Several possible conduction mechan-
isms were also determined to correlate resistivity data with
methane hydrate saturations, information that can be used to
improve the reliability of existing and new electrical models. The
models available in the literature have been mainly developed
according to the rock-physics models.294–296 As such models
cannot sufficiently account for the spatial arrangement of
hydrates, effort focuses on addressing this shortcoming using
the finite-element method in order to simulate the electrical
characteristics of hydrate bearing specimens reconstructed by
different methods such as the diffusion limited aggregation
(DLA) model.297–299 In addition, electrical resistivity tomography
(ERT) has been shown as promising in characterizing electrical
properties of hydrate bearing sediments.300,301
The magnetic permittivity is expressed as a complex number
to account for its magnitude as well as its phase relative to the
excitation. In hydrate studies, however, the real component of
the permittivity is mainly investigated given the typical small
contribution due to polarization losses (represented by the
imaginary component) in the operating frequencies ranging
between Hz and kHz.138 As discussed earlier, the magnetic
permittivity is influenced by geometric and spatial effects.
Some models proposed for estimation of the effective magnetic
permittivity of hydrate bearing sediments include the volumetric
linear and quadratic methods.
2.5. Mechanical properties
Understanding of the mechanical behaviour of clathrate
hydrates and the internal mechanisms of their deformation
as well as their interaction with the host sediment is essential
in gas production from natural gas-hydrate-bearing sediments,
environmental and climate impact studies, hydrogen storage
and hydrate technology applications. Similar to the thermal
properties, it has been revealed that the mechanical properties
of clathrate hydrates are different from those of ice Ih.302,303
2.5.1. Mechanical properties of pure clathrate hydrates.
Experimental determination of the mechanical properties of
clathrate hydrates is usually conducted using an apparatus
consisting of a hydrate former unit and a mechanical measure-
ment unit. Upon completion of the hydrate formation process at a
desired condition, the mechanical properties of the specimen can
be measured via direct or indirect methods.214 The quality of the
experimental results is undoubtedly affected by the measurement
technique, system temperature, pressure and hydrate sample
compaction.303 It is difficult to make pure non-porous gas hydrate
samples using existing techniques, and the presence of residual
water/ice and free gas in the system due to incomplete hydrate
formation process can adversely influence the measurements.302
Experimental studies of laboratory-formed methane hydrate
specimens containing ice confirm the strong dependence of their
mechanical characteristics on the ice content.304,305 Efforts have
been made to reduce the uncertainties associated with hydrate
formation technique by growing aggregates of gas hydrate under
static conditions via combining cold and pressurized gas with
granulated ice and/or within custom-built pressure vessels
where the specimen can be compacted to porosities lower than
2.0%;306–308 however, the mechanical behaviour is still influ-
enced by the presence of micropores.309–311
2.5.1.1. Indirect determination of the mechanical properties.
Indirect methods such as acoustic measurements were initially
used to infer the mechanical properties of pure clathrate hydrates.
For these studies, elastic wave (compressional and shear wave)
velocities were measured using different techniques such as
the ultrasonic pulse transmission method302,303,308,312–316 and
Brillouin spectroscopy method;317–321 the results were then
used to calculate the parameters related to elasticity mechanics
such as elastic moduli (bulk, shear and Young’s moduli) and
Poisson’s ratio.214 X-ray diffraction, neutron diffraction and
Raman spectroscopy techniques are also utilised to calculate
the isothermal bulk modulus by measuring the unit cell volume
as a function of pressure.322–329
Experimental studies suggest that the elastic properties of
pure clathrate hydrates depend upon the hydrate composition
and structure, the guest molecule, and cage occupancy.214,312,318
Increasing the system temperature results in a reduced bulk
modulus and Poisson’s ratio for clathrate hydrates and conse-
quently, a lower compressional wave velocity, similar to observa-
tions for ice Ih. However, the Young’s and shear moduli were
observed to vary depending on the guest molecule and even
show anomalous behaviour.214,217,302,303,313,319,330 For different
pressures, bulk modulus and Poisson’s ratio of clathrate
hydrates increase with an increase in the pressure while the
Young’s, and shear moduli variations strongly depend on the
guest molecule.214,302,323,330,331
2.5.1.2. Direct determination of the mechanical properties.
Influenced by the aforementioned sources of uncertainty, the
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strength of pure clathrate hydrates was initially believed to be
similar to ice Ih.214,332 However, laboratory constant-strain-rate
experiments conducted on poly-crystalline methane hydrate
specimens suggested a different stress–strain behaviour with
an extraordinary strength (20 to 40-fold higher) compared with
ice, which could be attributed to dislocation movement and
molecular diffusion.214,306,333–335 Unlike ice Ih which typically
displays an ultimate yield strength followed by relaxation to
steady-state behaviour, methane hydrate exhibits an extensive
strain hardening followed by strain softening during
compression.306,335,336 In fact, the methane hydrate stress–
strain curve can be divided into two stages: (i) the rapid
structural damage stage and (ii) the complete structural
damage stage.337 Interestingly, methane hydrates undergo
partial decomposition during deformation due to a solid state
disproportionation or exsolution process, even well within the
stability zone.307,334 Studies of the creep behaviour of methane
hydrates suggest direct proportionality of axial and creep
strains with external load.335,338
The mechanical strength of pure clathrate hydrates was
experimentally shown to be influenced by the system tempera-
ture, confining pressure, strain rate and density.214 More
specifically, the compressive and shear strength of methane
hydrates increase with increasing confining pressure, strain
rate and density.339–342 The deviatoric stress increases with an
increase in the strain rate at confining pressures less than
10 MPa, while at higher values there is no obvious change in
the deviatoric stress.343 Methane hydrate strength was also
observed to be very sensitive to temperature, with lower tem-
peratures leading to higher the strength.341,342 When well within
the stability zone, the compressive strength of hydrates is higher
than that of ice Ih; however, the strengths become closer in
value when hydrate is less supercooled (relative to the hydrate
phase boundary).340,341 The essential mechanisms causing the
difference in the mechanical properties of clathrate hydrates and
ice is underpinned by the special hydrate lattice structure and
the host, guest and host–guest interactions.214 In the small
strain regions (o1.5%), the stress–strain behaviour is generally
not influenced by the confining pressure and temperature;
however, within at the whole strain region, the mechanical
behaviour is markedly influenced by the strain rate.344
2.5.1.3. Theoretical studies. The stringent high pressure–low
temperature conditions required for hydrate formation and
stability make the direct measurement of the mechanical
properties and deformation mechanisms of pure hydrates
difficult using common experimental techniques. This in turn,
results in poor accuracy for values for the mechanical proper-
ties, and the extrapolation of these values can be controversial
controversial.214 The rapid progress of modern computer
technology together with the unavoidable uncertainties asso-
ciated with the experimental studies means models are the
most promising alternative for providing insights into the
mechanical behaviour of pure clathrate hydrates.214
Theoretical approaches such as Density-Functional Theory
(DFT),345–352 Molecular Dynamics (MD)336,353–363 and Lattice
Dynamics (LD) simulations364–367 have been used to probe the
mechanical behaviour of clathrate hydrates, with links to
macroscopic phenomena. They have also been employed to
deliver insights into problems not well understood by experi-
ments and to validate the experimental results. These models
also help elucidate the underlying mechanisms controlling the
mechanical properties of clathrate hydrates and to explore
why the mechanical behaviour of the clathrate hydrates differ
from ice Ih.358
Recently, DFT was successfully employed to investigate the
ideal strength of methane hydrates under uniaxial, triaxial, and
shear deformation modes and to compare its mechanical
behaviour with that of ice Ih.366 The effect of guest molecule
size on the mechanical properties of a number of hydrates was
also investigated using DFT, suggesting a close relationship
between the shear modulus, wave velocity and the level of
anisotropy in the hydrate lattice, which itself is a function of
guest size.346,347,368 More recently, a DFT study compared the
mechanical and vibrational properties of tetrahydrofuran (THF)
hydrates with natural gas hydrates, providing significant
insights into the accuracy of using THF hydrates as an analogue
for natural gas hydrates.349
MD simulations have assisted with the construction of
theoretical stress–strain curves for pure clathrate hydrates for
different structures and at different pressures and temperatures
and led to the determination of such mechanical properties as
Poisson’s ratio, elastic moduli and strength and identification of
fracture initiation process.353,354,357,359,361 The origin of strain
hardening in methane hydrates under compressive deformation
was also investigated using MD simulations. The simulation
results highlight the role of the guest molecules as non-
deformable units preventing the failure of hydrate structures
and thus leading to the strain-hardening phenomenon.336 MD
simulations also revealed that the temperature dependence of
the elastic moduli of pure hydrates is dominated by the guest
molecule, a phenomenon of particular importance in hydrate-
based applications such as carbon capture and storage where
CH4 is replaced by CO2.
354 The role of guest molecules on the
mechanical properties of hydrates was further explored with the
aid of tension MD simulations.363 The results indicated that the
tensile strength and Young’s modulus of hydrates are influenced
not only by the type, size and shape of guest molecules but
also on its polarity. Of particular interest, MD simulations
helped with shedding light on the mechanical instability
of monocrystalline and polycrystalline methane hydrates,
providing molecular insights regarding destabilising mechanisms
of gas hydrates under mechanical loading and their grain-
boundary structures353 (see Fig. 7). Moreover, it was shown
that polycrystalline hydrates under compression and tension
exhibit grain size strengthening at low grain sizes and grain size
weakening at larger grain sizes. The intrinsic differences in the
mechanical properties of monocrystalline methane hydrate
monocrystalline ice Ih were also explored using MD simulations.
The simulation results suggest these differences could be due to
the host–guest molecule interactions and relative angles which
tetrahedral hydrogen bonds make to the loading direction.358
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Microscopic insights offered by the molecular modelling efforts
could establish the fundamental understanding of the mechan-
ical responses of naturally occurring and artificial synthetic gas
hydrates. However, there is a gap in the knowledge as most of the
studies have focused on qualitative behaviours and mechanisms
and are yet to fit these findings to laws to achieve upscaling.
2.5.2. Mechanical properties of gas hydrate-bearing sediments.
The presence of gas hydrates within a formation controls the
mechanical stability of gas hydrate-bearing sediments.369
Hence, mechanical instability and degradation associated with
gas hydrate dissociation in gas hydrate-bearing sediments due
to natural processes370 and human intervention (such as gas
production,371,372 CO2 sequestration,
373 drilling operations374–378)
may play a role in submarine slope failures, seabed subsidence,
and failure of the foundations of seafloor installations.379–384
It is thus imperative that the geophysical and geomechanical
properties of gas hydrate-bearing sediments are well investi-
gated to understand their occurrence and stress–strain and
permeation characteristics. Laboratory testing of retrieved
undisturbed field samples385,386 and simulated gas hydrate-
bearing sediments387–391 can be employed to study the effect of
the various parameters such as pressure, temperature and hydrate
saturation on the geomechanical behaviour of gas hydrate-
bearing sediments. According to the experimental studies, the
mechanical properties of gas hydrate bearing sediments such as
the elastic moduli decisively depend on the gas hydrate saturation
and pore-scale distribution.138,381,392–394 Depending on the sedi-
ment grain size, stress field, and the amount of water and natural
gas available, gas hydrates formation may enhance the strength of
the host sediment and reduce its permeability via displacing
grains or interconnecting and cementing them.394–397 On the
other hand, gas hydrates dissociation is associated with the
Fig. 7 (a) Stress–strain relationships for single-crystal methane hydrate. The molecular cohesive energy distributions and corresponding localized
molecular structures (b) initially, (c) at the onset of fracture, (d) immediately after initial fracture and (e) at a strain of 0.18 (reprinted with permission from
Wu et al.,353 Copyright 2015 Springer Nature).
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release of the pore water and natural gas and migration of fine
particles through porous sediments.381,398,399
The effects of hydrates on the mechanical properties of the
host sediment properties strongly depend on where hydrates
nucleate and grow in pore space. The pore-scale habit of
hydrates is determined primarily by the state of effective stress
and host sediment grain size (Fig. 8).400 For coarse-grained
natural HBS, when excess water presents in the system, the
main pore-scale habit is preferred to be pore-filling,401 whereby
hydrates nucleate on the sediment grain boundaries and grow
freely into the pore spaces without bridging two or more
particles together. Moreover, since gas hydrate is suspended
in pore fluid, it primarily alters the pore fluid bulk stiffness, fluid
conduction properties and bulk density of the sediment.402 At
saturations generally more than 40%, pore-filling hydrates turn
into load-bearing, where hydrates bridge neighbouring grains
Fig. 8 Core-scale hydrate morphology in HBS samples and conceptual pore-scale habits for fine-grained and coarse-grained sediments (reprinted with
permission from Ren et al.,403 Copyright 2020 Elsevier Ltd).
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and become a part of the skeleton and accordingly, contribute
to the mechanical stability of the sediment. For these two pore-
scale habits, there is always a water film remaining on the grain
surface. When excess gas presents in the system, grain-coating
habit is preferred by hydrates, whereby they form a coating
around grains. When there is enough free gas in the system, the
grain coatings can coalesce to cement intergranular contacts
and even use up remaining water.403 Pore-scale habit for fine-
grained HBS is different from coarse-grained sediments, mainly
due to smaller pore-size and higher specific surface. While
capillarity acts as a hindrance for hydrate nucleation, hydrate
growth can displace sediment grains, leading to particle-
displacive segregated morphology, e.g. lenses, nodules, chunks
and veins.369 A comprehensive discussion regarding the pore-
scale habit of HBS can be found elsewhere (Fig. 8).403
It must be noted that laboratory-formed HBS samples are
more often used to study properties of HBS;404 however, they
are not necessarily representative of naturally occurring HBS
samples, particularly in pore-scale habits and physical proper-
ties. In recent years, the advancement of pressure core acquisi-
tion and analysis technology has enabled scholars to image and
interrogate pressure cores to study hydrate habits of nearly
intact naturally occurring HBS preserved at their in situ pore
pressures.405,406 Post-recovery analytical capabilities for pressure
core samples have also allowed for reliable and systematic
measurement of physical properties.407
2.5.2.1. Fluid flow and permeability characteristics. Permeability
is a measure of the ability of a porous medium to allow fluids to
pass through it, and the relationship between fluid flow and
permeability controls both fluid-flow pathways and the accumula-
tion, distribution and saturation of gas hydrates.138 This is
particularly important for gas transport, production or migration
into the oceanic environment.408 Apart from the mineralogy,
shape and packing arrangement of the grains and the size
(specific surface area) and interconnectivity (tortuosity) of the
pores, the presence of gas hydrates adds additional complexities
because the spatial distribution of hydrates can alter the pore size,
shape and interconnectivity and accordingly the permeability of
sediments.138 To date, numerous macro- and micro-scale experi-
mental studies have been conducted to investigate fluid flow
through hydrate bearing porous sediments and explore the link
between the permeability evolution and hydrodynamics of gas-
hydrate systems.401,409–424 A review regarding the experimental
techniques for investigating the permeability properties of
hydrate-bearing sediments can be found elsewhere.425
Furthermore, several numerical simulation studies have been
conducted to elucidate the geological processes associated with
hydrate formation and dissociation in porous media under a wide
range of conditions.426–441 Studies also to predict the behaviour of
gas hydrate bearing sediments during gas production,442–449 a
process for which the absolute and relative permeability values
and relationships are crucial given their influence on gas and
water production rates. A review regarding recently developed
relative permeability models can be found elsewhere.381 In situ
observations of pore structures using X-ray microCT and
Nuclear Magnetic Resonance Imaging (MRI) can significantly
improve our pore-scale understanding of the permeability
characteristics of gas hydrate bearing sediments as a function
of hydrate saturation.406,450–458 A review regarding the analyti-
cal and empirical correlations used for determination of per-
meability of hydrate bearing sediments has been published by
Joseph et al.459
Fines, which commonly coexist with sediments that host
natural gas hydrates, can be readily mobilized by water and/or
gas flow during gas production.460 Fines migration inherently
involves the permeability impairment associated with the
generation, movement, and retention of sub 100 mm solid
particles in porous media.461 Several experimental and numerical
studies have recently been conducted to further understanding of
the contribution to permeability evolution due to fines that are
mobilized during gas production.460,462–467
To date, an accountable number of studies have been
undertaken to characterize fluid flow in sediments containing
hydrates given their vital role in exploration and exploitation of
natural gas hydrate as well as assessment of the impacts due to
the hydrate dissociation on submarine instabilities, marine
ecosystem and global climate change. However, there exist
several challenges mainly due to the difference between the
simulated HBS samples, core samples and natural ones, leading
to the discrepancies between the measured/estimated perme-
ability and the real values.403 The main challenges in lab-scale
studies include difficulties associated with the HBS sample size
and methods followed to form hydrates within the host sedi-
ment and maintain the equilibrium conditions during the test
process (to avoid hydrate formation or dissociation).401,462,468 On
the other hand, the flow test method (Steady State/Unsteady
State) adds more uncertainties since these methods are usually
time-consuming and inherently rely on assumptions far from
the real conditions governing HBS occurrences.469 This makes it
essential to address the lab challenges in accordance with the
flow test methods. Of particular importance is the pore-sale
habit of hydrates in artificial samples which is predominantly
controlled by the hydrate formation method. The pore-scale
habit in conjunction with the pore-structure, anisotropy and
heterogeneity influence the permeability characteristics of
HBS,470 which makes it challenging to synthesize artificial
samples imitating natural ones. Thus, to bridge the gap of
measured permeability between laboratory samples and natural
sediments, it is of utmost priority to upgrade the existing
methods and apparatuses or even develop new measurement
methods. Challenges encountered in theoretical analysis and
numerical simulations are mainly due to several simplifications
such as assuming homogeneous and isotropic reservoir/porous
medium where hydrates are uniformly distributed with a pre-
determined pore-scale habit. Insights provided by the lab scale
studies are required to be considered in numerical simulations
to be able to make reliable permeability predictions. Further
discussion in this regard can be found elsewhere.403
2.5.2.2. Geophysical properties. Geophysical studies are
essential in assessing natural gas hydrate bearing sediments
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and are extensively used for detection, mapping and characteriza-
tion of gas hydrates occurrence471 and tracking their formation/
dissociation process within sediments472 given that hydrates have
much higher elastic moduli than the pore fluids and alter the
stiffness of the pore fluid and host sediment.473 Hydrate for-
mation has an impact on the skeletal stiffness of host sediment,
enlarging contacts between grains, which in turn, results in
the reinforcement of the bulk and shear moduli. Accordingly,
hydrate bearing sediments show elevated elastic wave velocities
depending on the saturation and pore-scale habit of the hydrates
within the sediment framework.265 However, the strong depen-
dence of the elastic moduli of hydrate bearing sediments on the
pore-scale habit of the hydrates may cause ambiguity when
inferring the hydrate saturations from measured velocities.474,475
A review in this regard can be found elsewhere.138
A tremendous number of field-scale geophysical studies have
been undertaken in North America,476–482 Asia,245,250,254,483–490
Europe,491,492 Africa493–496 and Oceania497–502 in order to under-
stand the natural occurrences of gas hydrates and quantify the
extent and distribution of gas hydrates within the sediments
for exploration purposes. Seismic techniques are the most
commonly used methods for detecting gas hydrate occurrences,
particularly in the marine environment, where they are
employed to identify Bottom-Simulating Reflections (BSR).503
BSRs can be observed at a depths of up to several hundred
meters below the seafloor in continental margin sedimentary
sections and are a seismic reflection likely to be caused by the
elastic velocity contrast between the overlying gas hydrate-bearing
sediments and the underlying gas saturated sediments.504 The
BSR is the main identifier for the presence of gas hydrates,
corresponding to the deepest level at which natural gas hydrates
are stable. BSRs can be either continuous, discontinuous, or
plumbing.505,506 However, sediments can contain gas hydrates
without having a BSR, particularly if hydrate is not present near
the phase boundary due to the nature of the sediments there or
insufficient methane for hydrate to form directly above the free
gas phase.507 Elastic wave velocities combined with amplitude
variation with offset (AVO) and amplitude variation with angle
(AVA) data from BSRs have been used to estimate associated gas
hydrate and free-gas concentrations as well as infer the distribu-
tion of natural gas hydrate bearing sediments.508–516 Vertical
seismic profiling surveys (VSP) are also used along with downhole
log data to evaluate the effect of gas hydrates on the elastic velocity
of hydrate bearing sediments.517–519
Laboratory analyses of natural or artificial gas hydrate bearing
specimens have been conducted to study the impact of hydrates
on the elastic wave velocities of different types of sediments.
Laboratory studies confirm the significant impact of hydrates
where increasing gas hydrates within the host sediments result
in elevation of the elastic wave velocities.284,520–528 However, the
method of synthesizing gas hydrates in sediment substantially
affects the pore-scale habit of hydrates.138,284,529 Given the recent
interest in permanent hydrate-based storage of CO2 in geological
formations, seismic survey methods could be used to remotely
monitor the CH4–CO2 replacement process and evaluate the
stability of the host sediment.530–532
Several models have also been developed to establish a
relationship between the elastic moduli and the gas hydrate
saturation in order to quantify the amount of gas hydrates
accumulated in the sediments and predict HBS physical
properties.533 These models consider the elastic properties of
sediments, pore fluid(s) and gas hydrates534 and generally can be
categorized into Time-average equations, Weighted-average equa-
tions, Cementation theory-based models, and Effective Medium
Theory (EMT) models. Detailed reviews of these can be found
elsewhere.402,535–537 A number of theoretical and numerical
approaches have also been developed to detect and quantify gas
hydrates in submarine and permafrost regions to give more insights
into elastic wave attenuation mechanisms.538–540
2.5.2.3. Geomechanical characteristics. The strength of a
hydrate bearing sediment subjected to a principal effective
stresses (axial (s10) and confining stress (s30)) at a specific pore
P–T is expressed by the cohesive resistance (c) and frictional
resistance and described by the friction angle (j). These proper-
ties can be obtained by applying the Coulomb failure criterion
which relates the shear stress at failure (tf) to the normal
effective stress acting on the failure plane (sn0) in the Mohr–
Coulomb failure diagram.138 The strength parameters together
with the other geomechanical properties such as Young’s
modulus (E), Poisson’s ratio (n) and dilatancy angle (c) are
measured using the triaxial compression tests.381 Recently,
numerous triaxial experiments have been carried out to deter-
mine the geomechanical properties of natural and synthetic
gas hydrate bearing sediment samples at high pressure and
low temperature conditions.386,389,391,541–558 Shear strength of
specimens at specific pore pressures and temperatures with a
given hydrate saturation could be tested under undrained (CU)
or drained (CD) modes after consolidation, a detailed discussion
of this can be found elsewhere.138 Given the fact that the
geomechanical properties of sediment predominantly depends
upon the grain type, shape, packing, fines content and degree of
consolidation,559,560 the presence of hydrates within sediment
generally results in bridging/binding of sediment grains and
consequently a higher stiffness, pre-failure dilation, and strength
whereas the friction angle has been interestingly observed to
remain constant with increasing the hydrate saturation.381
The pore-scale habit of hydrates can markedly affect the
strength evolution of the host sediment, particularly at lower
saturations (o30.0%).561 According to recent experimental
studies, there is a critical saturation at which the local growth
of hydrates and/or their extension across adjacent grains result
in creating hydrate networks or frame structures throughout
the specimens and accordingly substantial enhancement of
the cohesive resistance, normalized stiffness and volumetric
dilation as well as switchover of the stress–strain response
from strain-hardening to strain-softening.387,393,542,562–564 This
critical saturation ranging from 15.0 to 50.0% is essentially
affected by the spatial distribution of hydrates in the sediment
matrix and requires to be taken into consideration to avoid
the formation of geomechanical instabilities associated with
the hydrate dissociation when predicting the response of gas
Review Article Chem Soc Rev
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 2
2 
Ju
ne
 2
02
0.
 D
ow
nl
oa
de
d 
on
 6
/2
4/
20
20
 2
:3
3:
35
 P
M
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n-
N
on
Co
m
m
er
ci
al
 3
.0
 U
np
or
te
d 
Li
ce
nc
e.
View Article Online
This journal is©The Royal Society of Chemistry 2020 Chem. Soc. Rev.
hydrate bearing sediments to different external stimuli such as
mechanical loading and P–T variations during exploitation. At
higher saturations (480.0%), however, the sediment grains will
be cemented by hydrates exhibiting a monolithic system with
minimal host sediment characteristics.381 The presence of
occluded pores within the sediment makes the measurement
of the pore pressure difficult, hence interpretations at these
saturations are usually based on the total stress, not the effective
stress. Further details of this have been provided elsewhere.381
Confining stress (s3) and system temperature also affect the
geomechanical behaviour of hydrate bearing sediments. At a
given hydrate saturation, higher confining stresses result in
higher interlocking and crushing of grains and accordingly
overall increase in shear strength and stiffness, reduction in
Poisson’s ratio and dilatancy angle and switchover of the stress–
strain response from strain-hardening to strain-softening.565–567
Temperature reduction results in higher stability of hydrates
within the host sediment and a higher shear strength. Several
experimental studies have been conducted recently to explore
the stress–strain response of hydrate bearing sediments as a
function of hydrate dissociation. This process is associated
with significant changes in the matrix of gas hydrate bearing
sediments such as an increase in pore pressure under
undrained condition or fluid flow under drained condition,
secondary hydrate/ice formation and loosening of grains.568–577
Creep tests have recently been conducted on hydrate bearing
specimens which are particularly relevant given the importance
of predicting the long-term stability of gas hydrate bearing
sediments in Arctic and permafrost regions.578–580 More
recently, the geomechanical characteristics of gas hydrate
bearing frozen sediments have been experimentally studied to
investigate the influence of gas hydrates and ice coexistence on
the geomechanical strength of the sediment.581–583
The geomechanical behaviour of gas hydrate bearing
sediments has also been simulated mainly via applying the
Mohr–Coulomb, Cam-clay, Duncan–Chang and critical-state
models. These geomechanical models available in the literature
have been employed to capture the effect of hydrate saturation
and spatial distribution on the sediment strength, stiffness and
dilation characteristics.584–590 The geomechanical models are
also increasingly included in numerical reservoir simulators to
investigate the coupled geomechanical response of hydrate
reservoirs to different external stimuli.382,575,591–597 Additionally,
the Discrete Element Method (DEM) has been extensively utilised
for the simulation of the mechanical behaviour of hydrate bearing
sediments under triaxial compression.598–609 More recently, some
micromechanical models have been proposed for hydrate bearing
sediments whereby the hydrates are represented as solid particles
positioned between sand particles and contributing to the
skeleton response even for small strains.610,611
2.6. Rheological properties of hydrate slurries
Rheology studies on hydrates have provided insights into the
rheological properties of hydrate-laden suspensions, which may
be found in oil and gas transportation pipeline networks612,613
during and after hydrate formation, in order to improve hydrate
flow assurance strategies.614,615 Investigation of the viscosity
alteration of gas hydrate slurries due to presence of hydrate
particles and aggregates in pipelines is essential in flow assur-
ance studies. This enables the development of a reliable model
capable of describing hydrate-laden flow characteristics in pipe-
lines to reliably determine the extent to which hydrates may
cause flow hindrance.616,617 Recently there has been a paradigm
shift in flow assurance from ‘‘complete hydrate avoidance’’ –
where large quantities of hydrate inhibitors are injected
into flowlines to prevent gas hydrate formation – to ‘‘hydrate
management’’ – where gas hydrates are allowed to form in the
flowline, but the hydrate slurry properties are controlled. This shift
renders it imperative to gain knowledge of the rheological behaviour
of the gas hydrate slurries in order to find the key factors influencing
the transportability of gas hydrates in flowlines.618 Clathrate hydrate
slurries also have applications in refrigeration where hydrate slurries
are used as a two-phase (solid–liquid) secondary refrigerant
(TPSR)619–623 to provide chilling.
To date, several efforts, including large-scale flow loop-
based619,620,624–637 and small-scale benchtop rheometer-based638–653
studies, have been undertaken to obtain experimental evidence on
the rheological properties of hydrates and investigate the effect of
hydrate agglomeration and deposition on hydrate slurry viscosity.
However, it has always been difficult to reproducibly control the
hydrate formation under high pressures for hydrate slurry
characterisation.614,640 In flow loop-based studies, the turbulent
behaviour of industrial pipelines is approximated, and the
apparent slurry viscosity estimated from measured pressure
drops by applying the Hagen–Poiseuille and Rabinowitsh–
Mooney equations under a number of assumptions.654 Flow
loop experiments provide a practical way to study the effects of
flow regimes and patterns on hydrate slurry rheological
behaviour.635 In benchtop rheometer-based studies, the shear
rate, shear stress and accordingly the viscosity of a hydrate slurry
sample are directly measured using high-pressure rheometers
and/or autoclaves.639,655,656 These studies allow for an intuitive
approach when studying the effect of different factors such as
water fraction, hydrate volume fraction and shear rate on the
rheological behaviour of hydrate slurries.635 However, since each
measurement technique has its own limitations, comparison of
different types of experimental studies is not straightforward.
Moreover, most studies have been conducted under different
conditions (temperature, pressure, composition) causing com-
plexities when attempting to compare the experimental data
with model predictions.657
To predict hydrate blockage in multiphase flowlines, the
experimental studies are incorporated into the development of
an appropriate formation/agglomeration model and coupled
with transport and kinetic models. To date, a number of
empirical and physical models have been developed to predict
the rheological properties (viscosity and yield stress) of hydrate
slurries formed from water-in-oil emulsions.626,658,659 The rheo-
logical models currently available in the literature have been
reviewed elsewhere.657
Further experimental and modelling studies are necessary to
achieve reliable relative viscosity for a given hydrate slurry as a
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function of the hydrate volume fraction. In addition, as initial
work on understanding the viscosity of gas hydrate slurries
focused on understanding the behaviour of ice slurries,
comparing the rheological properties of ice slurries to those
of a gas hydrate slurries could help with understanding the
influence of particle agglomeration on viscosity and yield
stress. An advanced knowledge of the rheological properties
of gas hydrate slurries is also necessary for the other hydrate-
based applications such as desalination, gas separation and
energy storage, where hydrate-laden slurry flows in purpose-
built flowlines with configurations different from oil and gas
transportation pipeline networks. Literature survey shows that
the experimental and modelling studies on rheology properties
of gas hydrate slurries have been mainly concerned with energy
applications. This makes it necessary to extend rheological
studies in both experimental and modelling aspects in com-
pliance with the other hydrate-based applications given the
transportability of the hydrates in flowlines is controlled by the
relative viscosity of hydrate slurry.
2.7 Interfacial phenomena
Interfacial systems consisting of fluids and surface-active mate-
rials play a critical role in gas hydrate nucleation and growth
phenomena (Fig. 9). Thermodynamics of interfacial areas con-
taining the alterations to the chemical potential, interfacial
tension (IFT), entropy, and Gibbs free energy throughout the
gas hydrate formation process are of enormous interest and
require a fundamental understanding of the gas hydrates inter-
facial characteristics.660 Due to the significant surface district
created in the hydrate system, IFT can directly influence the total
free energy.661,662 The potential molecular interactions at the
particle–particle and particle–surface interfaces will change
based on the IFT, contact angle, and Gibbs free energy
alterations,663 when hydrate crystals exist in their various con-
tinuous phases including gaseous, oleic, and aqueous phases.
The interface free energy can be explained using an IFT per
unit area, to exchange the pressure term in the Gibbs–Duhem
equation as follows:660,664
dGs ¼
X
j
nsj dmj þ Adgs þ SsdT
where Gs is the free energy, nsj is the number of molecules at the
interface, mj is the chemical potential of moieties j. Moreover,
A, gs, Ss, and T are assigned to the interface district, IFT,
entropy, and the temperature of the system, respectively. It is
worth mentioning that in the free energy definition for inter-
faces, the differential volume and pressure terms have been
substituted with a differential interfacial region and the IFT;
this explanation can describe the important physical role of IFT
in 2D systems. In the systems without surface active species,
the chemical potential effect could be ignored following Gibbs’
formalism of the 2D partitioned surface with no volume.
Although this hypothesis is helpful for streamlining the calcu-
lations, it does not illustrate the difference in continuous phase
characteristics (e.g. density) when approaching the interface.660
This density variation from the interface into the continuous
phase leads to an equilibrium super-saturation of each moiety
in the interface district. This demonstrates the physical drivers
behind the hydrate nucleation phenomenon at the interface665
(e.g.methane–water interface) through raising the possibility666,667
of stabilising the preliminary hydrate cages.668,669 Interfacial
super-saturation is important to establish the feasible applica-
tions of hydrate inhibitors in the pipelines, since the injection
of polar hydrate thermodynamic hydrate inhibitors (THIs) such
as methanol (MeOH)670 and salts671 could augment the equili-
brium solubility of small oleic species in the water phase.672 On
the other hand, some refrigerants are low-pressure hydrate
crystals with increased solubility in the water phase.673 The
preliminary hydrate crystal growth at the aqueous–oleic inter-
face is limited by this area of super-saturation with a related
film thickness of 5 to 100 mm for the methane hydrate.674,675 In
the presence of limited water in oil micro-emulsions, some
research have noted that the interfacial metastability needs
a significant driving force for the nucleation of hydrate
crystals.676 Then, the formed hydrate crystals could exhibit an
aqueous quasi-liquid layer (QLL)677 at the solid hydrate–oleic
phase interface. The thickness of the stratum can range
from nm678 to mm,679 and can reduce the system global free
energy.680 As the temperature reduces down to beneath the
hydrate melting point, the thickness of the liquid-like stratum
would be suppressed and eventually vanished.678 Typically, the
interfacial forces mainly consist of electrostatic interactions
Fig. 9 The various solid hydrate and fluid–fluid interactions which play crucial roles in hydrates crystals formation and inhibitions phenomena;
(a) formation of water in oleic phase and hydrocarbon in aqueous phase emulsions; (b) hydrate crystals (solid phase) formation, growth, and their
interaction with peripheral water and hydrocarbon molecules at interface; (c) hydrate crystals-water-hydrocarbon molecular interactions in the presence
of different surface-active chemical species.
Review Article Chem Soc Rev
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 2
2 
Ju
ne
 2
02
0.
 D
ow
nl
oa
de
d 
on
 6
/2
4/
20
20
 2
:3
3:
35
 P
M
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n-
N
on
Co
m
m
er
ci
al
 3
.0
 U
np
or
te
d 
Li
ce
nc
e.
View Article Online
This journal is©The Royal Society of Chemistry 2020 Chem. Soc. Rev.
(e.g., electric double layer forces), van derWaals (vdW) interactions,
hydration forces, capillary forces, intermolecular interactions, and
hydrogen-bonding.663,681 Therefore, interfacial forces implicating
hydrate surfaces play significant roles in controlling the hydrate
surfaces stability and the corresponding interactions withminerals
in geological formations and inhibitors in flow lines.
Surface active chemicals or surfactants could affect the
clathrates crystallization rate through various roles.682,683 Surfactants
could facilitate the hydrate nucleation phenomenon by reducing the
clathrate–aqueous phase surface free energy, since they adsorb onto
that interface.684 Additionally, they could boost the mass transfer
process by increasing the blending of water and methane which
results in the acceleration of hydrate crystal growth. Surfactant
adsorption onto the interface surface, however, could abate the
hydrate crystals growth rate.685 Various adsorption drivers have been
suggested for surfactants at the hydrate crystals surfaces in contact
with the aqueous phase.682,686–691 Realisation of the drivers of the
amphiphilic molecular interaction with the clathrate surface is
critical for their utilisation and optimization for suppressing the
hydrate crystallisation rate. In this regard, sodium dodecyl sulfate
(SDS) was recognised as one of the most effectual surface active
species to boost the nucleation and growth of gas hydrates
crystals.682,687,692
By conducting zeta potential measurements,686 it has been
shown that SDS adsorbs to the hydrate surface through hydrogen
bonding of the anionic head group of SDS to the water molecules
on the hydrate surface, leading to an arrangement of the active
moieties at the interface where the hydrocarbon tail stays in the
aqueous phase.686 Lo et al.690 realised that SDS adsorbs to a
cyclopentane hydrate through the Langmuir isotherm and noted
that the first saturation point related to the generation of a
monolayer surfactant via anionic hydrogen bonding to the hydrate
surface. The second saturation point related to the creation of a
bilayer with the ionic functional groups of the second surfactant
stratum adjusted towards the water phase.
The influence of surfactants on the cyclopentane clathrate
hydrate crystallization have been investigated.693 At low surfactant
volumes, reduced interfacial tension owing to the shrinking district
of the water–cyclopentane interface was reported, resulting in
formation of a planar clathrate hydrate crystal. At higher surfactant
volumes, the interfacial tension fluctuated during the crystallisation
phenomenon, which led to crystal morphology alteration towards
the conical shape. The interfacial tension fluctuation behaviour is
due to the growth and liberation of the hydrate crystals from the
droplet surface. The prevalent interfacial behaviour presents a
microscopic point of view, which can be employed to realise the
cold flow operating strategy for hydrate slurries,694 where the prob-
able capillary-aggregation phenomenon between hydrate crystals is
profoundly underrated within the gas hydrate stability region.
3. Kinetics of gas-hydrates formation
and dissociation
Developing further potential applications of hydrates are primarily
hindered by the problems associated with hydrate formation
and dissociation. Understanding the kinetic process of clath-
rate hydrate remains a challenging aspect of hydrate-related
problems. For instance, increasing the rate of gas hydrate
formation is critical in gas storage and gas separation opera-
tions that utilise hydrates. Whereas depressing the rate of
hydrate formation and rapid dissociation is important for
hydrate risk management in the area of flow assurance. Con-
trolling the rate of hydrate dissociation is important for natural
gas storage and environmental issues. In this section, we review
growth and dissociation kinetics of clathrate hydrates.
3.1. Crystallization
Crystallization occurs in two major steps (see Fig. 10). The first
step is known as nucleation, which is the appearance of a
crystalline phase from disordered or liquid-state molecules.
The second step is known as crystal growth, which is the
subsequent increase in the size of particles and leads to a
crystalline form. Three canonical hydrate structures (sI, sII, and
sH) are known and guest–host interactions play a crucial role as
hydrates are thermodynamically stable only when a minimum
number of cages are filled with the guest molecules. It has been
found that the number ratio of cages filled with guest mole-
cules (cage occupancy) of the largest cage is almost 100% and
that the cage occupancy of smaller cages depends on the
formation conditions. Thus, the stoichiometry of a hydrate
depends on the formation conditions, such as pressure and
temperature, and the type of guest molecule. Also, the kinetics
of hydrates depend on temperatures above and below the
melting point of ice (273 K) due to the phase change of water
(solid, liquid, or vapour).
3.1.1. Nucleation. Nucleation is the initial step of the
process of forming a new structure via self-organization.695
There are two types of nucleation processes: homogeneous
nucleation and heterogeneous nucleation. They differ according
to the location at which a nucleus form. The homogenous
nucleation occurs at the nucleus of the hydrate phase emerging
directly from the parent phase, while heterogeneous nucleation
Fig. 10 Typical time dependence of the hydrate crystallization process.
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occurs at nucleation sites on alien surfaces or particles. Nuclea-
tion is a stochastic event where nucleation will occur at different
times even in identical systems. Since hydrates consist of
water and guest molecules, the nucleation process starts with
dissolution/adsorption of guest molecules into the water phase.
The hydrate nucleation can be detected through a rapid decrease
in pressure during the encapsulation of guest molecules within
the crystalline hydrate structure, or a rapid rise in temperature as
a result of the exothermic reaction of the hydrate.
The period between the times when the system temperature
is lowered, or pressure is increased, to the equilibrium P–T
condition at the time of hydrate nucleation is called the
induction time. The induction time has been confirmed experi-
mentally in various studies and the period basically depends on
the driving force.696 The induction time data for hydrates fits the
probability function to the theoretical probability distribution
function describing the behaviour of stochastic processes697–702
based on classical nucleation theory (CNT). Crystalline hydrate
growth occurs only after nuclei larger than critical radius, which
is the minimum size that must be formed before crystalline
hydrate growth, is attained. A molecular-level hypothesis of the
induction time in homogeneous nucleation of hydrate is that cage-
like water clusters surrounding guests combine to form the initial
amorphous hydrate like structures.703 This is called labile-cluster
hypothesis (see Fig. 11), and several other mechanisms for homo-
geneous nucleation have been proposed by recent molecular
dynamic simulations: local-structuring hypothesis,704 blob
hypothesis,705 and cage-absorption hypothesis.706 The reader
is referred further to Section 3.1.3 of the present work. From
experimental studies, Raman spectroscopic measurements of
methane hydrates suggest that water clusters, which are similar
to small cages of structure I hydrate, are readily formed and the
formation of large cages of structure I hydrate from liquid water
may be rate-determining during the hydrate formation.707
However, no significant difference between the structure of water
before methane hydrate formation and that after the hydrate
dissociation was observed by neutron diffraction method.708 Also,
no significant difference between that of the liquid mixture of
THF at room temperature and supercooled temperature was
observed by X-ray Raman scattering measurements.709
A significant effect on shortening induction time of hydrate
nucleation has been observed by using dissociated hydrate water
or ice melted water.710 This phenomenon is called a memory
effect. The occurrence of residual structure is suggested by the
difference in water viscosity between that before hydrate for-
mation and that after hydrate dissociation.711 The higher
viscosity of water after the hydrate dissociation returns only
after heating to a temperature well above hydrate equilibrium.
The stochastic nature of these waters has been confirmed by
statistical methods.697,712,713 However, no significant structural
difference of water after hydrate dissociation was found in
different thermal histories by neutron diffraction.714 Recently,
the formation of submicron-sized bubbles, so called nanobubbles,
due to hydrate dissociation was reported.715,716 A significant
number of nanobubbles remain dispersed in the dissociated water
for more than 1 day, and the water has memory effect. MD
simulations of methane hydrate dissociation also suggest the
formation of methane nanobubbles in water.717 The guest–water
interfaces of these nanobubbles may act as nucleation sites for
heterogeneous nucleation of hydrate without the need for residual
structures. Detection and measurements of the sudden nucleation
event may be difficult because the nucleation sites are themselves
a stochastic process forming the crystalline hydrate phase at a
certain point suddenly. Although previous investigations have not
thoroughly examined the stochastic hydrate nucleation process,
these hypotheses listed above as well as CNTmay give insights into
fully understanding the complex mechanism.
3.1.2. Growth. Understanding of geometric configuration
of hydrate crystals such as their sizes or shapes (morphology)
and factors that control the hydrate morphology is important
for the development of hydrate-based technologies. Here, some
of the key aspects of kinetic process at guest–water interface
are considered. The mechanical stirring of water and guest
components promote hydrate growth. The key is how to
increase the surface area for guest–water mass transfer for
recovering direct contact of guest and water phase.
(i) Guest–water system. At guest–water interfaces, hydrate films
(layers) grow laterally along the interface after the nucleation.
Investigations of hydrate crystals grown from the guest–water
interface are important for the overall understanding of the
kinetics of hydrate formation. Experimental studies on hydrate
growth at the guest–water interface have been conducted.718–720
The important considerations for modelling the lateral growth
kinetics are mass or/and heat transfer at the growing front
of hydrate film.721,722 After the growth of hydrate film to around
10 mm in thickness,723 the guest and water phases are separated,
and further hydrate formation is suppressed. Polycrystalline film
Fig. 11 Labile-cluster model of hydrate nucleation: (a) labile-clusters, (b) agglomeration of clusters, (c) primary nucleolus, and (d) hydrate crystal.
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covering the interface and the morphologies of hydrate crystals
have a significant dependence on subcooling and gas composi-
tion. With large subcooling, the shapes of hydrate crystals are
generally sword-like or triangular, with the shape changing
to a polygon and a large polygon when the subcooling is
smaller.724–727 Hydrate films grow in thickness though the
films formed at guest–water interfaces by subsequent mass-
transfer resulting in further hydrate formation. A detailed
review of the hydrate growth models have been reported,22
but it is still debated how to diffuse molecules through hydrate
films to grow the thickness of hydrate film.728
(ii) Guest–ice system. At guest–ice interface, hydrate also
grows although their formation rate may be smaller than that
of liquid water. In the initial step of xenon hydrate formation,
hydrate film with thickness less than 0.1 mm is formed before
the reaction becomes too slow. The number ratio of small and
large cage is about 1 during the early part of the reaction, and
the ratio changes to its equilibrium value of 3–4 when nuclea-
tion processes were finished, and rapid growth commenced.729
Moreover, the formation of transient hydrate structures has
been observed in the initial step for pure methane,730 carbon
dioxide,310 or carbon monoxide731 hydrates. These experiments
suggest that a precursor phase or initial structure are different
from the equilibrium hydrate structure. MD simulations
support the occurrence of transient structures.732,733
A shrinking-core model accounts for the growth of hydrate
film in thickness.310,734–737 In this model, the reaction con-
sisted of three steps: (a) the initial reaction of guest with ice;
(b) the growth of hydrate film and growth in thickness; (c) the mass
diffusion of water/guest through the hydrate film. The activation
energy of the processes was obtained from the kinetic rate constant
as a function of temperature using the Arrhenius equation.
Transport of guest molecules by a series of jumps between
neighbouring hydrate cages was demonstrated and the rate-
determining process may change in different temperature
ranges.738,739 Other mathematical diffusion models have been
proposed,740–742 and other factors affecting the growth of
hydrates may need to be considered.743 For a careful examina-
tion of the kinetic process proposed by the model, further
comparative researches between experiment and theoretical
simulations are required.
3.1.3. Molecular simulation. There has been much progress
in recent years in molecular simulation, offering important
insights into hydrate nucleation, and, more generally, into
hydrate formation. Briefly, several main mechanisms have been
proposed for hydrate nucleation:
(i) Labile-cluster hypothesis (LCH):703 where unstable enti-
ties featuring a guest surrounded by water molecules in their
first coordination shells diffuse in the liquid phase as a single
entity, and the clusters of varying sizes combine to form larger
stable clusters which grow into the hydrate crystal.704,744
(ii) Local-structuring hypothesis (LSH):745 where well-solvated
guests meet, forming a cluster with the guests in a configuration
consistent with the clathrate crystal, the water molecules rear-
range to form a hydrate framework.
(iii) Blob Hypothesis (BH):705 a modified form of LSH, where
stochastic local-density fluctuations of guests in water favour
‘blob’ formation as amorphous clusters of solvent-separated
guests at high solvated-guest concentrations close to that in the
hydrate.746
(iv) Cage-adsorption hypothesis (CAH):706 where guest mole-
cules increase their local concentration to induce hydrate
formation by spontaneous cage formation, followed by guest
‘‘adsorption’’ to cages and stabilisation thereof.704,706,747–749
Although not at guest–water interfaces, homogeneous
methane-hydrate nucleation studies have observed formation
of methane–water clusters which combine to form a critical
nucleus,750–752 supporting the concept that locales with high
guest concentration, although not highly structured (arising
perhaps from either local-density fluctuations and/or cage
adsorption), can result in hydrate nucleation.
Recent molecular-simulation studies have indicated
typical hydrate-nucleation timescales of the order of micro-
seconds,665,705,706,745,746,750–753 and this is discussed further in
Lauricella et al.752 Often, a hydrate nucleates initially into
phases inconsistent with common bulk crystal structures, but
containing a variety of structural units,665,750–753 as well as
‘amorphous’ units.753,754 In relation to the Blob Hypothesis,
English et al. studied the size of the water–methane interface
at realistic solvated-methane concentrations, finding not-
dissimilar early-stage nucleation mechanisms.69 In addition,
solvated-methane-concentration effect on nucleation rate have
been assessed,752,755 with innate challenges in MD simulation
for methane-hydrate nucleation being discussed with some
acuity756 while Hall et al. have placed hydrate nucleation within
the wider context of the funnel model, in view of the panoply of
competing amenable pathways.757,758 Recently, biased-simulation
methods have offered much microscopic insight: Lauricella et al.
have examined free-energy landscapes for hydrate nucleation from
metadynamics,747,759 and restrained MD.752 Małolepsza et al. have
developed an enhanced-sampling technique and applied to
hydrate nucleation.760 Bi et al. applied the Forward-Flux Sampling
method to methane-hydrate nucleation,761 computing nucleation-
pathway free-energy landscapes.762
Since the pioneering gas-hydrate molecular simulations
of Tse et al. over 35 years ago,74 simulation has led to a great
number of microscopic insights into hydrate behaviour and
properties, from thermal-conduction mechanisms to hydrogen
storage and carbon capture. In this brief foray into some very
recent advances in molecular simulation since the review by
English et al.,69 it has been understandably impossible to be
truly exhaustive in these ‘cataloguing’ exercises, such has been
the recent surge in this specific research activity; rather, some
important contemporary trends have been highlighted. One
area not highlighted so far has been to remark on the (relative
lack of) research ‘crossover’ between the clathrate-hydrate and
inorganic-clathrates (e.g., clathrasils) communities, which has been
a feature to a lesser extent than, say, between the clathrate-hydrate
and semi-clathrate arena. In the area of inorganic clathrates,
important insights into cage and lattice behaviour, thermo-
dynamics and dynamical properties (e.g., thermal conductivity763)
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are being made, with important parallels to current and previous
work in clathrate hydrates. Clearly, the power of molecular
simulation to ‘leverage’ and transfer this body of experience
and insight into transformational work in inorganic clathrates
is an important contemporary trend in clathrate modelling;
in this regard, the important contributions of Li, Stroebel and
co-workers are to be welcomed.764
In the realm of clathrate hydrates, in terms of outlook for
achieving greater levels of quantitative agreement relative to
experiment for physical properties, the ‘acid test’ of spectro-
scopy (e.g., Raman data) remains a formidable challenge. For
instance, Futera et al.765 discusses measures to potentially
increase further the fidelity of H2-water potential tailored for
hydrogen hydrates. The use of force-matching to high-quality
ab initio MD simulation134 to achieve better-accuracy poten-
tials, beyond the pairwise approximation for classic empirical
potentials, is a future important area, and it is to be hoped that
neural-network-tuned potentials will offer important progress
here in the decades ahead, especially in hydrate-nucleation and
formation simulations, with a large variety and heterogeneity in
local environments – where model parameterisation in one
phase alone will be less likely to succeed.
3.1.4. Control of the morphology. The morphology of hydrate
crystals growing in liquid water saturated with and in contact with
guest also depend on the concentration of the guest species and
mass transfer in water.766–768 Generally, the morphology of hydrate
crystals growing in a liquid water changed from polygonal to
dendrite with increasing fugacity. Hydrate inhibitors and hydrate
promoters affect the growth rate of hydrates by changing the
morphology of hydrate crystal.769,770 Experiments of the inhibitor
using hydrate single crystals showed a structural fit on the hydrate
surface and strong bonding in specific configurations. The growth
rate of hydrates in these systems may be adjustable by controlling
hydrate morphology. The effect of these additives have also been
investigated at the molecular level by using MD simulation.771–773
Since the effect of inhibitors and surfactants depend upon
the guest species, the search for environmentally friendly and
more effective materials have been conducted. For example,
experimental results of methane + propane mixed gas hydrate
suggest that porous hydrate film, but not an impermeable film,
can be grown at the guest–water interface in the presence of
SDS. The porous hydrate film then allows efficient water-to-gas
contact for further crystallization.683 The formation of smoke-
like hydrate from gas bubbles, which are partially covered by
hydrate film, in water with SDS is also suggested.774 In the case
of methane hydrate, the amount of crystalized hydrate
increased in the presence of the SDS as the hydrate crystals
detached from the interface due to increased wettability. The
size of individual hydrate crystals with SDS become smaller
than those formed from pure water systems due to increased
hydrate nucleation. With higher subcooling temperature, the
hydrates grow upright crystal fibres because of large capillary
forces due to smaller pores between hydrate crystals.775
Based on these experimental results, the crystal growth and
morphology in the system with surfactant can be controllable
by changing concentration of surfactant. A detailed review of
the hydrate promoters including surfactants coupled with other
promoters has been reported.776,777
3.2. Dissociation
Hydrate dissociation is an endothermic process as with ice
melting. Hydrates separate into water and guest molecules by
breaking up hydrogen bonding networks of water molecules
and the van der Waals interaction forces between guest and
host water molecules. Dissociation occurs in two major steps;
(a) the initial destruction of the hydrate crystal and (b) the
release of water and guest molecules. Dissociation kinetics of
hydrates also largely depend on the temperature above and
below 273 K.
3.2.1. Intrinsic kinetics of hydrate dissociation. Experi-
mental studies by NMR suggest that the small and large cage
occupancy ratio of xenon or methane hydrates remained
constant during the dissociation process.729,778 This suggests
that there is no preferential dissociation of hydrate cages and
the whole cage structure decompose during dissociation. The
simultaneous dissociation of small and large cages in hydrate
structures contrasts with results observed during hydrate
nucleation process. However, different dissociation rates of
small and large cages were observed in methane/ethane mixed
gas hydrate.779–782 Because the dissociation rate measured by
spectroscopic methods, such as NMR or Raman, depends on
both the rate constant and the number of encapsulating cages,
this result might be caused by phase transition between struc-
ture I and structure II hydrate during the dissociation process,
which cause different number ratio of small/large cages. In
addition to these experimental results, MD simulations suggest
rapid dissociation of empty hydrate cages783 or the dependency
of dissociation rates on cage occupancies.784–786 More careful
experiments would be needed for improved understanding of
guest dynamics during hydrate dissociation process.
3.2.2. Hydrate dissociation in solutions. The dissociation
rate is proportional to the particle surface area of hydrates and
to the difference in the fugacity. The proportionality constant
showed an Arrhenius temperature dependence.787 Hydrate
dissociation separates water and guest molecules, which cause
a supersaturation state of guest in the water. Because the
concentration of guest in the hydrate structure is more than
several hundred times higher than the amount in water, then
gas bubbles are formed in the water. This concept is in good
agreement with the results by MD simulation of methane
hydrate dissociation in liquid water.684
The dissociation rate is controlled by three factors: the
intrinsic dissociation reaction rate, the rate of guest flow
produced from the crystalline hydrate, and the rate of heat
transfer to the hydrate for endothermic reaction. The hydrate
dissociation kinetic models presented so far are based on either
one of these factors or multiple factors to couple these effects.
The effect of multicomponent hydrate-forming gas,788 additives
in the water or type of surrounding solutions789–791 and the
form and size of hydrate samples792 may change the rate-
determining stage of hydrate dissociation. A detailed review
of the hydrate dissociation models has been reported.793
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3.2.3. Self-preservation phenomena.When hydrate dissoci-
ates at temperatures below 273 K under atmospheric pressure
conditions the dissociation rate of hydrate is much slower
than that above 273 K.183 This phenomenon is termed self-
preservation.794 Hydrate start to dissociate from its surface and
water molecules released as the hydrate transform into ice.
After the complete surface coverage by ice due to the hydrate
dissociation, a shrinking-core model account for further
hydrate dissociation and growth of ice film in thickness.795 In
this model, the dissociation reaction consisted of two steps:
(a) the initial destruction of the hydrate surface and the growth
of an ice layer, and (b) growth of the ice layer in thickness and
the release of guest through the ice (see Fig. 12). This model
reproduces experimental results of methane hydrate dissocia-
tion at temperatures below its equilibrium temperature at
0.1 MPa.796 Theoretical simulation also accounts for the self-
preservation phenomena based on ice-shielding, guest diffusion
trough the ice, and heat transfer.797–799
Methane hydrate dissociation by rapid pressure drop under
isothermal conditions is unexpectedly slow and occurs only for
temperature ranges between 240 K and 270 K. The dissociation
rates vary by several orders ofmagnitude with twominima at around
250 and 268 K. This phenomenon is termed as ‘‘anomalous
preservation’’.800 Experimental studies suggest that this anomalously
slow dissociation is related to ice morphology or structures formed
at the surface of the dissociating hydrate.801–807 It has been revealed
that the preserved methane hydrate is tightly covered by an ice layer
with a thickness of about 100 mm or less.808–810
From a practical application perspective, hydrate pelletizing
technology for natural gas storage and transportation have been
proposed and evaluated.811–813 To date, methane or natural gas
have been successfully stored within hydrate pellets for more than
three months at 253 K under atmospheric pressure.814 Recently,
the phenomena under more complex systems coexisting with
other materials such as surfactant,815 hydrophilic silica
beads,816 crude oil,817 dry water,818 and saline water819–821 have
been reported. The dissociation reactions largely depend on the
type of guest species.822,823
3.3. Kinetics in sediments
The morphologies of naturally occurring hydrate are varied
depending on hydrate kinetics as well as type of sediments:
e.g. pore-filling hydrate in coarse sands or veined or nodule-
type hydrate in fine sediments. Several hydrate habits in sedi-
ments have been known which were explained in Section 2.5.2.
All these habits depend on hydrate nucleation and growth
processes in the pore, where the physical properties of the
hydrate sediments are affected by the hydrate formed in the
pore space.400,824 Accordingly, understanding of kinetics and
microstructure of hydrate at the pore scale is important to
advance our knowledge of hydrate sediments.
From experimental studies on hydrate sediments, mechan-
isms of hydrate formation and dissociation processes at the
pore scale have been studied and incorporated into continuum
scale simulations. Observations of hydrate nucleation, growth,
and dissociation in 2D configuration glass micromodels were
conducted by optical microscopy.825–828 Morphology changes of
hydrate mixed with fine glass beads inside of thin layer were
observed as a function of growth rate.829,830 Nondestructive
imagingmethods, such asMRI and X-ray Computed Tomography
(CT), have been applied to study the distribution of hydrates
in frozen sediments831,832 and other attempts by means of
microfocus X-ray CT contributed to continued studies of the
sedimentary matrices at pore scale.833,834 In the last decade,
MRI and X-ray CT measurements have extended hydrate kinetic
studies to 3D configurations of the microstructure of hydrate
sediments. MRI measurements, which are suitable for detect-
ing hydrate and water but suffer from insufficient spatial
resolution for measurement at the pore scale, revealed multiple
nucleation events at different times and locations within the
sediment during hydrate formation processes.835 X-ray CT with
micro or higher spatial resolution has also been used for
kinetic studies of hydrates in sediments with the aid of contrast
agents or heavy guest substances such as Xe due to insufficient
image contrast of X-ray CT for distinguishing hydrate and water
or ice.715,836–839 In the X-ray CT images of hydrate formation
processes, nucleation starts at the water–gas interface from
partially saturated water and that starts in the bulk of the liquid
which is water saturated with guest substances. Occurrence of
fluid phase films between hydrates and the sediment particles
were also observed. In the hydrate dissociation images, the
decomposition starts at the hydrate–gas interface with melt
water accumulating at dissociating hydrate surfaces. Then
inhomogeneous dissociation facilitates redistribution of water
and local hydrate reformation in the pore space. From a basic
science point of view, guest substances such as THF or CO2 have
been widely used as model samples for laboratory investigations.
Because of the complete miscibility or high water solubility of
these guests, growth rates of these hydrates from water are faster
than methane. Also, to improve visibility of X-ray CT image, a
contrast agent or Xe are used as a contrast medium even though
they may change the hydrate kinetics. Ultimately, experiments
using methane or natural gas with pure water or sea water are
preferred for incorporating into the continuum scale simula-
tions of geological systems. In addition to abovementioned
imaging techniques, neutron scattering technique have also
been employed840 to investigate gas hydrate kinetics in the
presence of solid surfaces. Cox et al.840 utilised time-resolved
Fig. 12 Schematic model of the self-preservation or anomalous preser-
vation of gas hydrate: (a) methane hydrate during dissociation and (b) the
hydrate being covered by ice layer.
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neutron scattering experiments and molecular dynamics simu-
lations to identify that the methane hydrate formation is
insensitive with respect to the presence of various clay and
silica nanoparticle surfaces.
Recently, numerical models of pore-scale hydrate dissociation
have been proposed to estimate the dissociation rate of methane
hydrates. The numerical models suggest that the water layer
prevents guest gas from escaping into the gas phase due to the
mass-transfer-limitation, which ultimately affects the driving force
of hydrate dissociation by depressurization.841–843 A numerical
model of methane hydrate formation was also proposed for
determining the locations of the initial hydrate nucleation and
for estimating the morphological distribution of methane hydrate
in porous media using classical nucleation theory.844
Understanding the formation and dissociation kinetics
of natural gas hydrates in sediment is important for the
efficient and economic development of natural gas hydrates
as unconventional natural gas resources in permafrost or
marine sediments. On the other hand, dissociation of hydrates
and subsequent outgassing could affect the atmosphere of
solar planets845,846 as well as the Earth.1 The self-preservation
phenomenon is also true in shallow permafrost locations.
Gases releasing from the permafrost may contain natural gas
produced by the dissociation of hydrates in the pore space
of sediments, which can exist in permafrost due to self-
preservation.847,848 Accordingly, more detailed knowledge of
the kinetic model of hydrates in complex system of sediments
is needed.
3.4. Influence of additives
Gas hydrate formation is very susceptible to contamination
owing to the presence of any foreign additives other than water
and the guest gas moieties, which can result in critical influences
on the thermodynamics and kinetics of gas hydrate formation.
The foreign species, such as salts, bio-surfactants, alcohols, etc.,
may be deliberately augmented to water–gas systems to influ-
ence the kinetics of hydrate formation. Additionally, gas hydrate
nucleation and growth are strongly related to the hydrophobicity
of gaseous species and chemical additives (e.g. nanoparticles)
which can either be hydrophilic or hydrophobic and when in the
aqueous phase might boost gas hydrate formation,849,850 how-
ever, they could also prevent hydrate growth if they engaged at
the aqueous–oleic phase interface.851 While some results illu-
strated that nanoparticles might promote hydrate formation at
lesser concentrations,852,853 however, the authors did not denote
whether the nanoparticles in their tests were hydrophilic or
hydrophobic. A macroscopic experimental study conducted by
Wang et al.854 proposed that hydrophilic nanoparticles could
influence a hydrate inhibition efficiency which could be used to
decrease the hydrate reformation and aggregation throughout
the gas hydrate or deep-water drilling if their contents could
appropriately be controlled to avoid instability of the well bore-
hole. Generally, some additives can introduce hydrophobicity
influence855 which results in organising the peripheral water
molecules into a clathrate like hydrophobic hydration shell,
creating an incremented local gas content surrounding the
hydrophobe,856,857 and increase the hydrate crystal formation
rate accordingly. The creation of semiclathrate hydrates in the
presence of partial hydrophobic additives (e.g. THF858,859) and
pure hydrophobes (e.g. cyclopentane860,861) augments the hydro-
phobicity associated hydrates formation kinetics. Typically, the
addition of surfactants which can be cationic (e.g. TBAB,201,862–866
dodecyltrimethylammonium (DTAC),862,867 dodecyl amine hydro-
chloride (DAH),868 N-dodecylpropane-1,3-diamine hydrochloride,
(DN2Cl)868), anionic (e.g. SDS,682,867,869–871 sodium tetradecyl
sulfate (STS),871 sodium hexadecyl sulfate (SHS),871 sodium
oleate871), and nonionic (e.g. THF,867,870,872,873 ethoxylated
nonylphenol,874 Tween 80,875 cyclopentane861,876), at specific
concentration could facilitate gas hydrate formation. Solid species
can also have a hydrophobic effect and induced gas hydrate
formation. Glass surfaces with various coatings including partial
hydrophobic N,N-dimethyl-noctadecyl-3-aminopropyl trimethoxy-
silyl and hydrophobic octadecyltrichlorosilane877 boosted hydrate
crystallisation and incremented kinetics of hydrate formation.878
In the following subsections, the influences of typical addi-
tives, salts and alcohols, on gas hydrate formation have been
reviewed and the existing hypothesis for their efficacies have
been discussed.
3.4.1. Salts. As will be explained in Section 4.1.1, inorganic
salts are recognised as thermodynamic hydrate inhibitors.
Dong et al.879,880 conducted an experimental investigation of
the effects of salt and alkane hydrocarbon concentration on
hydrate anti-agglomeration. They observed that salt elevates the
hydrate anti-agglomeration phenomenon as well as normal
alkanes. The adsorption of solute moieties on the hydrate
surface is facilitated by NaCl ions in the aqueous phase881
which means that the propensity of ions for water molecules
and the aversion to hydrophobic species repel the surfactant
molecules to the hydrate–aqueous phase interface. However,
other recent research studies have observed the facilitated
formation of CH4 and CO2 hydrates in low NaX (X = I
 and
Br) concentration solutions along with inhibited systems
in higher salts contents mixtures.882–884 It has been denoted
that the exotic influence of sodium halides on gas hydrate
formation is because of ions charges and the size of the halide
ions in the water structure.882 Inorganic halide ions create their
solvation shells in the aqueous phase which can be changed
based on the size of the ion and the ion charge density,
accordingly. Thus, as an example, the I electron shell, with
largest radius and lowest charge density, interacts faintly with
its nucleus and could be contorted by the nearby water
dipoles.885 Generally, smaller halide ions with higher charge
density tend to have inhibition effects and potent interactions
with water molecules, which result in breaking the inherent
hydrogen bonded water molecule network.885 Therefore, small
F, as a hydrophilic halide ion, has a strong binding affinity
to water molecules and opts to stay in the bulk aqueous phase
compared to large hydrophobic I with cage-like solvation
shell which prefers to remain at the solution surface as a
hydrophobe.886–888 These mentioned diverse effects of NaX on
gas hydrate formation can be demonstrated by the explained
hydrophobic effect hypothesis. At high NaX content, the
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incremented rivalry among ions and gas species for water
molecules leads to water deficiency for gas hydrate nucleation,
and consequently formation inhibition. In the low salt dosage
medium, however, the rivalry would not result in a significant
influence on the water accessibility, yet the existence of cage-
like hydration shells halide ions in the system are supposed to
perform as kernel for gas hydrate nucleation. It has been
observed that 3.0 wt% NaCl solution had a minimal influence
on the phase equilibrium P–T conditions of mixed methane/
THF hydrates.889 Kumar et al.890 identified that saline water/
seawater, 1.1 mol% NaCl solution, is adequate for rapid
methane storage through clathrate hydrate formation. Some
other researchers,891,892 however, contradictorily illustrated
that the presence of salt ions in seawater hinder hydrate crystal
growth by curbing the potent H-bonding network of water
molecules and subsequent hydrate-associated water molecules
interactions.
3.4.2. Alcohols. One of best types of thermodynamic
hydrate inhibitors are alcoholic compounds (e.g., MeOH,
ethanol, ethylene glycol, etc.).711,893,894 As will be explained in
the next chapter of this review, it has been widely believed that
THI’s inhibit gas hydrate formation by suppressing the
water activity. Alcohols are highly polar species which potently
interact with water molecules through hydrogen bonding. This
potent binding affinity results in enhanced racing with the
hydrate creator for interaction with water which leads to
lessened water availability for the gas hydrate formation.895
The efficiency of an alcoholic functional material relies on
its susceptibility to binding water.893 For instance, although
ethanol and ethylene glycol have similar molar volumes,
ethylene glycol with two hydroxyl functional groups accessible
for hydrogen bonding has more effectual hydrate inhibition
performance compared to ethanol with only one hydroxyl
group.893 However, some of the alcohols might exhibit different
behaviour and act as gas hydrate promoters when they are
utilised at low dosage, where some tests have observed a
boosted methane hydrate formation in solutions with lower
alcohol contents.895–897 Amtawong et al.898 conducted a quan-
titative investigation into the rate of propane clathrate hydrate
formation with varying MeOH contents in the aqueous phase.
They realised that low dosages of MeOH could undeniably
catalyse the hydrate formation reaction which highlights the
potential suitability of small amounts of MeOH for enhancing gas
storage onto the gas hydrate cages. The principle mechanisms
behind the facilitated hydrate formation in the low alcoholic
concentration solutions might be elucidated by the hydrophobic
effect hypothesis as explained in the previous section.
3.5. Growth acceleration
Many researchers have employed non-surfactant-based methodo-
logies to accelerate gas hydrate formation including sand
packs, nanoparticles, hydrogels, and porous compounds such
as activated carbon and porous nano-silica to enlarge the solid–
liquid interface.899–906 Nano-metal particles have been utilised
to boost gas hydrate formation, which include nano-Cu,907
synthesized silver nanoparticles,908,909 spherical nano-copper
oxide,853,910 nano-Al2O3,
911 and nano-ZnO,911,912 plus the use of
advanced nanofluids consisting of carbon nanotubes913–916 to
improve heat and mass transfer phenomena throughout the
gas hydrate formation process.917 In the subsections below, we
detail the effect of different techniques for facilitating the
formation of gas hydrates and their corresponding kinetics.
3.5.1. Physical. Different techniques have been utilised to
boost gas hydration formation phenomenon including fine
spraying of water jet in gas atmosphere,918 vibratory and various
physical fields such as electromagnetic waves,919,920 acoustic
wave fields,692,921–923 electric fields,924,925 etc. Chernov et al.926
proposed a new shock-wave technique for hydrate formation.
They illustrated that the dominant driving process is gas bubbles
segmentation in the shock wave which causes enhancement of
heat and mass transfer processes and hydrate formation rates to
increase accordingly. The hydrate formation phenomenon due
to an applied temperate shock wave in the bubbles containing
aqueous phase was examined and its kinetic model was
developed when the heat influences are negligible.927,928 Based
on the bubbly liquid model distinguished with heeding to
potential hydrate formation process, the dynamics of plain
one-dimensional shock waves in such bubbly water medium was
demonstrated.929 The test design for heeding to the gas bubbles
segmentation in the wave was proposed. Shock wave transmuta-
tion in water with carbon dioxide bubbles and its effects on
bubble fragmentation, dissolution and hydrate formation
were thoroughly investigated by conducting tests under various
primary static pressures and moderate temperatures.930–932 It
was demonstrated that an increment in primary static pressure
in the system suppresses respective wave amplitude which would
result in gas bubble fragmentation. On the other hand, the
generation of nanobubbles,933 which can be promulgated by
both hydrophilic and hydrophobic surfaces in various gas
hydrate systems can accelerate the nucleation and growth of
gas hydrates in the heterogeneous environment, which is more
hydrate friendly when compared to the homogenous one.
A theoretical model of incorporated hydrate dissolution and
formation when applying the shock wave along with diffusion
in gas bubbles containing aqueous phase and consideration of
heat influences throughout the process, was developed.932
Integrated carbon dioxide hydrate formation and dissociation
owing to the presence of the shock wave front in carbon
dioxide + nitrogen mixture bubbles containing water in presence
of a surfactant at various preliminary static pressures and
moderate was illustrated experimentally and theoretically by
Chernov and Dontsov.934 They have developed a theoretical
model of the studied multi-component gas mixture system taking
into consideration heat influences, which is not considered in
the generalised model.932 They have observed that gas bubbles
fragment into the tinier inclusions in the wave front which
results in facilitation of hydrate formation owing to the incre-
ment increase of the water–gas interface area in addition to the
movement of gas bubbles with a higher velocity in respect to
the aqueous phase which leads to strengthening the heat and
mass transfer phenomenon. It can be implied that the hydrate
formation happens due to the hydrate film sorption progression
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on the surface of small gas inclusions, and the acceleration of
this phenomenon is attained by utilising the kinetic parameters
in addition to the consideration of heat and mass transfer
processes at the aqueous–gas phase interface, which are
significant. The usual time of the gas hydration process in
the presence of the shock wave is multiple orders lower
when compared to the duration of hydrate formation process
using the existing methods of hydration. Higher shock wave
amplitudes cause higher rates of gas hydrate formation and
dissociation, and the presence of surfactants seem to have no
notable influence on the hydration and dissociation phenomena
in a system facing shock waves.934 While applying the physical
fields has a promoting influence on gas hydrate formation and
decomposition, it is typically assumed that physical fields
demonstrate their positive effects within a particular span of
frequency, and they have no influence on the kinetics of hydrate
formation beyond that domain.
3.5.2. Mechanical. In addition to the physical methods
discussed above, various additional methodologies have been
employed to facilitate hydrate formation kinetics for gas
storage purposes692 including the addition of surface-active
compounds in pure water935,936 and utilising the sand filled fixed
bed column.937 It has been shown that continuous stirring in an
isochoric cell can lead to suppression of mass and heat transfer
resistances, which results in a more homogenous systemwhich is
desired for hydrate nucleation and formation.938,939 Furthermore,
the increase of aqueous phase–gas interfacial surface area owing
to the stirring process692 can cause an increase in the rate of
hydrate formation. Generally, any parameter which can enhance
the water–gas interface region such as stirring rate, might
significantly increase the rate of hydrate formation.940 Some
researchers identified that increased stirring speeds lead to more
hydrate presence within the system, through decreasing the
metastable crystal formation time941 and buffering bulk phase
temperature and composition variations through heat and mass
transfer improvement.942 Turner et al.938 recognised an increase
in the rate of hydrate formation due to raising the impeller speed
during a range of tests, with an upper threshold limit identified
above which there was no effect on the kinetics of hydrates
formation and some potential counter influences943 could be
seen within the system. It has been illustrated that all hydrate
formation tests thoroughly rely on the studied system
characteristics.940 Catastrophic hydrate growth (CHG) and
deployment of hydrate crystals have been observed in different
research studies865,944,945 and there is an interval after preli-
minary hydrate formation or induction time,945 in which rapid
hydrate formation happens within the system. Some other
researchers have claimed that CHG is an interval when an
involuntary hydrate formation occurs,939 and when it begins a
pointed pressure decline could be perceived within the system
and this results in the formation of large hydrate clusters.
Through determination of the optimum stirring speed and
CHG interval recognition, the most appropriate operating con-
ditions for the hydrates production plants could be identified.
By employing a high-pressure autoclave cell (HPC) containing a
mixture of gas and deionized water, Qureshi et al.946 deter-
mined that the CHG in the studied system happened during the
first hour after the hydrate induction time and this first hour
was denoted as the interval of CHG. The optimised stirring
speed and the test facility dimensions were utilised for the
system up-scaling up required for the reliable evaluation of the
worthiness of hydrate cages for gas storage and transportation.
The spraying and gas bubbling are other conventional mechan-
ical techniques for increasing the rate of gas hydrate formation.
The spraying technique947,948 atomises water or a solution into a
gas-filled reaction vessel through a nozzle and notably increases
the aqueous–vapour phase interfacial area which leads to an
increase in the hydrate formation kinetics. Fig. 13 a shows the
schematic diagram of this phenomenon.
The bubbling technique949 where gas is injected at high
pressure into the aqueous phase via a distributor at the under-
neath of the reactor results in movement of the gas bubbles
in the aqueous phase due to the buoyancy forces, increasing
the vapour–aqueous phase disturbance and kinetics of
Fig. 13 (a) Formation of gas hydrate using the spraying technique (b) schematic diagram of hydrate formation as gas bubbles rise through the
continuous aqueous phase.
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hydrate formation at the periphery of the bubbles accordingly
(see Fig. 13b).
3.5.3. Dry water. Dry water (DW), a type of vast dispersible
functional compound, is prepared by nanoscale hydrophobic
species (e.g. silica particles) enfolded in water and has an
enormous liquid storage capacity and flowability.950,951 DW
material as a water in-air inverse foam creates a stable free-
flowing powder which could be easily controlled at ambient
conditions and hamper water droplet coagulation950 owing to
presence of the hydrophobic modified silica coating at the
aqueous–vapour phase interface. Since DW moieties have a
greater surface-to-volume ratio compared to bulk water, the tiny
dispersed water droplets result in significantly raised clathration
rate in the vapour phase which in turn leads to an increase in
methane hydrate formation kinetics compared to the bulk aqueous
phase.936,952 Although the application of DW for improving methodo-
logies for gas mixtures separation purposes has not yet been fully
understood, it has been realised that the DW can augment the
natural gas hydrates capability for gas storage inclusion935 in a static
system. Thus, DW can be employed as the bearer for gas separation
in lieu of the conventional liquid medium in order to enhance the
heat transfer phenomenon and thermal stability throughout the gas
hydrate separation process. The influences of DW on gas hydrate
separation and methane recovery kinetics have been investigated by
Zhang et al.953 by utilising chromatography data, it was observed
under a range of stirring conditions, the augmentation of DW and
THF/SDS solutions can improve the separation yields of gas
hydrates compared to that of the pure aqueous phase system. It
was concluded that the methane content after purification using
DW was larger compared to its average content after purification in
two other systems with stirring and in presence of THF + SDS
solutions.953 Additionally, the preparation methodology is much
easier and scalable compared to the grinding and size-selective
sifting of ice specks.954 It was also determined that the inclusion
of a hydrocolloid gelling agent drastically improves the system
recyclability,953 and this ‘‘dry gel’’ method could be employed in
other disciplines where the effectual contiguity of gas species
and aqueous phase would be needed.
4. Chemistry in flow assurance
The challenging hydrate nucleation and growth phenomena
can occur at high pressure and low temperature conditions895
as a result of unpremeditated shut-ins,955 poor performance of
chemicals injection pumps,956 and incremental increase of
aqueous phase in the stream,957 which could result in occluded
pipes and halted flow. Gas hydrate associated flow assurance
challenges can occur not only in hydrocarbon pipeline systems
but also within CO2 and hydrogen transportation pipelines
where trace amounts of water impurities could exist in the
stream. Flow assurance problems need to be addressed using a
wide range of adequate methodologies, otherwise they could
also negatively affect the determination of quantities of valu-
able cargo fluids in custody transfer and allocation systems. In
the last two decades, gas hydrate associated flow assurance
research studies have been undertaken directed towards iden-
tifying optimised mitigation strategies to attain more appro-
priate management of gas hydrate blockages which can happen
in pipeline systems. This section aims to summarise the
current state of the art progress of the understanding of gas
hydrate associated flow assurance challenges in the oil & gas,
and carbon capture & storage (CCS) sectors and to provide an
assessment of the current designs of gas hydrate inhibitors for
remediation purposes. It also challenges the gas hydrate com-
munity to develop new experimental facilities, methodologies
and mathematical models for improving the early diagnosis
and treatment of complex gas hydrate induced pipeline block-
age in a cost effective and influential manner. Some review
articles127,955,958–960 on gas hydrate associated flow assurance
challenges and induced hydrate risks demonstrate different
aspects of this important issue in the oil & gas industry. Fig. 14
shows that in harsh conditions, hydrate growth could lead to
thorough transportation pipeline blockage through a mainly
three-step process after the water in hydrocarbon emulsifica-
tion phenomenon: (i) hydrate nucleation; (ii) hydrate-crystal
growth and agglomeration; (iii) hydrate-plug formation from
aggregates and blocking the flow line.
4.1. Inhibition methods
Differentmitigation and remediation strategies are utilised to handle
hydrate blockage within pipes such as depressurization,616,961
chemical,962 mechanical,963 and thermal961,964 methodologies.
Owing to the risks associated with some of the aforementioned
methods such as hydrate plug movements,965 intensive research
efforts have focused on potential applications of three types of
chemistries (see Fig. 15) namely thermodynamic966–968 and
Fig. 14 (a) Schematic model of multiphase flow in pipeline, where hydrate crystal aggregates could flow in gaseous, oleic, and aqueous phases, and/or
could deposit onto the pipe solid surface; (b) schematic diagram of the drivers of hydrate crystals formation and aggregation in hydrocarbon
transportation pipelines and three-step process of (i) hydrate nucleation, (ii) crystal growth, and (iii) blockage.
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kinetic hydrate inhibitors, THIs and KHIs respectively, and
anti-agglomerates (AAs) to manage these risks. This section is
structured in three subsections in which the detailed discussion of
each class of hydrate inhibitors and their respective inhibition
drivers have been addressed. Various reviews660,957,969–971 regarding
the fundamentals of chemical inhibition, interfacial and
physiochemical phenomena of gas hydrates for hydrate risk
management cover most of the significant research works on
chemical injection scenarios. In the following subsections, we
present the most recent findings out of research studies on
chemical-hydrate inhibition.
4.1.1. Thermodynamic hydrate inhibitors (THIs). It is widely
known that the dissociation temperature of gas hydrates can be
changed through the chemical potential deduction of water
molecules in the aqueous phase972 by utilising chemistries
named thermodynamic hydrate inhibitors (THIs) which include
glycols (e.g.mono-ethylene glycol (MEG)), alcohols (e.g.MeOH),895,973
and salts (e.g. NaCl, KCl, etc.).974–977 Typically, the solid dissociation
rate is prevailed by the discrepancy in the free energy among
the initial and final states.978 THIs suppress the free energy of
the final state; however, it is not fully established if they also
suppress the intermediate state free energy. If the intermediate
state free energy were to be destabilised by a THI, the dissocia-
tion rate would be lowered in addition to the THI reducing
the dissociation temperature.684 The configuration of a super-
saturated solution with gas species can happen by dissociation
of the hydrates from which nano-bubbles are created. Hence,
the quickly formed nano-bubbles can absorb dissolved gas
moieties from the surrounding liquid, which results in incre-
mental changes in hydrate dissociation rate. The influence of
THIs dissolved in the surrounding liquid on hydrate dissocia-
tion phenomenon was investigated.972,979 Yagasaki et al.972,979
noted that THIs including sodium chloride (NaCl) and MeOH
assist the creation of nano-bubbles, facilitating further hydrate
dissociation. Sujith and Ramachandran980 conducted a quanti-
tative illustration of the influence of THIs concentration on the
formation and stability of the nano-bubbles. Their simulation
results observed that an increment in the concentration of THIs
lowers the CH4 molecule exchange amongst the bubble and the
surrounding aqueous phase that reduces the dynamic of the
nano-bubbles and boosts the creation of methane bubbles from
the hydrate melt. They also showed that owing to the reposition
of CO2 molecules at the bubble–liquid interface, the nano-
bubble nucleation process is enhanced. Kim et al.981 studied
the effect of THIs including MeOH, MEG, and NaCl on the
morphology of methane hydrate crystals. Their experimental
results showed that due to the fomentation influence of NaCl in
mixtures containing MeOH, higher hydrate crystal growth was
observed in both bulk solution and along the wall of the test cell
compared to the MeOH only solution at the same sub-cooling
condition. Additionally, they elucidated that the injection of
MEG in NaCl solution resulted in a synergistic inhibition
influence in additional hydrate growth by suppressing both
upward and downward orientations along the gas–liquid inter-
face. Generally, various mixtures of chloride salts of alkali
and alkaline-earth metals with organic THIs982–1004 results in
synergistic influences of thermodynamic inhibitors through
variety kinds of molecular interactions in those solution, i.e. a
greater change to the equilibrium curve has been noted in
THI mixtures with chloride salts when compared to the sole
THI mixture. Aqueous mixtures of zwitterion amino acids
containing amino and carboxylic functional groups1005 have
recently received attention as superior thermodynamic hydrate
inhibitors for CH4,
1006–1008 CO2,
1009–1011 and natural gas1012
Fig. 15 Schematic examples of various types of gas hydrate inhibitors: THIs, KHIs, and AAs, and corresponding molecular interactions with clathrate
hydrates.
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hydrates owing to their capability to potently interact with
water molecules1013 through H-bonding, as well as their non-
toxic and environmentally friendly characteristics. When con-
sidering the environmental and economic aspects of THI’s, the
use of vast amounts of THIs along with the additional facilities
required to handle undesired gas hydrate formations, the
utilisation of THIs, particularly in the offshore environment
becoming cumbersome.21,1014
4.1.2. Kinetic hydrate inhibitors (KHIs). As discussed in
the previous subsection, THIs are most effective when using
abundant amount, which results in high usage expenses and
increased environmental risks. Therefore, as an alternative
solution, two kinds of low dosage hydrate inhibitors (LDHIs),
kinetic hydrate inhibitors (KHIs) and anti-agglomerants
(AAs)1015,1016 are injected to prevent and control gas hydrate
formation in the pipeline networks.1017,1018 The KHIs are
typically low molecular weight water-soluble polymers containing
hydrophilic amide and hydrophobic functional groups which
bind to the clathrate hydrate and liquid water interface971,1016
and cause a delay in hydrate formation.1019,1020 The prevalent KHI
structures are poly(vinylpyrrolidone) (PVP)954,1021–1023 and poly-
vinylcaprolactam (PVCap)773,954,1024–1029 which can be adsorbed
onto the hydrate surface, following a Langmuir isotherm and the
BET-type,1030 through H-bonding between amide groups oxygen
atoms and water molecules1016,1031,1032 and retard hydrate crystal
nucleation and growth. Various effectual KHI polymers with
amide functional groups are based on N-alkyl-N-vinyl amides
and N-alkyl-substituted acrylamides including poly(N-iso-
propylacrylamide),1033 poly(N-isoproylmethacrylamide),1034–1036
poly(acryloyl-pyrrolidine),1037,1038 and N-methyl-N-vinylacetamide
(VIMA) copolymers.1039 Bertolazzo et al.1040 and Yagasaki et al.1031
realised that the KHI (e.g. PVCap) binding to the hydrate–water
interface is not occurring because of amide H-bonds, instead it is
dominated by the entropic affinity among the clathrate hydrate
surface cavities and the KHI hydrophobic moieties (e.g. alkyl
chains) due to larger hydrate surface cavities compared to those
in the bulk liquid aqueous phase.856,1041 Anderson et al.772 deter-
mined the binding free energies of various KHIs on hydrate
surfaces in the aqueous phase and the resulted order of the
attained binding free energies concurred with that of the KHIs
effectiveness. The monomers of KHIs demonstrate limited
inhibition influence and the efficiency of KHIs increases
significantly with increasing polymer size, due to stronger
steric repulsion, which suppresses gently at constant concen-
trations of inhibitor.1042–1044 It has been noted that mixtures of
high and low molecular weight KHI polymers are more effective
compared to the inhibitor with a unimodal molecular weight
distribution,971,1045 thus, low/high molecular weight PVCap
mixtures are commercially utilised. Recently, the inhibition
efficiency of a newly synthesised hydroxy-terminated PVCap
(PVCap-OH)1046 was investigated, and it demonstrated a better
performance as a KHI compared to a common PVCap owing to
the attachment of a hydroxyl group to the end of PVCap back-
bone chain. Commercial KHIs show lower critical mixture
temperatures or a cloud point that is sometimes low but not
much lower than the hydrate formation temperature at
equilibrium condition. Several research studies noted that a
low cloud point is a critical parameter, but not the most crucial
one, which needs to be assumed in particular types of polymers
with low molecular weights, pendant hydrophobic functional
groups of an optimum size near to the polymer backbone, and
authentic hydrophilic groups, that all lead to attaining appro-
priate hydrate formation inhibition yields.1033,1047–1051 Along
with water-soluble polymers, recently several research studies
have been conducted to evaluate ionic liquids (ILs)1052 as
kinetic hydrate inhibitors. Different ILs chemistries belonging
to the imidazolium, pyrrolidinium, and morpholinium families
at various concentrations have been utilised to investigate their
effects on the formation kinetics of methane1053–1056 and
CO2
1057–1059 hydrates. ILs are also known as dual functional gas
hydrate inhibitors,1054 and at higher concentrations of ILs in the
aqueous phase, more significant shifts of the equilibrium condi-
tions toward lesser temperatures have been observed which lead
them to be effectual thermodynamic inhibitors.1060,1061 Shorter
alkyl chain of the ILs cations as well as the existence of adequate
H-bond-forming surface active functional groups (e.g., OH, NH2,
NHCO, SO3H) in an IL molecular structure could increase its gas
hydrate formation inhibition efficiency. However, additional
investigations would be required to realise the influences of
varieties of ILs cations and anions on the rate of hydrate crystals
formation and growth. Due to the high-expense and inadequate
biodegradability of some commercial KHIs such as PVCap,
different researchers have been conducting research on the
development of green inhibitors like pyroglutamate polyester,
Antifreeze proteins (AFPs)967,1062 and some natural polymers
including tapioca starch1063–1066 (mixture of amylopectin and a
linear polymer amylase), dextran1067,1068 (polymer of anhydro-
glucose) chitosan1069–1071 (a polysaccharide composed of N-acetyl-
D-glucosamine and type b-(1-4)-linked D-glucosamine). Fig. 16
shows illustrative structures of some KHIs including some widely
used polymers, ionic liquids, and green inhibitors.
The AFPs biomolecules or ice structuring proteins, which
are found in specific cold-adapted organisms,1072 could bind to
germinal hydrate crystals and inhibit their growth within a
given temperature range. Xu et al.1073 found that pectin, which
contains linear regions of 1,4-linked-a-D-galacturonosyl units
and methyl esters with hydroxyl functional groups, could form
H-bonds with water molecules and rupture water structures,
hence, significantly lessen the hydrate crystal growth rate and
hinder hydrate formation. In addition to aforementioned bio-
chemistries of KHIs, the hydrophilic waterborne polyurea/
urethanes (WPUUs)1074–1076 with hydroxyl functional groups have
recently gained interest from researchers as one of the greenest
inhibitors owing to their eco-friendly/non-toxic nature.1077–1079
Different researchers have investigated the compatibility of KHIs
with other flow assurance chemicals such as corrosion inhibitors
to measure potential suppressed KHIs efficiency. Recent
studies1080,1081 suggest newly designed KHIs for simultaneous
inhibition of gas-hydrate formation and steel pipelines’ corrosion.
4.1.3. Anti-agglomerants (AAs).Generally, gas-hydrate agglo-
meration is a three-step phenomenon of hydrate nucleation,
hydrate crystal growth, and association of hydrate agglomerates,1082
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which results in the formation of larger aggregates which can
result in pipeline blockages.958 In order to manage this unde-
sirable process, the molecular interactions between hydrate
aggregates and water molecules, which play a critical role in
the agglomeration phenomenon,1083,1084 need to be disrupted.
Indeed, the gas saturated water droplets facilitate clathrate
growth through their attachment to the crystals which leads
to further crystallisation of water droplets754 and the subse-
quent formation of larger aggregates. Anti-agglomerants (AAs),
as a category of low dosage hydrate inhibitors (LDHIs), are
typically amphiphilic surface-active compounds with intricate
hydrophobic tails and hydrophilic headgroups1085 which
adsorb onto the gas hydrate aggregates surface1086,1087 at the
aqueous–oleic phase and/or hydrate–oil interfaces1088 to main-
tain fluid flow in the hydrocarbon transportation pipeline
systems1089 operating at extreme subcooling environments
where the KHIs cannot perform efficaciously.1087 AAs can
disperse the small hydrate aggregates in the oleic phase that
can create a stabilised slurry flow through the pipelines.1090,1091
A widely utilised type of AAs contains quaternary ammonium
surfactants1092 which are usually bonded to n-butyl or n-pentyl
functional groups along with long alkyl chains and form a well-
structured AA hindrance thin layer at the clathrate–oleic phase
interface.1085 It has been illustrated that the AA thin film could
hinder further hydrate aggregation and crystal growth processes
through the formation of an obstacle for methane transfer to the
hydrate surface.694,1085 The creation of a thin interfacial layer of
AAs at the clathrate–oleic phase interface could be crucial for
minimising the agglomeration of hydrate aggregates1087,1093
which consist of a combination of surfactants and alkanes from
the oleic phase, as interfacial tests depict that linear alkanes
would incorporate with the surface active species to create an
ordered interfacial monolayer at the aqueous–oleic phase and/or
the hydrate–oil interfaces.1094,1095 Due to adequate adsorption of
AAs onto the gas hydrate aggregates surface through head
binding, tail binding, and head & tail binding, the contact angle
of the hydrate surface would be incremented resulting in the
wettability transition from water wet to oil wet,1082,1084 reducing
adhesion force between hydrate aggregates,1096 and prevention
of agglomeration phenomenon accordingly. Sometimes Sorbitan
type surfactants, such as Span20 to Span80,1086 are employed as
AAs to inhibit hydrate particle agglomeration instead of ionic
chemicals.1097 It has been shown that AAs can augment the
inhibition efficiency of alcoholic thermodynamic inhibitors
including MeOH,1098 and in presence of salts in the aqueous
phase.1099 Different research studies reported that the inhibition
yield of ionic AAs are increased due to the salinity increment of
the aqueous phase1100,1101 which leads to higher stability of
the emulsion,1102 separating of the AA moieties away from the
aqueous phase,1014 and hindering of hydrate aggregates agglom-
eration processes. Recently, Mehrabian et al.1103 developed
a fundamental understanding of the influence of salt on
quaternary ammonium cationic AA adsorption phenomenon
onto the sII methane–propane hydrate surface in aqueous environ-
ment providing insights into the hydrate–salt and AA–salt mole-
cular interactions on an energetic level. Their molecular dynamic
simulation results noted that the AA molecule first adsorbs onto
the hydrate surface through interactions with either its head or tail
(Fig. 17a and b) and then, the other section of the molecule
interacts as the second step, forming the head and tail binding
configuration at the same time (Fig. 17c).
The salt-content augmentation in the aqueous phase can
facilitate these interactions through AA solubility reduction in
the aqueous phase and strong interactions of AA cationic head
Fig. 16 (a) Molecular structure of poly(N-isopropylmethacrylamide); typical poly(N-vinyllactam) polymers with incrementing lactam ring sizes: (b) PVP
(five-ring); (c) PVCap (seven-ring); some fundamental structures of ionic liquids (ILs) utilised as kinetic hydrate inhibitors in the literature. Cations: (d)
tetraalkylammonium [Nn1,n2,n3,n4]; anions: (e) bis(fluorosulfonyl)imide [f2N]; (f) triflate [OTf]; the chemical structures of green inhibitors: (g) chitosan;
(h) tapioca starch; and (i) dextran.
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groups with chloride anions at the interface which result in an
AA efficiency increase. In some cases, AAs boost the formation
of gas hydrates1104 which can catalyse hydrate growth which
facilitates novel applications in areas such as the storage of
natural gas7,1105,1106 and the desalination of water1107,1108
amongst others.1109,1110 Further research studies would be
required through affiliating molecular level data using micro-
mechanical force measurements, new molecular dynamic
simulations665,745,747,1111–1114 and macroscopic experiments
including rocking cell to lead to the establishment of an
appropriate synergism between modelling and tests results at
all relative length and timescales that is required to handle
the gas hydrate associated flow assurance challenges within
the pipelines.
Moreover, some experimental studies using sum frequency
generation or other spectroscopic techniques would also be
needed to probe the molecular structure of AAs at different
interfaces to build a fundamental understanding on how a
variety of AAs perform in different systems. Such experimental
data could assist scientists to realise whether the attained data
from numerous simulation investigations are reliable or not in
addition to determining potential applications of the studied
systems in CO2 hydrate-based CCS processes (see to Section
6.1.2.2).
4.2. Experimental test methods
Over the past decade, researchers have spent an enormous deal
of effort on the development and application of various experi-
mental facilities which have created new trajectories for hydrate
mitigation and control in intricate pipeline systems.
Different flow loops with a variety of dimensions and
operating conditions have been widely utilised to investigate
the character of hydrate/ice plugging, deposition mechanisms
and induced flow patterns under a series of flow rates and
water cuts1115–1117 for water dissolved in a liquid condensate
system1118 and multiphase systems (e.g. natural gas + diesel
oil + water1116) with/out inhibitors,1119 w/o emulsion systems.1120
A high-pressure visual cell1121 and stainless-steel hydrate equili-
brium cell1122,1123 were utilised to determine the kinetics of
hydrate formation and methane hydrate film growth within a
cold tube. Douı¨eb et al.1124 illustrated the hydrate induction time
using a stress/strain-controlled rheometer. They performed the
tests at various flow shear rates and realised that higher shear
rates could result in shorter hydrate formation induction times
probably owing to the greater mixing severity.
A newly designed 1.5 m long cylindrical windowed experi-
mental rig965 was also employed to visually investigate the
efficiency of some thermodynamic hydrate inhibitors1125 and
combinations of them, with different densities at removing
hydrate blockage in vertical pipes. Although the accuracy
and quantitative ranking capability of an automated lag-time
apparatus (ALTA)667,699 has been validated for hydrate nuclea-
tion and KHI chemical development, rocking cells1126 have
been widely utilised for the development and validation of
KHIs as well. The high-pressure differential scanning calori-
metry (DSC)1053,1102,1127 is another experimental facility which
has been employed to investigate the effects of AAs, KHIs and
NaCl salt and their mixtures on water-in-oil emulsions and gas
hydrate formation characteristics. In the last decade, various
state of the art analytical techniques have been utilised to
identify gas hydrate structures and respective noncovalent inter-
actions at aqueous–vapour phase interface. Raman spectroscopy
and synchrotron powder X-ray diffraction (PXRD)1012 have been
used for the characterisation of methane and natural gas hydrate
crystal structures and corresponding hydrate cage occupation
characteristics. In order to optimise gas hydrate inhibitor injec-
tion rate, numerous different analytical techniques have been
used to determine the concentration of THIs, KHIs, and salt in
the aqueous phase. Some experiments were conducted with an
acoustic multisensory for determination of the MeOH and
ethanol concentration in aqueous solutions without the
presence of salts. A combination of near-infrared (NIR) and
chemometric methods were applied to measure alcohol
contents in gasoline1128,1129 and ppm level concentration of
dissolved chloride salts of a variety of alkali and earth alkaline
cations in water.1130 Additionally, tests using an ultraviolet
Fig. 17 Snapshots of molecular-dynamics simulation of AA molecule
adsorption phenomenon onto the gas hydrate surface for three different
kinds of molecular interactions with surface active species at the interface:
(a) solely the long hydrocarbon tail of the AA molecule interacts with the
hydrate surface, (b) solely the ionic head of the AA molecule has binding
affinity to the hydrate surface, and (c) the AA molecule interacts with
hydrate surface through simultaneously head and tail bindings to the
surface (adapted with permission from Mehrabian et al.1103 Copyright
2018 American Chemical Society).
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(UV)-visible spectrometer was performed to monitor the concen-
tration of PVCAp1131 and different types of polymers1132 in water.
Recently, Haghi et al.1133 developed a novel methodology by
combining the UV and NIR spectra associated with the partial
least-squares (PLS) method to estimate the concentration
of MEG, MeOH, and PVCap with/out presence of NaCl in
water samples mainly for inhibitor injection rate optimisation
purposes. A sealed pipe on a rocking surface called a rock-flow
cell1134 is a newly developed testing flow assurance tool to
understand the formation and deposition of solids particles
including gas hydrates under suitable field conditions including
transient conditions, appropriate shear stress and involved flow
regimes. Additionally, a new unidirectional growth technique1021
has been employed to understand the interfacial phenomenon
of tetrahydrofuran (THF) clathrate hydrate crystal growth from
PVP containing an aqueous phase to study the influence of KHIs
on hydrate crystal growth inhibition. For more rapid and accu-
rate evaluation of KHIs, a new crystal-growth inhibition (CGI)
based technique1135,1136 has been developed with principles
similar to the semi-industrial hydrate flow loop. Fig. 18 depicts
the experimental CGI regions identified for 0.5 wt% PVCap with
methane in both the autoclave setup and the rocking cell which
exhibit that all the determined CGI regions are identical in both
experimental facilities with minimal discrepancy within the
0.5 1C experimental error.
Generally, it is well understood that gas hydrates are formed
either in the bulk aqueous phase or the interspersed liquid
phase. Most of the techniques which have been employed to
form gas hydrates in the interspersed aqueous phase in which
the vapour–aqueous phase interface area and mass transfer
between phases are increased accordingly.
Numerous research studies on the effects of nanoparticles
on gas hydrate formation have been conducted in an agitated
vessel902,915 instead of a packed bed849 in the attendance of
different chemical compounds including hydrogels,1137 porous
polymers,1138 and foams.1044 The utilisation of nanoparticles in
solution has a positive influence on the enhancement of hydrate
formation kinetics. Through the same drivers of surfactants’
effectiveness, the affirmative influence of nanoparticles can be
lessened as their concentration increases, which is occurred due
to the extreme heat generation and a raise in the viscosity of the
mixture.899 Detailed discussion in this regard are presented in
the growth acceleration section (Section 3.5).
4.3. Advancement
4.3.1. Early warning andmonitoring techniques. Costly gas
hydrate build-up induced pipeline blockage can occur due to
accumulative hydrate formation which are not identified and
treated during the initial stages of formation. The past decade
has witnessed new technologies for providing the required
information for the field operators to understand how close
the gas hydrate system is thermodynamically to hydrate for-
mation conditions and detect early signs of hydrate creation,
termed gas hydrate early warning and monitoring systems. It is
well known that owing to the formation of structure I (sI) and
structure II (sII) hydrates and the corresponding gas trapping
in the hydrate cages, concentrations of gaseous species
(e.g. CH4 for sI and C3 & iC4 for sII) in the hydrocarbon phase
are suppressed. Thus, an experimental technique has been
developed to identify early signs of hydrate crystals formation
through the determination of gas composition in the pipelines
or separators and/or gas content measurement released from the
first stage water degasser.1139 Furthermore, this methodology
can be utilised for the systems where less than 5 barrels/mmscf
water could be transformed into gas hydrates with the further
assumption of the presence of hydrate crystals transfer due to
gas phase quick motion. Yang et al.1140 designed and developed
a robust, reliable and fast technique for measuring the concen-
tration of salts, thermodynamic and kinetic hydrate inhibitors in
the aqueous phase based on integrated electrical conductivity
and acoustic velocity data acquisition which fed into an Artificial
Neural Network (ANN) system for prediction of aqueous phase
chemical composition that leads to determination of hydro-
carbon fluid composition and hydrate stability zone recogni-
tion accordingly. When there is no access to aqueous phase,
Tohidi et al.1139 proposed another methodology for the deter-
mination of hydrate stability zone and hydrate safety margin
based on water content measurement in the gas phase, which is
related to the water activity in the system. Additionally, Tohidi
et al.1141 proposed some techniques as hydrate monitoring and
warning systems, which are based on freezing point and
dielectric properties measurements. They employed a freezing
point decrease of the aqueous phase to estimate the hydrate
reduction temperatures of reservoir fluids in the presence of
salts and inhibitors using a simple equation. It has been shown
that dielectric properties at microwave frequencies1141 could
be utilised as a downstream analysis for identifying the pre-
liminary hydrate formation stage and/or recognition of hydrate
particles in the water structure transition owing to hydrate
crystals constitution.
Fig. 18 Experimentally identified crystal growth inhibition (CGI) regions
for 0.5 wt% PVCap in aqueous phase + methane; SDR: slow dissociation
region, CIR: complete inhibition region, SGR(S), slow growth region (slow),
SGR(M), slow growth region (medium), and RGR: rapid growth region. CGI
cooling and heating tests for 0.5 wt% PVCap in aqueous phase + methane
in the rocking cell and standard autoclave setups (adapted with permission
from Mozaffar et al.,1135 Copyright 2016 American Chemical Society).
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Focused beam reflectance measurements (FBRM)1142 are
often utilised to investigate the dispersed hydrate particle size.
The FBRM probe determines both the number and size of
chord lengths at a specific location in space, which result in
the creation of a chord length distribution (CLD). The FBRM
experiments have been successfully conducted for emulsions
characterisation and droplet size distributions in oil,1143,1144
illustration of hydrate nucleation and growth behaviour,1145
evaluation of anti-agglomerate additives performance1146,1147 and
estimation of hydrate formation and dissociation rate in gas–water
solutions.1148 Moreover, the FBRM experimental data has been
combined with resistance-to-flow determinations1142 to unravel
the connection between hydrate particle distribution and bed
formation and determine the onset of hydrate bed formation.
4.3.2. Regeneration of MEG. As discussed in Section 4.1.1,
there are some water-soluble thermodynamic hydrate inhibitors,
including MeOH and MEG, which suppress the water activity,
and correspondingly alter the hydrate phase boundary to higher
pressure and/or lower temperature conditions. However, due to
their required high dosage rates they could cause significant
increases in CAPEX and OPEX, particularly at high water
cut streams, in addition to the inevitable logistical and environ-
mental issues. MEG is preferable when compared to other THIs
due to its chemical stability and better efficiency, higher regen-
eration yield, reduced environmental impact, and lower solubi-
lity in the final gas phase.1149 However, a vast amount of MEG is
required in order to reach an influential hydrate mitigation
strategy and even with a lower environmental impact than other
THIs a discharge of MEG into the environment would have an
impact, in addition to the financial cost of continuously refilling
the MEG supply. The prevalent methodology is to recycle
consumed MEG. Regeneration and reclamation are two main
processes of MEG recycling. The high MEG content mixture,
which could have undesirable impurities including oilfield
chemicals (e.g. scale and/or corrosion inhibitors) and produced
water, is re-concentrated through separating the produced water
from the solution using distillation units that is called regenera-
tion process. Then the regenerated MEG is then injected into the
reclamation unit, where the solution is thermally exposed under
vacuum conditions to the vaporisation temperature of MEG.
This enables the MEG and water recovery through removing
impurities as redundant yield.1150 Regeneration of MEG is an
inexpensive methodology, and its design and processes have
been the subject of various research studies. The inhibition
effectiveness of MEG after passing numerous regeneration/
reclamation cycles has also been studied in the literature which
allow users to take the required steps to ensure the lowest loss by
appropriately identifying the optimum MEG injection rates.
Khalid Alef et al.1151 recognised a hydrate phase boundary shift
due to presence of MEG which resulted in an incitement to
hydrate formation as the MEG regeneration cycles continued.
A newmethodology based on gas hydrate crystal growth monitoring
has been developed to address the challenges associated with
produced water reinjection and MEG regeneration1136 in presence
of KHI in the aqueous phase which could precipitate out of the
solution and deposit onto the solid surfaces.
4.3.3. Recycle of polymers. As explained in previous
section, THIs when used in large quantities can be recovered
and reused due to well established recovery processes, while
low quantities of KHIs can be simply evacuated. However, the
methods of KHI recovery are less efficient and could lead to
produced water fouling. In order to suppress the pollution
caused by KHI discharge, it became critical to separate KHI
polymers from produced water prior to the usual methods of
disposal. The primary active moieties in KHI formulations are
the polymers, which are the most prohibitive components in
KHIs. Thus, various field recycling techniques can be applied
to recover and reinject these KHI polymers. In this regard,
different methodologies were employed to remove up to 70%
KHI from, where polymer oxidation is currently the most
promising technique.1152 Improved KHI removal can increase
the interest in using KHI as an inhibition possibility in addition
to thermodynamic inhibitors (THIs) or to decrease the amount
of THI needed through a mixture of KHI + THI1153 which is an
attractive inhibition strategy, however this is limited by the KHI
handling concerns. In this regard, various research studies
have been conducted to develop techniques for the determina-
tion of low polymers contents in the aqueous phase and extract
them from produced waters. An appropriate method in some
circumstances is solvent extraction through the addition of
particular high molecular weight solvents such as carboxylic
acids with a carbon number of five or more1131 (e.g. pentanoic
acid and above) at the processing facilities and applying thermal
treatment to attain the desired temperature for optimisation of
mass transfer phenomenon. An approach of produced water
fouling inhibition was proposed which was based on downhole
KHIs injection incorporating a water-immiscible solvent
with a high polarity index. A high molecular weight polymeric
flocculant was also demonstrated to be able to remove KHIs
from aqueous solutions.1154 Membranes, which can trap and
concentrate the KHI mixtures, and advanced oxidation process
could also be cooperatively utilised1152 to decrease the KHI
content in the waste water streams. An international patent
has shown a decrease in the KHIs content in the aqueous phase
by employing an optimised treatment methodology chosen from
different techniques including solvent extraction, chemical
adsorption, chemical and electrochemical coagulations, and
integrating them. Once the KHI has been recovered to varying
extents, the effluent fluid might require to be evacuated based on
the offshore or on-land disposal regulations using an adequate
facility such as a heated centrifugal separator.1155
5. Gas hydrates in nature
5.1. Energy recovery
Naturally occurring gas hydrates that have accumulated in
submarine continental margins (497%), and permafrost regions
(3%4) over millennia with methane as the predominant guest
molecule, are considered as a low-carbon energy source and a
CO2 sink. The uncertainty in estimating total hydrate resources
introduces considerable variability into the resulting projections
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of the potential contribution of these reserves. However, esti-
mation of the amount of energy stored in the hydrate reservoirs
consistently outweighs that of the other conventional energy
sources combined. For a more exhaustive examination of
studies into gas hydrate reservoirs, the reader is referred to
available reviews.1156–1161 The purpose of this part of the review
is to offer a brief overview of gas hydrates in nature and present
the most recent advancement in strategies that have considered
the potential options for energy recovery from hydrate reservoirs.
A graphical summary of this section is provided in Fig. 19.
5.1.1. Thermal stimulation. The temperature of the gas
hydrate reservoir controls the pressure of the system, because
raising the temperature to outside the hydrate stability zone
increases the pressure and pushing the encaged gases out of the
water framework which results in a return of the system to
equilibrium conditions. This in turn, makes more gases available
for production. To increase the reservoir temperature, different
methods are implemented including: hot water/brine1162,1163 injec-
tion, steam-assisted gravity drainage, electromagnetic heating,1164
and in situ combustion.1165,1166 Results of typical hydrate dissocia-
tion experiments conducted by increasing the bath temperature
are also appropriate. According to recent studies, an optimal
reservoir gas permeability,1167 reasonable thermal conductivity,
information about the initial spatial distributions of the various
phase saturations,1168 and a suitable temperature rise to overcome
self-preservation phenomena821 as well as to provide the heat for
the endothermic process are the requirements for efficient gas
production from hydrate reservoirs by thermal stimulation.
Although thermal-stimulationmethods have been considered
as a promising candidate for fulfilling the gas-hydrate produc-
tion goals from hydrate reservoirs, it is not an economically
viable solution unless the hydrate layers exhibit sufficient thick-
ness and saturation. To conquer this drawback, some strategies
have attempted to combine thermal stimulation with other
methods that are discussed in following sections.
5.1.2. Depressurization. Depressurization as the least energy
intensive method of providing the driving force for destabilizing
the clathrates and releasing encaged gases. To this end a variety of
laboratory experiments, numerical simulations,1169–1171 and
real field trials1172 have been conducted to investigate the
effects of the relevant parameters. Researchers have explored
the effects of pressure,1173 temperature,1174,1175 dissociation
rate, initial hydrate/water/gas saturation and mineralogy of
the reservoir (i.e. different classes of hydrate deposits)1176,1177
along with different production scenarios,1178–1180 wellbore
type,1181–1183 and etc.1161,1184–1187 to optimize the efficiency of
this method, resulting in more economical production.
As the gas is produced following the depressurization, the
reservoirs can exhibit improved permeability when compared
to its initial status. Thus, the availability of methane gas near
Fig. 19 Potential methods for extracting gas from hydrate reservoirs: (1) thermal stimulation: raising temperature of the reservoir by various techniques
(yellow dot) to move the system condition outside of the Hydrate Stability Zone (HSZ) (red dot). (2) Depressurization: reducing the pressures of the
reservoir by removing part of the gas phase to move the system outside of HSZ stimulates the hydrate dissociation. (3) Chemical potential shift – (i) inhibitor
injection and (ii) smaller guest gas injection: shifting the HSZ above reservoir condition triggering the dissociation of hydrates. (iii) CO2 replacement:
destabilizing the existing gas in the hydrate phase by injection of more favourable guest molecules.
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the wellbore is expected to improve in long-term operations,
resulting in higher production rates. This factor plays the main
role in the majority of the numerical simulations. However,
there are still economic barriers regarding the challenging
access to gas hydrate reserves, uncertainty on predicting the
recoverable amounts,1169 and more importantly, significant
environmental hazards associated with the stability of the
geological structures after gas production, all of which are the
subject of ongoing discussions. The endothermic dissociation of
gas hydrates,1188 which would require an external energy source
to transfer heat to the reservoirs, poses additional challenges
and stands as the main challenge in the experimental modelling.
It has also been reported that depressurization, apart from being
a slow method, also has the possibility of ice formation1189 when
rapidly done, thereby causing a reduction or complete blockage
of permeability which in turn affects the volume of gas pro-
duced. Accordingly, it is been widely suggested in the literature
to combine the depressurisation technique with others to
remove the aforementioned barriers. While thermal stimulation
or inhibitor injection are expensive methods, depressurization
usually requires the addition of heat to ensure that the heat
consumed by decomposition of the gas hydrate will not reduce
the production rate.1190,1191
5.1.3. Chemical potential shift
5.1.3.1. Inhibitor injection. Inhibitor injection is an estab-
lished subject initiated decades ago1192 and mostly applied to
flow assurance related topics. However, we found only a limited
number of studies dealing with application of this methodology
in hydrate bearing sediments. Research interest has decreased
in recent years, mostly driven by increasing concerns of the
effect of injected inhibitors on the environment and the high
cost of the method when considering amount of inhibitor that
is required to be injected into the reservoir. Inhibitor injection
is another strategy to shift the chemical potential of the
hydrates by depressing the activity of water in coexisting phases
to overcome the hydrogen bonding of water framework. The
freezing-point depression of water by thermodynamic inhibitors
is analogous to this method. The main inhibitors used in this
method are salts and alcohols, the effect of which are reviewed in
previous chapter. The conventional workflow in the preparation of
methane recovery strategies with inhibitor injection begins with
the selection and injection of inhibitors, which can be heated
before injection, followed by depressurization. In the most recent
studies, two groups of workers investigated the efficiency of
methane production under MeOH1193 and polyethylene glycol
(PEG) polymer1194 injection with various concentration and rates,
and defined the optimum rate and concentration for inhibitor
injection. Beside inhibitor injection concentration and rate,
reservoir temperature, pressure and hydrate surface area in con-
tact with inhibitor are important parameters for improving the
efficiency.1192 The possibility of combining this method with
other methods will be discussed in following sections.
5.1.3.2. Heavier guest gas injection. The key approach here to
produce methane is to use the higher stability of CO2 in
hydrates (causing the chemical disequilibrium) for replacement
with methane, storing CO2 and producing methane. A similar
approach can be used to separate CO2 from different gases
streams. A notable research in the development of this method
has been conducted over the past 10 years.1195,1196 Hence, more
detailed review about the application of gas hydrate related
technology in CO2 research is provided in Section 6.
5.1.3.3. Smaller guest gas injection. One of the established
methods of gas exploitation from gas hydrate reserves is
injecting smaller guest gases with a higher pressure hydrate
stability zone (HSZ), releasing gases from the cages owing to
chemical potential instability. This could address the safety
concerns regarding the high-pressure gas pockets trapped
between isolated regions and allow production of methane
hydrate at higher pressures within the methane HSZ. Several
gas mixtures candidates have been suggested in the past
decade, mainly N2 mixed gases. Injection of N2, in this context,
changes the fugacity of gas phases, making it easier for the CH4
molecules encaged in water framework to be released, which
may also be used as an alternative way for flow assurance.1197 In
a recent study, Okwananke et al.1198 experimentally investi-
gated the kinetics of methane recovery by N2 and compressed
air injection followed by step-wise depressurization over range
of temperature and concluded that pure N2 is a more efficient
agent for methane recovery. Zhang et al.1199 focused on N2
injection methods by using a MRI system in order to character-
ize the phenomena and found that initial fast dissociation of
CH4 is followed by the slower rate limited N2 diffusion. Both the
mentioned studies suggest that this method is more useful for
the dispersed hydrates with higher contact areas to increase the
rate of dissociation. The rest of the studies combined with CO2
mixed gases which will be reviewed in Section 6.
5.1.4. Field trials/case studies. Field-scale and industrial
demonstration projects for methane recovery from gas hydrate
reservoirs are crucial for verifying observations and theories
from laboratory and simulation studies and to prove the
commercial viability of the production technology. Based on
increased knowledge from laboratory and simulation studies, a
number of onshore1200 and offshore1201 field production trials
have been conducted. To date several methods including
depressurization,1200 chemical potential shift,1202 thermal
stimulation,1203 or combination of these have been applied to
field sites over a limited time scale. Nevertheless, as methane
recovery approaches the commercial demonstration stage of
development, some technical uncertainties remain, such as those
related to continuous production of the gas, monitoring systems,
proper forecasting system, reservoir heterogeneity, sand produc-
tion, and heat flow. However, the demonstration projects will
provide the practical information and experience needed to push
forward this energy recovery technology to the commercialization
scale, which is not expected to occur before 2025.1204
5.2. Environmental aspects
5.2.1. Gas hydrate–climate interactions. Researchers have
long considered whether gas hydrates could have a synergistic
relationship with climate change processes.1205–1207 The most
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frequently investigated scenario posits that a warming climate
could trigger the breakdown of gas hydrate deposits, and that
the liberated methane might then reach the atmosphere and
exacerbate greenhouse warming, which in turn could drive
more hydrate dissociation. For the case of extreme warming,
some publications have described catastrophic scenarios and
runaway hydrate dissociation.1208–1211
Gas hydrate dynamics (see Fig. 20) and past climate events
have been linked in the literature for decades, and researchers
have investigated the possible synergies especially for the
Paleocene-Eocene Thermal Maximum hyperthermal event1212–1214
and the Late Quaternary ‘‘clathrate gun hypothesis’’ of Kennett
et al.,1215,1216 which was re-examined by Cannariato and Stott.1217
Recent findings about hydrate dynamics during these time periods
are summarized by Ruppel and Kessler.1 For the contemporary
Earth, gas hydrates in certain geological settings could already be
breaking down due to warming ocean waters1205 and the residual
effects of deglaciation since the Last Glacial Maximum,1218 which
are mostly relevant at high northern latitudes. The feedback
component, which requires methane formerly bound in hydrates
to reach the atmosphere, is not operating over the largest (deep-
water marine) component of global reservoirs1219–1221 or the
shallow-water setting linked to degrading subsea permafrost.1222
Elevated sea-air methane fluxes observed at other high-latitude
sites1223,1224 cannot presently be linked to methane released by
gas hydrate degradation.
There are several characteristics of gas hydrates that motivate
interest in possible synergies between gas hydrate dynamics and
climate change. Firstly, 15% of global methane, corresponding
to B1500 Gt carbon, is estimated to be trapped in methane
hydrate deposits,1160 and methane is a greenhouse gas that is
25 times more potent (over a century) and 84 times more potent
(over two decades) than CO2 on a unit mass basis.
1225 Secondly,
most gas hydrates exist at shallow depths (up to a few hundreds
of meters) beneath the seafloor, even shallower depths in
deglaciated terrains, and deeper depths, but still closer to the
surface than conventional reservoirs, in permafrost areas. The
proximity of these deposits to the surface/seafloor means that
migration pathways are relatively short compared to those for
gas migration from conventional reservoirs. Thirdly, because gas
hydrates are stable only in a specific P–T range, climate change
and sea level perturbations can perturb hydrate stability. For
plausible changes in sea level and temperature over the next few
centuries, the effect of rising temperatures on the gas hydrate
reservoir will likely outstrip the stabilizing effect of sea level rise
nearly everywhere in the oceans.1
Fig. 20 Schematic shows various terrestrial and marine settings for gas hydrate occurrences and the impact of warming climate on gas hydrates. The
base and top of the gas hydrate stability zone are denoted by dashed black and dashed violet curves, respectively. Note that the top of the gas hydrate
stability zone in the ocean is within the water column, meaning that the seafloor lies well within the stability zone at depths greater than the upper
continental slope. Permafrost is denoted as blue shading beneath the ice sheet (cold-based glacier) on the far left and beneath the land (terrestrial
permafrost) and high-latitude continental shelf (subsea permafrost). Bubbles are shown to indicate possible gas emissions associated with hydrate
breakdown and are color-coded depending on their fate. White bubbles are emitted as methane at the seafloor, but the methane is rapidly stripped from
the bubbles so that no methane remains by the time these bubbles reach the sea surface. Methane that persists through the near-seafloor zone of
anaerobic methane oxidation (shown in red) is usually oxidized aerobically once it reaches ocean waters. Blue bubbles are produced by gas hydrate
degradation at the base of the stability zone, which will be the first locus of dissociation in the deep marine environment in response to ocean warming. In
permafrost areas, gas hydrate can simultaneously dissociate at the top (purple bubbles) and bottom (blue bubbles) of the stability zone. The blue bubbles
indicate gas that might re-form as new gas hydrate as the gas migrates upward to the stability zone after release. Purple bubbles have a better chance of
migrating through the sediments towards the surface if they are not stopped by low permeability ice-bearing permafrost. This methane may be oxidized
by microbes within sediments or remain as methane and continue migrating upward if pathways exist. Bubbles within no colour and outlined in black are
those that may emit methane to the atmosphere. Locations experiencing deglaciation or subsea permafrost thaw since the last glacial maximum are the
most prone to releasing gas hydrate methane that can reach the atmosphere. Upper continental slopes on many marine continental margins are likely
experiencing net hydrate dissociation now, but this methane is not reaching the atmosphere based on the studies completed to date (adapted with
permission from Ruppel and Kessler,1 Copyright 2017 John Wiley and Sons).
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An exhaustive review by Ruppel and Kessler1 provides deep
background on climate–hydrate interactions. They discuss the
major geologic settings for gas hydrates and possible synergies
with contemporary climate change; assess how the Intergovern-
mental Panel on Climate Change (IPCC) reports have incorporated
hydrate sources;1225 and detail the challenges for accurately
tracking methane released from gas hydrate through the geo-
sphere, ocean, or atmosphere. A review by James et al.1226
provides additional information focused on the Arctic Ocean.
For the contemporary Earth, research mostly focuses on the
response of gas hydrate reservoirs to warming ocean waters or
atmospheric temperatures.1,1227 Such perturbations can drive
hydrate dissolution in pore waters within the stability zone and
cause hydrate dissociation where gas hydrates are close to the
stability boundary, which is a relatively narrow zone within
the formation. For most marine hydrates, warming-induced
dissociation would occur only at the base of the reservoir, while
permafrost-associated and deglacial hydrates can experience
dissociation simultaneously at both the top and base of the
hydrate zone.1228
Dissociation of gas hydrate releases methane into the for-
mation, where the methane mostly remains trapped. If the gas
migrates to shallower depths, it often encounters the hydrate
stability zone, where the gas may re-form hydrate with available
free water, or the permafrost zone, where water ice may block
flow conduits and prevent methane from reaching the surface.
Methane released by hydrate dissociation in marine environ-
ments also encounters a biochemical barrier to reaching the
seafloor since more than 90% of methane may be consumed by
AOM processes within the sulfate reduction zone (SRZ) in the
shallowest part of the seafloor.1229
If methane survives transport through the SRZ1230 and
reaches the seafloor, emitted bubbles usually do not retain
their methane for long as they ascend in the water column due to
dissolution into the seawater.1231 Nominally, gas bubbles emitted
at water depths greater than 100 m (the shallowest deepwater
marine hydrate zone is B350 m in high-latitude waters) will be
stripped of their methane before the bubbles reach the sea
surface.1231 Bubbles emitted at seafloor that lies within the
hydrate stability may form hydrate rinds as they ascend through
the water column,1232,1233 but the methane still escapes from the
bubble,1234 especially after the hydrate shell disappears. Methane
dissolved in the oceans is rapidly consumed by bacterial aerobic
oxidation, producing CO2 as a byproduct.
1235,1236 This process
can acidify deep waters1237 but does prevent methane from
reaching the atmosphere. An increasingly number of studies
demonstrate that, even over seafloor seeps, sea-air methane flux
in deep ocean environments is very low, partially because of the
consumption of methane in the water column. Some studies also
show that methane dissolved in near surface waters is dominated
by young methane produced by planktonic processes, not the
fossil methane typically trapped in hydrates.1221,1222 The details
of methane release for hydrate settings other than the deepwater
marine environment are provided later in this section.
Where are contemporary gas hydrates most susceptible to
climate change processes? At water depths greater thanB1000 m,
seafloor conditions are supercooled relative to the hydrate
stability, and bottom water temperature is expected to remain
within the stability zone for hundreds to thousands of years
into the future.1,1227 The bulk of the global gas hydrate reservoir
is therefore unlikely to be noticeably perturbed by warming
climate over these time scales. Many studies of climate-
driven gas hydrate degradation focus on upper continental
slopes at the landward or ‘‘feather’’ edge1227,1238 of gas hydrate
stability,1,431,1239–1242 which corresponds to 450 to 700 m water
depth in temperate regions. Ruppel1204 estimated that B3.5%
of the gas hydrate reservoirs could be within this depth range
although several factors could contribute to gas hydrates being
rarer in these locations than elsewhere in deepwater reservoirs.
At upper continental slope water depths, seafloor P–T are close
to the stability boundary. Ocean warming on seasonal, decadal,
or longer time scales could lead to dissociation and release of
methane, which does not need to migrate far through the
sediments to reach the seafloor. The discovery of upper con-
tinental slope methane seeps1243–1246 on numerous continental
margins in the past few years has led to speculation that some
of these features are sourced from gas hydrate dissociation. The
connection is difficult to prove, particularly where the leaking
gas does not have a special composition that can be linked to
that of local gas-hydrate deposits.1247
A special case of climate-induced hydrate dissociation
applies to high-latitude regions, where onshore permafrost
has been thawing rapidly, even in the past decade. Intraperma-
frost gas hydrate (Dallimore et al., 2015), which is thought to be
relatively rare, could be experiencing dissociation due to such
thawing. Permafrost that developed sub-aerially (i.e., not below
ice sheets) is unlikely to host methane hydrates shallower
than B200 m deep, and contemporary methane releases in
permafrost areas are probably attributable almost exclusively to
non-hydrate sources.1
Subsea permafrost was formerly subaerial permafrost before
it was inundated during deglacial sea level rise.1248–1255 Degra-
dation of subsea permafrost and any associated hydrates has
been rapid since the Last glacial Maximum (LGM). However,
water column methane does not carry a strong fossil methane
signature, as would be expected if the methane were derived
from gas hydrate degradation.1222
Formerly subglacial hydrates are a special case since hydrate
can form at shallow depths in the ground beneath thick
ice sheets (e.g., Fig. 11 of Ruppel and Kessler1). Deglaciation
raises the temperature and releases the pressure on these
deposits, which then dissociate. Some of the gas released from
the seafloor into shallow seas that cover such areas may reach
the atmosphere1256–1259 although more research is required to
link methane releases directly to gas hydrate dissociation.
Deglaciation could also be a factor in future methane releases
from gas hydrates currently beneath ice sheets in Antarctica1260
and Greenland.1261
5.2.2. Marine biology.Marine sediments as one of the most
extensive microbial habitats, house more than two-thirds of the
Earth’s surface.1262 Principally, there is a logarithmical decrease
in microbial cell counts in subsurface sediments with depth,
Chem Soc Rev Review Article
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 2
2 
Ju
ne
 2
02
0.
 D
ow
nl
oa
de
d 
on
 6
/2
4/
20
20
 2
:3
3:
35
 P
M
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n-
N
on
Co
m
m
er
ci
al
 3
.0
 U
np
or
te
d 
Li
ce
nc
e.
View Article Online
Chem. Soc. Rev. This journal is©The Royal Society of Chemistry 2020
presumably due to declining organic carbon quality and avail-
ability in older layers. Hydrate bearing marine sediments, in
particular, are dominated by specific microbial communities
including archaeal, and various bacteria. According to diversity
studies on subsurface hydrate-bearing sediments,1263–1274 gas
hydrate sediments located in different marine regions are shown
to have distinct microbial cells and microbial activities. Biologi-
cally, these microbes are one of the major sources of methane gas
production through anaerobic bacterial metabolism. This is along-
side other abiological processes for methane production namely,
thermal breakdown of organic matter, crustal, hydrothermal,1275
and geochemical.1276 Similarly, microbial production of ethane
and propane have been proposed as a reason of exploring these
gases in deep marine regions.1277
In fact, part of the released methane migrates upwards into
the sulfate methane transition zone (SMTZ), where sulfate is
diffusing from upper layers, causing anaerobic oxidation of
methane (AOM) by syntrophic partnership between anaerobic
meth-anotrophs (ANME) and sulfate-reducing bacteria.1230,1278
Here, methane acts as a fuel for the growth of anaerobic
microorganisms.1279 This oceanic methane biogeochemistry
process, serve as a major sink, causing considerable increase in
dissolved inorganic carbon, alkalinity, and hydrogen sulphide.
Promotion of the precipitation of authigenic carbonates and iron
sulphide is another effect of this process. This in turn, influences
the sea floor morphology, and landscape.1229
5.2.3. Seafloor stability. Seafloor destabilization refers to the
development of submarine slope failures (landslides) on continental
margins and to possible failure of the seafloor near production wells
in gas hydrate provinces. These natural and anthropogenically-
induced forms of seafloor failure are discussed separately here.
Although this section focuses on research that examines seafloor
instability through the prism of gas hydrate dynamics,380,1280
seafloor failures have also been investigated in terms of sea level
rise, groundwater discharge, sediment fluid flow, interaction
with salt diapirs, and even mantle-plume activity.1281–1285
The spatial association between hydrate-related features
(e.g., BSRs, gas-charged sediments) and submarine slope fail-
ures has been well-established on the margins of the Atlantic
Ocean, northern Gulf of Mexico, the western Beaufort Sea,
South China Sea, and Norwegian part of the Arctic Ocean, as
well as on the New Zealand and Cascadia margins.380,1286–1291
Among the many slides investigated for their potential inter-
action with gas hydrates, two mega-slides, the Storegga Slide
offshore Norway379,1292,1293 and the Cape Fear slide offshore the
Southeastern United States,1281 have been the best studied and
experienced some failure stages large enough to have triggered
tsunami. Neither of these mega-slides are now interpreted to have
been triggered by processes related to gas hydrate dynamics:
Haflidison et al.1294 show that the Storegga slide started at the
toe, where gas hydrate would have been actively forming in
deepwater. A recent interpretation of the Cape Fear Slide high-
lights the role of inherited structure, sediment loading, and fluid
flow in the initiation of the seafloor failure.1282
Many seafloor landslides originate on upper continental
slopes in the depth range where gas hydrates are relatively
ubiquitous on marine continental margins, and thus the
spatial association between slides and hydrate-related features
is not surprising. While the evidence for a link between gas
hydrate dynamics and some other seafloor destabilization
features1258,1295,1296 (e.g., pingos, pockmarks) is strong, the
connection between gas hydrates and submarine slides
remains more tenuous. Controversy persists about whether
the existence of gas hydrates and/or free gas in the sedimentary
section pre-conditions slopes to fail when triggered externally
(e.g., by an earthquake) or whether the hydrate-related features
directly provoke slope failures.
Addressing this controversy requires reconstructing conditions
in the hydrate reservoir prior to slope failure, a task rendered
difficult by the fact that seafloor deformation and mass transport
accompanying landslide events destroy many of the pre-existing
features. The mechanical state of the slope immediately before
failure depends on a combination of factors unrelated to gas
hydrate dynamics (e.g., bulk lithology, sedimentary layering, rate
of sedimentation/erosion, fluid advection rates, and pore pressure,
which can also be modulated by hydrates and gas) and factors
related to the hydrate system itself (e.g., hydrate and gas saturation,
whether hydrate forms in unconsolidated or already consolidated
sediments1297). As noted in Section 2.5, gas hydrates are rheologi-
cally much stronger than saturated, unconsolidated marine
sediments,334 but hydrates only provide cohesion to sediments
when its saturation exceedsB40% of pore volume.138,1298 At lower
saturations, gas hydrate accumulations are strong components set
in a weaker matrix of saturated marine sediments. Even low
saturations of gas hydrate can clog permeability and lead to
increased pore pressure, which in turn enhances the likelihood
of hydraulic fracturing, gas migration, formation of pipe struc-
tures, and seafloor failure1285,1299–1301 even for relatively gas
hydrate deposits well within the stability zone. Stronger,
hydrate-bearing sediments1302,1303 are also typically arrayed
above rheologically weak, gas-charged sediments that are below
BSRs. The contrast in mechanical properties between hydrate-
bearing sediments above and gas-charged sediments below
could produce an unstable condition that leaves slopes poised
for failure when triggered by external (e.g., earthquakes, tides)
or internal (hydraulic fracturing) events.
Although some researchers have postulated that depressuriza-
tion of upper continental slope gas hydrates during periods of
lowered sea level triggered widespread slope failures,1304,1305 slide
timing does not correlate well with sea level low-stands. Hydrate
dissociation caused by warming of intermediate-depth ocean
waters impinging on upper continental slopes therefore receives
more attention in contemporary studies.1240,1241,1246,1306,1307
Unless the gas and water released by hydrate dissociation at
the base of the stability zone are removed by advection, the pore
pressure can increase, weakening slope sediments through
liquefaction or fracturing. Whether these changes drive slopes
to failure or merely condition slopes for later failure returns to
the crux of the controversy surrounding the interplay of gas
hydrate dynamics and seafloor instability.
To place hydrate dissociation in context, it is important to
consider that hydrate saturations are probably less than a few
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percent of pore space in most marine sediments; that hydrate
dissociation is endothermic and therefore self-limiting, mean-
ing that runaway dissociation driven by only a single factor (e.g.,
ocean warming) is unlikely;1 and that hydrate dissociation in
response to natural driving forces is a relatively slow process
and already occurs continuously at the base of the stability zone
in response to sedimentation. The best-studied submarine
slide events occurred over several stages and thousands of
years,1282,1294 and it is possible that none, only one, or a few
of the stages of these complex slope failures were preceded by
hydrate-related processes, including dissociation.
Studies have attempted to link the timing of submarine
slope failures to climate warming events such as Late Quaternary
Dansgaard/Oeschger (D/O) cycles.1308 However, within the limita-
tions of available age data, large-scale slope failures in the North
Atlantic coincide more closely with Heinrich events,1309,1310 which
are characterized by episodes of ice rafting and injection of cold
meltwaters.
As noted by Maslin et al.,380 much better dating of submarine
slide events will be required before the temporal correlation
between seafloor destabilization episodes and climate perturba-
tions can be unraveled. Maslin et al.380 also posit that future
submarine slide events may be connected not to warming-
induced dissociation in gas hydrate reservoirs, but rather
depressurization-induced dissociation caused by melting of ice
sheets in Greenland and Antarctica. Deglacial episodes since the
Last Glacial Maximum are already implicated in some smaller-
scale seafloor destabilizations like crater, pockmark, and marine
pingo development.1258,1311,1312
Anthropogenic activities that affect hydrate-bearing
sediments may also induce seafloor failure. For example,
extraction of deep, warm fluids through a conductor that
crosses hydrate-bearing layers could drive dissociation near a
borehole, weaken seafloor sediments, and possibly threaten
seafloor infrastructure.1313,1314 In a case documented by Hadley
et al.,1315 the oil production strategy was altered to avoid the
hazards associated with attendant hydrate dissociation in the
reservoir. Seafloor stability is also a consideration in deepwater
marine production testing that is conducted to analyze the
efficiency of methane extraction during controlled gas hydrate
dissociation.1316,1317 Depending on the depth and lithology of
the target hydrate reservoir and its hydrate saturation, the rate
of dissociation and gas extraction, and the pre-existing shear
stress in the sediments, seafloor collapse could be a potential
hazard.
5.2.4. Extraterrestrial clathrates. Both clathrate hydrates
(ice cages that typically enclose non-polar gas molecules) and
non-clathrate hydrates have been inferred for extraterrestrial
settings.1318–1321 This section focuses on clathrate hydrates and
does not review other extraterrestrial hydrates, such as sulfuric
acid hydrate found on the surface of Europa1322 or perchlorate
hydrates that may be present on the Martian surface1323 (see
Fig. 21).
As recognized by Mille1324 more than 50 years ago, P–T condi-
tions on the surface of or within the interiors of some planets,
moons, and comets and within some planetary atmospheres
are suitable for the formation and long-term stability of clath-
rates, including complex, multi-gas hydrates or hydrate struc-
tures that would be considered exotic on Earth.34,323,1320,1325
Water, the critical building block for clathrate cages, is con-
firmed or inferred to exist in liquid or frozen form on Mars,
Europa and Ganymede (moons of Jupiter), Titan and Enceladus
(moons of Saturn), Pluto, and the dwarf planet Ceres, and water
ice is a common constituent of comets.1326
On the surface or within the interiors of Mars, Saturn,
Uranus, Neptune, and Pluto and on moons of Jupiter, Saturn,
and Uranus, methane, ethane, CO2, ammonia, and/or other
gases coexist with water phases in varying amounts and are
abundant enough to form clathrate. CO2 and methane hydrate
could form at or near the surface of Mars, particularly at the
polar ice caps.846,1327–1330 Methane and ethane hydrates are
postulated to comprise the outer icy shell of Titan,1320,1321,1331,1332
and methane hydrate may contribute to the strength of Ceres’
outer crust.1333 On Pluto, methane hydrate is postulated to form
an insulating layer that protects the near-surface water ice from
the deeper and warmer liquid-water layer.1334 On Enceladus, the
dynamics of water plumes detected at the surface may be affected
by the presence of ammonia hydrate.1335
Clathrates also occur in comets,1336,1337 which has led to the
inference that hydratesmay formwithin the interstellarmedium,1338
a view challenged by some laboratory experiments.1339 The existence
of clathrates on highly mobile comets implies that these objects
could be important in delivering compounds like methane to
other extraterrestrial bodies.1340,1341
The recognition of extraterrestrial clathrates containing
gases sometimes produced on Earth by biological processes
(e.g., methane, ethane) has provoked substantial interest among
astrobiologists. Outstanding questions include the source of
the hydrocarbon compounds trapped in some extraterrestrial
hydrates and the potential for other bodies in the solar system
Fig. 21 The schematic depiction of the solar system shows the planets and
other celestial bodies at their approximate orbital positions relative to the
sun. The sizes of Pluto, Ceres, the moons of some gaseous planets, and the
comet have been increased to make them visible. Bodies portrayed in
colour are known or postulated to have clathrates at the surface, in their
interiors, or in their atmospheres. For Jupiter, Saturn, and Uranus, only the
moons with possible clathrates are shown. Comets move through the solar
system, and one is portrayed here schematically to highlight that clathrates
likely occur in some of these icy bodies.
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to host the type of hydrate-associated microbial communities
found beneath the ocean floor on Earth.1326,1342,1343
6. Gas hydrate-based CO2 capture,
transport and storage
The IPCC Special Report on the impacts of global warming of
1.5 1C above pre-industrial levels suggests that, to limit the
possible impacts and risks on the people, economies and
ecosystems to moderate levels, net global emissions of anthro-
pogenic CO2 must be reduced by about 45% by 2030 and to zero
by 2050 compared to the 2010 levels.1344 In addition to the use of
low-carbon energy and improvements to energy efficiency, CCS
has also been considered as one of the most effective approaches
to meet the stringent reduction target for CO2 emissions.
1345
CCS operation is a chain of CO2 capture or separation from flue
gas, transport of the captured CO2 to a storage site and finally,
storage of the CO2 in a desired geological formation. The current
CO2 capture technologies such as physical adsorption, chemical
absorption, cryogenic separation, and membranes are techni-
cally applicable but not economically viable for large-scale
applications in the short to medium term.1346,1347 Gas hydrate-
based CCS technologies have been extensively studied in the past
decades as a route towards significant improvements to the
economic feasibility of large-scale CCS operations.1348
6.1. CO2 capture
6.1.1. Mechanism. CO2 molecules are small and nonpolar
and can form sI hydrates in a formula of CO2nH2O. One unit
cell of the structure I hydrate consists of 2 small cages (512,
pentagonal dodecahedron) and 6 large cages (51262, tetra-
kaidecahedron).1349 n represents the hydration number, depending
on the occupancy of the cages (primarily the large cages) because
CO2 molecules favour the occupation of the large cages due to its
molecular size. CO2 molecules can also enter the large cages (5
1264,
hexakaidecahedron) of sII hydrate in the presence of sII hydrate
formers such as propane, cyclopentane (CP) and THF, or the small
cages (512) of semi-clathrate hydrates of TBAB, tetra-n-butyl ammo-
nium fluoride (TBAF), and tetra-n-butyl ammonium nitrate.
CO2, N2 (nitrogen) and O2 (oxygen); H2 (hydrogen) and CO2;
and CH4 (methane) and CO2 are the major gas components for
a flue gas, fuel gas, and biogas, respectively. All these gases can
form hydrates at certain thermodynamic conditions. Experi-
mental data and thermodynamic prediction of gas hydrate
phase equilibria show that, for temperatures from 273 to
283 K, the phase equilibrium pressure of CO2 hydrate is more
than 10 MPa lower than those of N2 hydrate and O2 hydrate,
and more than 200 MPa lower than that of H2 hydrate. The
significantly lower formation pressure of CO2 hydrate leads to a
higher affinity to occupancy of the suitable cages in hydrate
crystals compared to the other gases, which is the fundamental
basis of a hydrate-based gas separation process (HBSP).
Chazallon and Pirim quantitatively found that the flue gas
containing 2 to 70 mol% CO2 will form structure I hydrate,
while structure II hydrate was thermodynamically stable for the
flue gas with 1mol%CO2.
1350 Hassanpouryouzband et al. observed
formation of sII hydrates in the presence of CO2 + N2 at higher
pressures with up to 14.6 mol% CO2 in the system.
1351 Further-
more, it was found that statically constant P–T conditions are not
signs of thermodynamic equilibrium for the CO2–N2 mixtures and
a significant fraction of CO2 captured in the hydrate phase could
occur at the final constant pressure.1352 In short, flue gas or fuel
gas can form CO2 hydrate or CO2-mixed hydrates in which
CO2 occupies the majority of the guest molecules at certain
temperature and pressure conditions; decomposition of the
hydrates can produce CO2-rich gas; the CO2-rich gas could be
further processed through a series of HBSP cycles to achieve the
desired purity of CO2 gas.
6.1.2. Promotion of hydrate formation
6.1.2.1. Thermodynamic promoters. Thermodynamic promoters
are chemical additives that are added to the system to reduce
the hydrate formation pressure.1060,1353–1357 These additives
themselves can form hydrates in which some cages are left to
accommodate small molecules such CO2, N2, CH4 and H2. The
most-studied thermodynamic promoters include tetrahydro-
furan (THF), cyclopentane (CP), propane (C3H8) and tetra-n-
butyl quaternary ammonium along with phosphonium salts
such as TBAB, tetra-n-butyl ammonium chloride (TBAC), TBAF,
tetra-n-butyl ammonium nitrate (TBANO3), tetra-n-butyl phos-
phonium bromide (TBPB), and tetra-n-butyl phosphonium
chloride (TBPC),54,1348,1358–1360 some of which are discussed
in Section 2.1.2.
The THF, CP and C3H8 are structure II hydrate formers.
Given that their molecules will occupy some of the large cavities
of the structure II hydrate, CO2 molecules can only fill the rest
of the large cavities or some of the small cavities and the
occupancy depends on the gas composition and thermo-
dynamic conditions.1361–1363 The tetra-n-butyl ammonium and
phosphonium salts form semiclathrate hydrates.54,1364,1365
X-ray diffraction and Raman spectroscopic analyses indicated
that there are different structures of the semiclathrate hydrates,
such as tetragonal hydrate structure (TBAC), orthorhombic
hydrate structure (TBPB and TBPC), and polymorphic phases
with both orthorhombic and tetragonal hydrate structures
(TBAB).1366,1367 In such semiclathrate hydrate structures, water
molecules incorporated with the cations form cage-like struc-
tures through hydrogen-bonds, whilst tetra-n-butyl ammonium
(TBA) cations and tetra-n-butyl phosphonium (TBP) cations
(i.e., the butyl chains) occupy the large cages. The small
pentagonal dodecahedral cages (512) are usually left empty for
small gas molecules such as CO2, N2, CH4 and O2. Fig. 4
illustrates the structure of TBAB hydrate with a hydration
number of 38 ((C4H9)4N
+Br38H2O).1366 Br anions and water
molecules build the clathrate cages indicated in solid lines, two
TBA cations fill four large cages, six dodecahedra are empty, the
dashed lines indicate the broken part of the cage structure
(H atoms are not indicated for simplicity).
The presence of low concentrations of the thermodynamic
promoters leads to a large shift of the hydrate phase equili-
brium conditions towards lower pressure or higher tempera-
ture, which is crucial to reduce the energy penalty of the gas
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hydrate-based CO2 capture process. The shift in the hydrate
formation pressures and temperatures is related to both the
concentration of the promoter and the composition of the gas
mixture. In general, the reduction in the hydrate formation
pressure is relatively smaller for the structure II hydrate pro-
moters than for the semiclathrate hydrate promoters. Among
the aforementioned semiclathrate hydrate promoters TBAF has
the lowest formation pressure, hence the highest formation
temperature.1365 Two parameters, namely split fraction and
separation factor, are introduced for a quantitative assessment
of HBSP:1368 split fraction is defined as the ratio of the amount of
CO2 in the hydrate phase and the feed gas mixture, indicating
the capability of CO2 capture with hydrate formation; the separa-
tion factor is defined as a ratio of the relative amount of CO2 and
the second gas component in the hydrate phase and gas phase
after hydrate formation, indicating the capability of separating
CO2 from the other gas component. Furthermore, low formation
pressures and high formation rates are essential to facilitate a
HBSP for CO2 capture at industrial scales.
Kim et al. investigated the effect of three typical types of
thermodynamic hydrate promoters on CO2 capture from a
simulated flue gas that was composed of 20 mol% CO2 and
80 mol% N2, including THF (soluble in water, sII clathrate
former), CP (insoluble in water, sII clathrate former), and TBAC
(water-soluble, semiclathrate former).1362 They set the experi-
ments at the same pressure (3.1 MPa) and the same degree of
subcooling (5.0 K) in the presence of the same volume of the
aqueous phase. For 1.0 mol% of each promoter, the TBAC
hydrate had the highest CO2 concentration in the hydrate
phase and the highest CO2 split fraction. This is attributed to
the fact that THF molecules and CP molecules will form
structure II hydrates and occupy a certain portion of the large
cages (51264) while CO2 molecules also prefer the large cages.
This competition considerably reduces the availability of the
large cages for CO2 molecules.
1369 Hashimoto et al. reported
dependence of CO2 selectivity on semiclathrate hydrate struc-
tures of TBAB, TBAC, TBPB and TBPC for a gas mixture of 15
mol% CO2 and 85 mol% N2. Their results showed that as the
initial pressure increases, the gas uptake in the hydrate phase
linearly increases and the mole fraction of CO2 in the hydrate
phase does not change much for TBAC, TBPB and TBPC. The
CO2 fraction irregularly responds to the increase in the initial
pressure at 1 MPa. Given that, the TBAC has the lowest gas uptake
and the highest CO2 fraction in its hydrate phase, which was also
reported for CO2–CH4 gas mixtures (i.e. fuel gas),
1370 it is a
plausible explanation that the orthorhombic structure of the TBPB
and TBPC hydrates has the largest gas capacity,54 the tetragonal
structure of the TBAC hydrates has the highest selectivity for CO2,
and the TBAB hydrates with both orthorhombic and tetragonal
hydrate structures show the highest gas capacity and high selec-
tivity for CO2 capture. Rodriguez et al. recently reported that the
separation factor of TBAB hydrates depends slightly on the cooling
rate and strongly on the types of TBAB hydrates.1371
The CO2 split fraction and separation factor are relative to a
number of parameters such as the composition of feed gases,
the concentration of the chemical additive, and the driving
force (i.e., the difference in the temperature and pressure
between the experimental conditions and the hydrate equili-
brium conditions). The CO2 split fraction also strongly depends
on the ratio of the feed gas to the aqueous solution. As a typical
example, both CO2 split fraction and separation factor are much
higher for a fuel gas containing 40 mol% CO2 and 60 mol% H2
than for a flue gas containing 15mol% CO2 and 85mol%N2. This
can be understood given that there is a much higher CO2 content
in the fuel gas and H2 molecules require a significantly higher
pressure to stay in the hydrate cages compared to N2 molecules
in the flue gas.1360 Moreover, the presence of thermodynamic
promotion additives usually reduces the separation factor and
split fraction for fuel gases but not for flue gases.1348
6.1.2.2. Kinetic promoters. Some surfactants in the aqueous
phase can act as kinetic promoters to shorten the induction
time and promote hydrate growth,776 while some other surfac-
tants are used to prevent gas hydrate agglomeration for flow
assurance (Section 4.1.3) and control of hydrate morphology
(Section 3.1.4). There are three types of surfactants including
anionic, cationic, and non-ionic surfactant. Experimental
studies showed that anionic surfactants such as SDS, sodium
tetradecyl sulfate (STS) and sodium hexadecyl sulfate (SHS)871
are the most effective kinetic promoters692,1372 when compared to
non-ionic and cationic surfactants such as Tween-40, Twenn-80,
DTACl875 and amino acids.1373,1374 The molecules of such a
surfactant have a hydrophilic head and a lipophilic (hydrophobic)
end that are amphiphilic to both polar and nonpolar substances.
At a concentration above the critical micellar concentration,686,1375
the molecules of a hydrate former form some kind of molecular
clusters with the surfactant molecules through the hydrophobic
interactions. Raman spectra indicate that these molecular clusters
may have a structure similar to the hydrate cages.1376 The presence
of surfactants also enhances dissolution of hydrate forming
gases in water, supplying gas molecules for fast hydrate growth.
These enable hydrate structures to form more easily and faster
and thus reduce the induction time. Furthermore, surfactants
reduce the interfacial tension between the surfaces of hydrate
crystals and water, resulting in a significant influence on the
hydrate morphology. Lo et al. investigated the adsorption of
SDS on CP hydrates and THF hydrates by measurement of zeta
potential and pyrene fluorescence. As schematically illustrated
in Fig. 22, the dissociated DS anions adsorb on the CP hydrate
surface and then the electrostatic repulsion forces push the
hydrate particles apart from each other.686,1375 As a result, the
SDS adsorption leads to the formation of small hydrate particles
and hence good contact between gas and water, promoting the
kinetics of gas hydrate formation.
Zhang et al.1377 studied the effect of SDS on the kinetics of
hydrate formation for CO2–CH4 mixtures simulating biogas in a
glass bead pack at 274.2 K and 6 MPa with 288 ppm of SDS
in water. Their results showed that 288 ppm of SDS in water
promoted hydrate formation for CO2–CH4 mixtures and the
presence of CO2 deteriorated the promotion performance of
SDS because of the competing adsorption of the HCO3
 and
SD at the surface of the hydrate crystals. It was reported that,
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for a biogas with 40% CO2 and 60% CH4, the presence of SDS
reduces the separation factor and the addition of some ligin
derivatives improves the CO2 separation.
1378,1379 It was recently
found that for ternary gas mixtures of CO2, CH4 and N2, SDS
provided a much stronger promotion of CO2 hydrate formation,
compared to CH4 and N2.
1377 Ricaurte et al. also found that
mixing 3000 ppm of SDS with 4.0 wt% of THF significantly
improved both the split separation and separation factor for a
gas mixture of 75 mol% CO2 and 25 mol% CH4 at a target
temperature of 275 K and a load pressure of 4.0 MP.1380
The kinetics of hydrate formation can also be improved in
some physical materials by increasing the hydrate forming gas–
water contact area and enhancing the heat transfer process
during hydrate formation,899 more details of which can be
found in Section 3.5. The materials that were investigated for
CO2 capture include silica sand,
1108,1381 silica gels,1382,1383
foams,1384 nanoparticles,1385,1386 and hydroquinone hydrate-
bearing porous particles.1387 Additionally materials were
experimentally tested for storage of methane and hydrogen as
clathrate hydrates, such as nano-hollow silica,1388 metal
foams,1389 emulsions,1138 hydrogel,1390 dry water,951,1391 and
porous carbon in nanotubes.854,1392 Li et al. found that the
addition of nano-Al2O3 particles in TBAB significantly improved
the hydrate formation process for a syngas with 39.8 mol% CO2
and 60.2 mol% H2.
1393 A graphene–SO3
–Ag nanoparticle
material was also found to be a few times more efficient than
SDS to promote CO2 hydrate formation.
1394 A comparison of
silica sand, polyurethane foam, silica gel, and stirred reactors
indicated that silica sand leads to the highest hydrate conversion
rate in 120 minutes at 274.2 K and 6.0 MPa for a gas mixture with
38.1 mol% CO2, 59.4 mol% hydrogen, and 2.5 mol% propane.
1348
6.1.3. Effect of impurities in CO2 streams. CO2 captured
from combustion at power plants always contains impurities
such as N2, O2, CH4, Ar (argon), H2, SO2 (sulfur dioxide), H2S
(hydrogen sulfide), NOx (nitrogen oxides), etc. in addition to
H2O (water vapour) depending on the capture technologies as
well as the types of fuel.1395 In terms of gas hydrate-based CO2
capture the presence of these impurities in the captured CO2
may shift the thermodynamic equilibrium conditions of
CO2 hydrate formation, alter some thermodynamic properties
of the CO2 stream, and reduce the storage capacity of CO2.
Thermodynamic modelling and molecular dynamic simula-
tion show that, among these impure components, SO2 and H2S
are stronger hydrate formers and more stable in clathrate
structures than CO2.
1396–1398 Experimental results using conven-
tional autoclaves1399–1401 and Raman spectroscopy1402 confirmed
the model prediction of the hydrate phase equilibrium. For the
other impure components that are less stable in clathrate
structures, the presence of these impurities leads to a shift of
the phase boundary of CO2 hydrate toward higher pressure and
lower temperature before the appearance of liquid CO2, as
shown in Fig. 23.1403,1404 Equilibrium and non-equilibrium
thermodynamic modelling suggests that H2S not only shifts
CO2 hydrate formation conditions but also improves the kinetics
Fig. 22 SDS adsorption at the interface between CP hydrates and water. It was assumed that the bicarbonate anions (HCO3
) came from dissolved CO2
from air. A monolayer of DS is completed at 0.17 mM of SDS, at which the induction time sharply decreased (adapted with permission from Lo et al.,1375
Copyright 2008 American Chemical Society).
Fig. 23 Effect of common impurities on the phase equilibrium of CO2 hydrate. (a)K (J phase envelope) CO2 with 5.05 mol% O2, 2.05 mol% Ar and
3.07 mol% N2; } pure CO2; ~ pure N2; n pure O2; * pure Ar; J (adapted with permission from Chapoy et al.,
1403 Copyright 2013 Elsevier Ltd).
(b) CH4–CO2–N2 mixtures (adapted with permission from Zang et al.,
1404 Copyright 2018 American Chemical Society).
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of CO2 hydrate growth due to its high solubility in water, while
CH4, Ar and N2 that are not very soluble in water do not
measurably affect the kinetics of CO2 hydrate formation.
1405
Similar experimental results were reported for a synthetic flue
gas with 1 mol% of SO2.
1399
Chapoy et al. experimentally investigated the effect of
thermodynamic properties of CO2-rich systems containing
impurities such as O2, N2 and Ar. Their results showed that
the presence of 5.05 mol% O2, 2.05 mol% Ar and 3.07 mol% N2
in the CO2-rich system results in a water content 10–30% less
and a density 35% lower compared to that of pure CO2.
1403
Lang and Servio measured the solubility of CO2–N2 gas mix-
tures under hydrate–liquid–vapour equilibrium and found that
CO2 solubility decreases and N2 solubility increases when the
system pressure increases at a constant temperature.1406
More recently, Hassanpouryouzband et al. measured solubility
parameters for various molar combinations of CO2–N2 mixtures
over wide range of pressures, temperatures, and water salinities.
The authors then used the measured data to calibrate available
thermodynamic models.1407
Burnol et al. conducted a sensitivity analysis of the capacity
of CO2 storage in the deep saline aquifers of the Paris Basin.
1408
Their results indicated that a few molar percent of N2 or/and
CH4 in the simulated CO2 streams leads to one order of
magnitude reduction in the storage capacity of CO2, which
was attributed to the effect of N2 and CH4 on the negative
buoyancy zone and the gas hydrate stability zone. The negative
change in the Gibbs free energy calculated from molecular
dynamics suggested that SO2 molecules have higher tendency
to occupy the large cages in structure I hydrate that are
preferred by CO2 molecules, while H2S molecules will compete
with CO2 molecules for the small cages,
1397 which was observed
using Raman spectroscopy.1402 As a result, a high concentration
of these impure components present in the CO2 stream will
also reduce the amount of CO2 in the hydrate phase and in turn
the storage capacity of CO2 as gas hydrates.
6.2. CO2 storage
6.2.1. Hydrate storage of CO2. Geological storage of CO2
has been considered as one of the most feasible options to
reduce the greenhouse gas emission into atmosphere.1409–1412
Potential candidates for geological storage include deep saline
aquifers, depleted oil and gas reservoirs, and coalbeds.1409 If the
temperature and pressure in a geologic formation is suitable, the
injected CO2 can be converted into gas hydrate.
1413,1414 CO2
hydrate as a solid has a much lower mobility than gas, liquid,
or supercritical CO2, and one cubic meter of CO2 hydrate can
store up to 162 m3 of CO2 gas at standard conditions. However,
the formation of CO2 hydrate will significantly reduce the
permeability of the geologic formation by filling the pore space
or clogging the pore throats of the sediments,441,525,1415–1417 but,
the presence of CO2 hydrate can also enhance the mechanical
strength of the sediments.1418,1419
Hydrate storage of CO2 has been studied through theoretical
simulations and laboratory experiments, mainly focused on the
feasibility of CO2 storage as hydrate in depleted oil and gas
reservoirs. This is because their geological characteristics
are well known, the desired seal integrity is proven, and
the necessary infrastructures are already in place. Reservoir
simulations show that a number of depleted gas reservoirs
in Northern Alberta (Canada) are suitable for CO2 hydrate
formation and that the storage capacity will be influenced by
the initial reservoir conditions including pressure, temperature
and porosity, the residual hydrocarbon gas, temperature rise
due to heat release from the exothermic reaction of CO2 hydrate
formation, and the operational conditions of CO2 injection
such as injection rate and pressure.1420,1421 Experimental mea-
surements of the interfacial tension between CO2 hydrate and
water is 18 times smaller than that between ice and water.1422
The low interfacial tension allows porous media and other
foreign particles to help the adsorption of CO2 molecules on
hydrate crystals, and thus to promote CO2 hydrate nucleation
and formation kinetics,904,1423–1425 which is also in agreement
with the outcome of molecular dynamic simulations.1426 The
presence of salts in pore water enhances CO2 hydrate nuclea-
tion but leads to less CO2 hydrate formation.
904,1424,1425,1427
Englezos and his colleagues carried out a series of experiments
using different injection methods to simulate in situ process of
CO2 injection into depleted gas and oil reservoirs in Northern
Alberta (Canada), such as vertical injection,1428 horizontal
injection,1429 and two spiral tubes at both top and bottom of
the simulated sediments.1430 They concluded that the storage
of CO2 as gas hydrate in depleted oil or gas reservoirs is feasible
in terms of both hydrate formation kinetics and the storage
capacity.1431 More recently, the formation of flue gas hydrate
(CO2 + N2) in permafrost regions and marine sediments is been
suggested as an option for CO2 storage and secondary sealing of
hydrate reservoirs.1351 It was found that more than 92% of the
CO2 present in the injection gas could be stored at certain
conditions. In addition, the presence of N2 in the injection
phase increases the safety of storage in case of a temperature
rise, as N2 releases first with continued retention of CO2 in the
hydrate phase.1351
6.2.2. CO2 capture and storage in methane hydrate reservoirs.
Experimental measurement of hydrate phase equilibria and
theoretical calculation of Gibbs free energy showed that CO2
molecules have a relatively high tendency to replace the
methane molecules from the methane hydrate cages.1432–1435
This provides a promising option for CO2 storage as solid
hydrates in sediments and simultaneous methane recovery
from gas hydrate reservoirs, potentially making geological
storage of CO2 and methane recovery from gas hydrate eco-
nomically viable. Additionally, the formation of CO2 hydrate or
CO2 mixed hydrates through the displacement process can
avoid damage to the geomechanical stability of the formation
of methane hydrate reservoirs during methane recovery.1418,1419
In principle, the process of CO2 displacement could be fast and
efficient at suitable heat and mass transfer conditions. For
example, it was observed using magnetic resonance imaging
that nearly all methane in a methane hydrate was replaced by
CO2 in two half cylindrical sand-stone cores separated with a
purpose-made spacer.1436,1437 How much methane originally in
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the methane hydrate can be replaced by CO2 depends on the
experimental conditions such as temperature and pressure,
CO2 gas or liquid CO2, and the porous media used.
1438–1440
Raman spectroscopy analysis showed that CO2 molecules pre-
fer to replace the methane molecules in the large cages (51262),
leading to faster decomposition of the large cages compared to
the small cages (512).1441,1442 Molecular simulations confirmed
the characteristics of hydrate cavity occupancy.747,1443 Monte
Carlo simulation suggested that the CO2 occupancy of the large
cages reduces and the methane occupancy of the small cages
increases as the methane concentration in the gas phase
increases, while very limited CO2 gets into the small cages.
1444
Experimental work was also conducted for structures II and
H hydrates, confirming occurrence of CO2 replacement leading
to hydrate structure transition.1445–1447 It was also observed,
that the exchange of CH4 or other hydrocarbons with CO2 is a
reversible process.1448
In sediments the CO2 replacement process is constrained by
heat and mass transfer due to fine pores and secondary hydrate
formation. Experimental studies showed that the presence of excess
water and clays resulted in slow CO2–CH4 exchange rate
1449 and
that formation of CO2 hydrate crusts wrapping on the methane
hydrate crystals can act as a barrier to prevent CO2 molecule from
diffusing into the methane hydrate crystals.1440,1450,1451 Thermal
stimulation can destabilize methane hydrates and thus enhance
the process of CO2 replacement reaction.
1452–1454 It was reported
that the injection of CO2–N2 mixtures, compressed air, or flue gas
can enhance methane recovery from methane hydrate because
the N2 molecules help to move some of the methane molecules
out of the small cages, while CO2 molecules replace the methane
molecules in the large cages,1455–1457 and was confirmed by
thermodynamic modelling.1458 Cha et al. measured the compo-
sition of the methane hydrate by 13C nuclear magnetic resonance
analysis and found that the methane composition formula
changed from (1.6S)(6.0L)46H2O and (1.0S)(4.1L)46H2O before
and after contact with a gas mixture of 20 mol% CO2 and
80 mol% N2 at 273 K and 10 MPa, respectively.
4 The first
field trial of the CO2 replacement technique was successfully
completed in the North Slope of Alaska.1459 77% N2 was added to
the CO2 stream to prevent secondary hydrate formation and
promote CO2–CH4 replacement. After about 6 weeks of gas produc-
tion, about 54% of the injected CO2 was stored underground and
more than 50% of the produced methane was retained in the
hydrate reservoir until the well pressure was further reduced below
the methane hydrate dissociation pressure.
Direct injection of flue gas into methane hydrate-bearing
sediments was experimentally investigated to reduce the cost of
CO2 capture.
81,1407,1460,1461 The nitrogen present in the injected
flue gas shifted the hydrate equilibrium conditions, leading to
decomposition of a large portion of the methane hydrate. The
CO2 can the form CO2 hydrate or CO2–CH4 or CO2–CH4–N2
hydrates from the dissociated methane hydrate or by CO2
replacement in the methane hydrate-bearing sediments.1462,1463
It was further reported that 81.9% CO2 present in the injected flue
gas was captured and stored in methane hydrate-bearing frozen
sediments at 261.2 K.81 Fig. 24 illustrates the principal mecha-
nism of the flue gas injection method.
There is not a clear picture how CO2 molecules replace the
methane molecules that are entrapped in the methane hydrate.
Early molecular dynamic simulations indicated that methane
hydrate dissociates first after contacting with CO2 and then
reform CO2 hydrate or CO2-mixed hydrates,
1443,1464 while some
simulation work suggested that direct swapping of methane
and CO2 molecules or a transient co-occupation of one hydrate
cage could occur in the outer lay next to the hydrate surface,
which is buffered by the fluctuation of water molecules.1465 The
recent molecular dynamic simulation by Wu et al. suggested
that adsorption of CO2 molecules on methane hydrate surfaces
can help to stabilize the methane hydrate and that both direct
swapping and co-growth of CO2-mixed hydrates could occur
Fig. 24 Illustration of the principal mechanism of the direct injection of flue gas for methane recovery from gas hydrate reservoirs and CO2 capture and
storage simultaneously (adapted with permission from Hassanpouryouzband et al.,81 Copyright 2019 Springer Nature).
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during a CO2 replacement process.
1466 However, most of the
experiments showed that methane hydrate dissociation was not
observed using a range of different methods including magnetic
resonance imaging,1436,1437 differential scanning calorimeter,1467
electrical resistance.1451 In contrast, observations using in situ
Raman spectroscopy found that free water phase appeared
during CO2 replacement.
1450 The physical models of CO2–CH4
molecular exchange were developed based on an assumption of
a solid-to-solid transition process.1468,1469
6.2.3. Self-sealing of CO2 hydrate. Caprock integrity is
essential to retain CO2 safely over hundreds or thousands of
years for geologic storage of CO2.
1470,1471 Based on the fact that
CO2 hydrate formation can fill or block the pores in sediments,
a self-sealing mechanism was proposed to improve the integrity
of the cap layer of a storage formation,1472 as shown in Fig. 25.
A geological review indicated that storage of CO2 in cool
sedimentary formations could offer certain advantages in terms
of physical, chemical and mineralogical processes to avoid
or reduce CO2 escape.
1473 Geological mapping showed the
worldwide distribution and thickness of self-sealing marine
sedimentary strata that are capable of storing between 1260–
28 500 gigatonnes of CO2, or about 40–1000 years of total global
CO2 emissions, depending on the in situ density of CO2,
sediment porosity, and sweep efficiency.1474,1475 Tohidi et al.
conducted several time-lasting experiments demonstrating that
the upward migrating CO2 tends to form hydrates at the base of
the hydrate stability zone and that the CO2 hydrate formation
process and the formed CO2 hydrate layer slowed down the CO2
diffusion rate by several times to 3 orders of magnitude.1476 In
addition to CO2 hydrate formation, molecular dynamic simula-
tions suggested that intercalation of CO2 within smectite
minerals in brine aquifers can induce clay swelling to restrict
CO2 migration.
1477 The recent experimental results from The
University of Bergen showed that a self-sealing layer could form
in hours with injection of CO2 into cool aquifers and that the
formation of the CO2 hydrate seal strongly depends on the rock
properties.1416,1478
6.3. Transport of CO2
Gas hydrate slurries (i.e., mixtures of CO2 hydrate and water)
were initially proposed as an alternative to liquefied natural
gas to reduce the cost of natural gas transport for long
distances.1479,1480 It was further developed and investigated as
a cold flow technology to prevent hydrate blockage in hydro-
carbon transport pipelines.626,1481,1482 Further developments in
the cold flow technology are reviewed in Section 7.2. The
feasibility of CO2 hydrate slurries for CO2 transport was inves-
tigated recently.1483,1484 The main advantage of this concept is
that it is expected to reduce the energy required for compres-
sion or liquefaction because the CO2 hydrate can be produced
through the gas hydrate-based separation process. Similar to
the transport of natural gas as solid hydrates,1485 CO2 hydrate
can be made into pellets and transported using trucks or
ships.332 The self-preservation and stability at relatively low
pressures of CO2 hydrates make it feasible to carry the
CO2 hydrate pellets for long distance using existing cargo ships
that can provide chilled tanks at 1.5–2 MPa and around
243 K.814,1486 However, it should be noted that the transport
of CO2 as hydrate forms is still a new concept in its early
development stage.
6.4. Further development toward large-scale deployments
In the past decades extensive experimental studies have
successfully led to significant reductions in the hydrate for-
mation temperature and pressure for CO2 separation from flue
gas, syngas and fuel gas. Meanwhile, a variety of thermodynamic
models, molecular dynamic models, and other physical models
have been developed to describe the separation phenomena and
processes. The results of lab-based research have demonstrated
that gas hydrate-based CO2 capture technology is an energy
efficient, environmentally friendly, and simple process com-
pared to the other conventional technologies.1346,1359,1487 So far
no industrial usage of gas hydrate-based CO2 capture technology
has been reported. Therefore, further development is expected to
be directed toward trials and implementation of large-scale
deployments, such as the study of suitability and performance
of combined thermodynamic and kinetic promoters and the
design and optimisation of continuous separation processes,1487,1488
hybrid processes,1489 and integration with renewable energy
(e.g., solar energy).1490 For transport of CO2 in the form of CO2
hydrate, there is still lack of fundamental understanding of
the characteristics and rheological properties of CO2 hydrate
slurries. For geological storage of CO2 as hydrates, systematic
investigation is needed to provide a better understanding of the
effect of CO2 hydrate formation on the integrity of CO2 injection
wells, and the geomechanical, geophysical and geothermal
properties of the storage formations.1491–1493 After the first field
trial of the CO2 replacement method in the North Slope of
Alaska,1459 more scientific test trials are ultimately demanded
to undertake in situ evaluations of the different approaches that
have proved feasible in lab experiments, for example, the CO2
replacement method and flue gas injection method. Moreover,
comprehensive economic assessments of an entire chain of the
hydrate-based CO2 capture and storage process are needed to
provide the policymakers and the CCS industry with sufficient
confidence for large-scale deployments of hydrate-based CCS
technologies.
Fig. 25 Schematic diagram of the CO2 self-sealing mechanism.
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7. Other industries
7.1. Gas storage
7.1.1. Hydrogen. To overcome the limitations of intermittent
clean and renewable energies (e.g., wind, solar, tidal, geothermal,
and etc.) influenced by weather, uneven distribution, and mis-
match in output and demand; energy storage technologies
emerged.1494 In this regards, hydrogen has been considered as
an energy carrier as it can be produced by renewable sources (e.g.,
gasification of biomass and electrolysis of water using solar energy
and wind energy) as well as stream forming of natural gas1495 and
can be used across all the energy vectors. Various approaches for
hydrogen storage are being considered, including compression,
liquefaction, physical adsorption, chemical absorption and
carbon nanotubes, and underground gas storage.1496 An over-
view of the various hydrogen storage methods with their pros
and cons can be found in other reviews.1497–1503 Of particular
interest is hydrogen storage in molecular clathrates (see Fig. 26)
which are cost-effective, safe, and environmentally friendly.
During the past decades, hydrate-based hydrogen storage has
undergone substantial advances in development and attracted
significant interest due to their favourable chemical and
physical features and promising applications in the energy
sectors. To date, several reviews1497,1504–1508 have discussed
the details of these approaches. Here, we cover the most recent
advancements and summarize the challenges in moving for-
ward for hydrate-based hydrogen storage.
Considering the molecular diameter of hydrogen, in the past
it was considered too small to stabilize the water framework
either as a single guest or in a gas mixture. However, after
several successive reports about H2 hydrate formation,
47,1318
and H2–THF hydrate formation
1509 at extreme P–T conditions,
interest in the potential of this field increased. Since then,
numerous studies1510,1511 have characterized binary H2 hydrates
at different condition as sII clathrates, having a maximum
reported1512 storage capacity of 11.2 wt% at 500 MPa and 77 K.
These forms of storage are not suitable for widespread commer-
cial application as there are significant energy costs in
storing and transporting sII hydrogen clathrates. The research
developed to add THF859 to form hydrogen-THF clathrates at low
pressures with around 1 wt% H2. Following that, a study
1513
claimed that it is possible to store hydrogen up to around 4 wt%
at low pressures by ‘‘tuning THF contents’’. In response, several
studies1514,1515 challenged the capacities reported in the pre-
vious study, claiming the maximum storage of hydrogen
couldn’t be more than 1 wt% in the investigated conditions.
Although the maximum hydrogen capacity is a matter of conflict,
the success of the tuning effect for mixed guest hydrates was
developed and reported in later studies.1516,1517 THF is a volatile
organic compound and contamination of hydrogen after disso-
ciation with these compounds would be harmful to fuel cells or
turbines. To circumvent this problem, it is been suggested to
store hydrogen in semi-clathrates of quaternary ammonium
compounds with a maximum reported storage capacity of
Fig. 26 A graphical illustration of an entire clathrate hydrate-based hydrogen storage system that consists of three parts: hydrate synthetic plant, storage
unit, and release unit in addition to transportation facilities. Hydrogen gas from a hydrogen production plant is converted into hydrogen hydrate at a
hydrate plant. The hydrogen hydrate can be in a form of transportable slurries through pipelines. The hydrate slurries are then transported to a storage
unit such as storage tanks or underground silos.
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about 1 wt% H2.
51 In addition to the different studies on
THF-mixed1518–1520 hydrates, quaternary ammonium-mixed
hydrates,866,1521,1522 or other sII promoters-mixed (e.g.
cyclopentane,1523 cyclohexanone,1524 furan and tetrahydrothio-
phene1525) hydrates, attempts been made to use other promoters
for storing hydrogen in different structures such as sH,1526
alkylamine hydrates,63 and etc.1505,1508 However, all of the above-
mentioned promoters suffer from lower hydrogen storage capa-
city when compared to pure hydrogen hydrates, as the promoters
occupy major1527 fractions of the large cavities, reducing the
hydrogen occupancy in the hydrate phase.
The kinetics of hydrogen hydrate formation and dissociation
is another parameter that plays a crucial role in the commer-
cialization potential of clathrate based hydrogen storage. The
time required for the formation of hydrogen hydrate could be
in the order of a day, resulting in an extreme energy penalty for
keeping the system at low temperatures and high pressures for
that duration. Therefore, methods for increasing the rate of
hydrogen hydrate formation have been widely studied and
include formation of hydrate from reactive forms of ice1528 or
quenching the seeds of clathrates in the system.1529 More
recently, it is been suggested to mix hydrogen with natural gas
components, mainly, methane,1530–1533 and propane1534,1535 to
enhance the formation kinetics. Here methane and propane
could serve a dual purpose, i.e. as they will be used as a promoter
to form hydrogen hydrate at lower pressures and also, they could
be burnt to produce energy, increasing the energy density of the
clathrates.
The research into the application of clathrate hydrates in
hydrogen storage has experienced a remarkable growth in the
last few years. Several milestones have been achieved: the
storage of hydrogen at low pressures, the increase of hydrogen
hydrate formation rate, and strategies to improve the capacity
of hydrogen storage. Important efforts are also being driven
toward improving the understanding of the physical properties
of hydrogen inside clathrates.1536–1538 These advances envisage
a promising future for hydrate-based hydrogen storage, yet
important limitations must be addressed. The capacity of
hydrogen storage needs to be further increased under moderate
conditions to ensure progress. The kinetics of hydrate for-
mation and dissociation required to be further improved to
make the hydrate-based technologies competitive with other
energy storage sectors. Reaching a few seconds time-scale for
formation could be the next milestone for kinetics improve-
ment. Full chain economic analysis for this method is also
missing in the literature. The future of the field will not only
depend on how the scientists circumvent the mentioned and
forthcoming problems but also on how they tackle the technical
challenges experienced in the other hydrogen storage methods.
7.1.2. Solidified natural gas. Another substitute for petro-
leum as the world’s dominant fuel is natural gas, which has the
highest1539,1540 H to C ratio among fossil fuels and lower
sulphur and nitrogen contents, resulting in less carbon, SOx
and NOx emissions.
1541 Accordingly, development of different
methods for natural gas storage and transportation has gained
significant momentum in recent years. Various methods have
been identified as potential ways to store natural gas including
but not limited to, compressed natural gas (CNG), liquefied
natural gas (LNG), adsorbed natural gas (ANG),1542 and etc.1543
Among the additional natural gas storage methods, gas-hydrate
based storage or ‘‘solidified natural gas (SNG)’’ is one of the
most comprehensively studied methods. This approach offers
several advantages over other approaches including lower
energy requirements (in most cases), reduced environmental
hazards, up to near 100% recovery, and higher safety.1544,1545
Nevertheless, the volumetric energy density of SNG is far less
than LNG (being known as the most applied approach) but it is
competitive with other methods. However, the high cost of the
requirement for cryogenic cooling and handling a cryogenic
fuel for LNG has paved the way for the development of other
methods.1546 Hydrate-based technologies have the potential to
reduce cost and match or surpass the typical capacities of
physical storage systems.1485,1547
After proposing the possibility of natural gas storage in
hydrates,1548 similar to that of hydrogen storage, development of
natural gas storage in hydrates has followed the same pathways.
Numerous works have been done on characterizing methane (as
the major component of natural gas) hydrates,767,1549–1551 followed
by attempts for moderating the formation P–T conditions and
increasing the storage capacity of clathrates such as using Ice
powder,1552,1553 THF,1554–1556 semi clathrates,1557,1558 and etc.1559
Various methods890,1560–1566 have also been applied to increase the
kinetics of natural gas/methane hydrate formation. The formation
pressure of methane hydrate in comparison with hydrogen is
significantly lower at similar temperatures, and even lower when
mixed with other heavier natural gas components that is the main
reason for further development of clathrate based natural gas
storage. During the last decade, global research activity into
natural gas storage in hydrates has increased to the point where
several demonstration phase projects have been undertaken, such
as the natural gas hydrates pellet reactor814,1567 which didn’t
encounter any fundamental technical barriers and has led to
several commercialization analysis report812,1568 being published.
A more detailed review and list of the patents in the commercia-
lization pathway of this technology can be found in another review
paper.1485 As gas hydrate based natural gas storage approaches the
commercial stages of development, some technical uncertainties
remain, such as those related to gas capacity and the kinetics of
hydrate formation and dissociation/energy recovery mainly due to
limited heat transfer and self-preservation effect; however success
of the demonstration projects provided experiences and practical
data to push the technology forward to commercial stage.
7.1.3. Ozone. Ozone with the chemical formula of O3, exists
naturally in the stratosphere and protects the earth from ultra-
violet light. Presence of Ozone at the ground level, however, is
toxic and poses a hazard to living organisms.1569 This allotrope
of oxygen, is an effective oxidant1570 and is applied widely
throughout various industries including water and wastewater
treatment,1571 air purification,1572 perishables,1573 paper and
pulp processing, and etc.1574 Owing to the high reactivity or very
short half-time of ozone molecules, they are now being generated
at point of use, which is cost and energy intensive.1575
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To solve this problem, Mcturk and Waller1576 reported a
method for continuous storage of O3 in the form of molecular
clathrates to isolate them, preserving the O3 for a longer time. To
reduce the hydrate formation pressure, they used carbon tetra-
chloride (CCl4) as the ozone solvent and help guest due to its
stability to Ozone. Nevertheless, they were unable to store O3 in
more than 30% of the small cages and the remaining small cages
were left free. Hence, they suggested the use of ozone clathrates at
higher pressures for a higher storage capacity. Following this,
Vysokikh et al.,1577 experimentally investigated the possibility of
hydrate formation under the Earth’s stratosphere conditions
by forming hydrate with O3-ice and O3-hydrogen chloride.
Subsequently Muromachi et al.,1578 investigated the formation of
O3–O2, and O3–CCl4 hydrates. The authors found that O3 could be
preserved for more than 20 days after hydrate formation under
atmospheric pressure. These hydrates have three orders of magni-
tude more O3 than a typical ‘‘ozonated water’’ and has been used
for disinfection. Nakajima et al.1579 investigated the formation
hydrate from mixtures of O3 + O2 + CO2 and concluded that the
ozone could be preserved at atmospheric pressure for more than
four weeks by forming clathrates of the mentioned mixture. These
findings have sparked considerable interest in clathrate hydrates
as potential ozone storage materials and many workers have
assessed the formation of O3 mixed hydrates,
1580–1585 in an
attempt to increase the capacity of O3 in the clathrates formed
from the O3 + O2 + CO2 mixture.
1586,1587 In 2018, Subbotin et al.1588
studied the storage capacity of O3 in O3 + O2 + N2 + CO2 mixed gas
hydrates. They found that the storage capacity of such hydrates
could be several times higher than O3 + O2 + CO2 mixed hydrates,
providing more favourable thermobaric conditions for O3 storage.
More recently, Watanabe et al.1589 conducted amore detailed study
on the kinetics of continuous O3 + O2 + CO2 mixed hydrate
formation by detailing the effect various influencing parameters
on the storage capacity, kinetics of O3 mixed hydrate formation,
and O3 decomposition to O2 in the gas phase.
7.2. Cold energy storage
The need for reducing hydrofluorocarbons in refrigeration
according to the Kyoto Protocol and Montreal Protocol1590
has directed considerable efforts toward the development of
more environmentally friendly refrigerants1591–1593 and the
construction of more efficient refrigerant systems as well as
the wider applications of cost-effective cold storage systems
which have been proposed as another solution for storing
intermittent renewable energies.1594,1595 Among different
working media for cold storage systems such as water, ice,
and eutectic salt gas hydrates are attractive and versatile
because of their high temperature zone, suitable latent heat
of fusion (more than Ice in CO2 hydrate), and better heat
transfer efficiency has and have been described and compared
in detail in several reviews.920,1596–1600 The conventional work-
flow for hydrate cold storage begins with the reduction of the
system temperature to hydrate formation point, followed by
exothermic hydrate formation that is the main cold storage
part. Finally, stored cold energy could be consumed through
endothermic hydrate dissociation either through depressuriza-
tion, receiving heat from the environment (see Fig. 27), or a
combination of both. Based on this, many lab-scale hydrate-
based cold storage systems1601,1602 have been developed
including direct contact type, and indirect contact type, also
known as secondary refrigeration, where the primary circuit
(cold generation place) and secondary system (the place to be
cooled) are physically separated and the generated cold is
transferred by the fluid/phase change material (PCM)1603
between two places.920,1596,1604,1605 The longstanding interest
in investigating the hydrate phase equilibria and their for-
mation/dissociation kinetics due to their importance in different
sectors, removes the initial barriers. The potential of using
different hydrate formers such as CO2,
1604,1606,1607 CH4 and
various refrigerants1608–1613 or their combinations1614–1618 (e.g.
CO2–THF,
1619,1620 and a refrigerant + methane1621/CO2
1622) as guest
molecules in hydrate-based cold storage is well-demonstrated.
Among different candidates, CO2 or CO2-mixed (additives such
as THF to reduce formation pressure) has received greater
attention due to the higher solubility of CO2, higher latent heat
of fusion,1623 availability, lower environmental impact (if cap-
tured from CO2 production industry) and moderate formation
conditions. However, CO2 is a corrosive gas and will cost extra
for building and maintaining the CO2-resistive cold storage
systems.1624 Therefore, choosing a suitable guest molecule/s for
Fig. 27 Two modes of hydrate cold storage technology, namely heating (a) and (b) depressurising for cooling (based on Cheng et al.920).
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hydrate-based cold storage is an ongoing topic. Following the
choosing of a satisfactory guest molecule, characterizing hydrate
formation/dissociation in the relevant environments1151,1625,1626
and applying a suitable growth acceleration method, the principal
understanding of hydrate slurries properties become important
(see Section 2.6) and are the main step for all the hydrate-based
applications. Since continued advancements in hydrate-based
cold storage systems highly depend on the further improvement
of the devices for efficient cold storage systems, concerns about
the possibility of gas leakage and the energy penalty for gas
compression could be significant. Another critical point we would
like to highlight is that a detailed economic assessment for a
large-scale hydrate-based cold storage method is required to reach
the next milestone. It is expected that the research in this field will
further develop by fusion of various fields such as process
engineering and metallurgy. We hope that the remaining barriers
for applying this technology will be removed in the near future.
7.3. Clathrate hydrate-based desalination
The escalating freshwater demand by the growing global
population and industrial/agricultural activities is putting
unprecedented pressure on the world’s freshwater resources.
The current pace of human population growth, industrializa-
tion, urbanization and the over-exploitation of the freshwater
resources are contributing substantially to the global water
scarcity.1627,1628 To address the declining trend in global fresh-
water availability1629 a radical rethink of the global water
management strategies and policies is necessary to ensure
human welfare,1630 and ensure the long-term viability of the
Earth’s freshwater resources.1631 Given the limited total usable
freshwater supply, a variety of seawater desalination techno-
logies have been developed over the last several decades to meet
the rapid growth of the worldwide water demand and augment
the supply of water, particularly in arid regions such as the
Middle East.1632 Desalination is the process of removing salt
from seawater or brackish water to make it usable for drinking or
irrigation.1633 Traditional thermal-based, membrane-based and
chemical-based desalination technologies, such as Multi-Stage
Flashing (MSF), Multi-Effect Desalination (MED) and Reverse
Osmosis (RO), are energy-intensive processes normally using fossil
fuels, which in turn contribute to global warming.1632,1634,1635
Given ice crystals are made up of essentially pure water, desalina-
tion technologies based on indirect and direct freezing were also
introduced, yet are not widely applied commercially due to high
costs.1636 Thus, to make a real impact, innovative desalination
technologies must be developed to secure safe sufficient clean
water, while reducing the cost and energy use.1637 The emerging
desalination technologies for water treatment have been critically
reviewed in the literature.1633
Clathrate hydrate-based desalination (see Fig. 28), classified
as a freezing or crystallization approach, was proposed more
than 70 years ago as a potential technology for the desalination
of seawater.1638 In this process, an electrolyte solution such as
seawater or brackish water is contacted with a hydrate forming
agent at a favourable P–T (which could be above the freezing
point of water). The water molecules encage the hydrate former
molecules and form the clathrate hydrate, thereby salts and
other impurities become excluded from the crystalline
structure.1639 The salt does not disturb the morphology of the
hydrate crystal and acts as a thermodynamic inhibitor, shifting
the hydrate phase equilibrium to a higher pressure at a given
temperature and accordingly, reducing the driving force for the
hydrate formation (see Sections 3.4.1 and 4.1.1). The hydrate
crystal can then be mechanically separated and removed from
the brine and decomposed to potable water and hydrate former
which is then recovered and recycled.1638 The volumetric effi-
ciency of the process is represented by the water recovery,
which is defined as the volume of freshwater recovered from
the feed solution, and depends upon the kinetics of the hydrate
formation and the volume of water converted to hydrates along
with the recoverable amount of hydrate crystals at the separa-
tion step from brine.1640 It must be noted that the eutectic
composition of the feed solution constrains the maximum
recoverable water. Another metric is salt rejection, which
represents the efficiency of the salt removal in the process
and is defined as the salt concentration evolution relative to its
initial value.1638
The application of hydrates in the field of seawater desalina-
tion has been happening since the 1940s. Since then, a
great deal of research has been carried out worldwide to find
suitable hydrate formers considering the important factors of
eco-friendliness, non-toxicity, stability, availability and economic
viability.1641 To date the application of a variety of hydrate
forming agents such as propane (C3H8),
1642,1643 cyclopentane
(C5H10),
1639,1644–1649 carbon dioxide (CO2),
900,1107,1650,1651 refrig-
erant gases (HFC, HCFC and CFC)1652–1655 and sulphur hexa-
fluoride (SF6)
1656 have been applied to the hydrate-based
desalination process. Numerous studies and pilot plant
scale tests have also been conducted to determine phase
equilibrium975,1657–1662 and evaluate/improve the kinetics or
alleviate the temperature requirements for hydrate formation
(e.g. by using secondary hydrate guest gases).1663–1669 Given the
main hindrance for the early commercialization of hydrate-
based desalination was the challenges associated with the
Fig. 28 Schematic diagram of the clathrate hydrate-based desalination
process. Seawater is contacted with an appropriate hydrate former such as
CO2 at desired thermodynamic conditions to form clathrate hydrates while
excluding salts from the crystalline structure. The hydrate crystal can then
be removed from the brine and dissociated to drinking water and hydrate
former which could be recycled.
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separation of the hydrate phase out of the brine, studies have
been conducted to investigate the salt removal efficiency and
enhance it via secondary treatment processes after hydrate
formation.1670–1677 Moreover, there have been a number of
inventions focused on crystal separation from the saline water,
salt removal from the hydrate slurry and reduction in induction
time, a detailed review of which can be found elsewhere.1638
The criteria for a suitable hydrate former together with other
technical issues have made it challenging to propose a com-
mercial hydrate-based desalination scheme. For instance, SF6,
CFC, HFC and HCFC have been found to be inappropriate as
they have an adverse impact on ozone depletion even though
they are atmospheric hydrate formers and alkanes and cyclo-
alkanes are flammable fluids which pose safety issues at large-
scale applications. Ethane and propane, however, have been
proposed as favourable hydrate formers according to an integrated
thermodynamic approach.1641 Moreover, a comprehensive and
systematic assessment conducted on cyclopentane revealed its
viability as an atmospheric hydrate forming agent.1649 Despite all
the efforts and inventions developed attempting to commercialize
the hydrate-based desalination process by addressing the technical
challenges together with energy efficiency and environmental
concerns, its application on a commercial scale has not yet been
successful. Economic feasibility must be accounted for as the
operation cost depends upon a variety of factors such as brine
temperature, favourable thermodynamic conditions, salt content,
mobility of salt and yield.1678–1680 Therefore, there is still a need to
develop eco-friendly and energy-efficient hydrate-based desalina-
tion methods that are viable to be deployed at the industrial scale.
Recently, an optimal design approach of the RO-hydrate
hybrid system for seawater desalination was proposed.1681
Moreover, a novel hydrate-based desalination process utilizing
LNG waste cold energy as a heat sink has been modelled,
simulated and its economic feasibility evaluated.1682–1684 The
results show that LNG appropriately replaces the external
refrigeration cycle, hence the process is able to desalinate high
concentration brines with low energy consumption, and hence
this coupling could be economically favourable at higher plant
capacity. A multifunctional desalination apparatus via gas
hydrate with various operation modes and separation methods
were also developed and its application was tested for a con-
tinuous desalination process with multi-time injection, separa-
tion and purging.1685 The ultimate desalination efficiency was
observed to be higher than 80% with a water recovery of above
30%. As a form of CO2-hydrate, CO2 can act with dual character
extracting potable water from brine while being collected from
gas stream. Therefore, it could be considered as a potential
working medium for the developing technology of coupled CO2
capture-clathrate hydrate-based desalination, whereby CO2 is
captured as CO2-hydrate in the presence of seawater, then
decomposed to CO2 and desalinated water where both are
desired.1686 Although few investigations have been conducted
in this regard so far,1108,1687–1690 such capability undoubtedly
could provide a huge potential opportunity for more active
research in this field, particularly on the technical aspects such
as the favourable formation pressure and rate along with cost
minimization. Recent advances in both technical and economic
aspects continue progress toward commercial and viable
clathrate-hydrate based desalination technologies. However,
further experimental studies are required to enhance the
desalination efficiency via reducing the amount of salts trapped
among hydrate crystals in each cycle as well as optimizing
key operating parameters such as the working gas (hydrate
formers), usage of different additives, and finally operating
pressure and temperature. At molecular level, MD simulation
could also be undertaken to provide fundamental insights
regarding the role of crystal nucleation, growth and separation
for applications in hydrate-based desalination.
7.4. Gas separation
Gas separation refers to an operation that is being used to
either purify or separate certain component/s from the feed gas.
Gas separation is necessary for different sectors including natural
gas purification,1691 hydrogen separation,1692 CO2 seperation,
1693
biogas separations,1694 and etc.1695 This technique is commonly
implemented inmultiphase system. Since, for separating a certain
group of molecules in a homogeneous gas mixture, molecular
recognition is mandatory. Here, each phase can be described as
mechanically separable and a discrete homogenous part of the
system. The three most common gas separation methods are
solvent/sorbent based separation,1696 cryogenic distillation,1697
and membranes.1698 Recently, hydrate-based gas separation has
emerged as a potential technique. The applicability of this
method lies in the strong affinity of some of gas molecules to
the hydrate phase. In fact, the main challenge in the separation
field is the variation in phase affinity of different molecules
during phase change, increasing the difficulty of generalizing
the separation method.
One remarkable property of gas hydrates is their various
occupancies for different gases which can be used to capture
and separate less desirable species from the feed gas by
forming hydrates followed by dissociating of the formed
hydrates after separating from the gas phase. In such a process,
the composition of both remaining gas phase and dissociated
gas phase will be significantly different from the feed gas.
Variation in solubility of different gases (e.g. CO2 and N2
1407)
helps this process, since gases with higher solubility usually
have higher cage occupancy at the hydrate phase. In some cases
(e.g. CO2 + N2
1351), the purity of the captured species could be
more than 90% percent after the first attempt. Repeating this
process will increase the purity of the separated gases to the
desired value (see Fig. 29). Another attractive point of using gas
hydrate for gas separation is the endothermic nature of hydrate
formation which reduces the required energy for cooling
the system during the process. In terms of temperature and
pressure effect, the cage occupancy of gases depends on both of
these factors, which in turn affects the selectivity of gases in the
hydrate phase.
Although it looks quite simple to employ this separation
process, in practice it demands complicated operations to
separate the gas phase from the hydrate phase efficiently and
keep the process continuous, as plugging different parts of the
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separation apparatus by hydrate formation is a predictable
problem.1110,1360,1699–1702 Accordingly, different types of reactor
configurations have been suggested, one of which is SIMTECHE,
which has reached the commercial demonstration stage. Other
reactors exist including but not limited to stirred reactors,
unstirred reactors, fixed bed1703 reactors, a detailed review of
which can be found elsewhere.1348 Despite the fact that this
method is based on the differences in cage occupancies, the key
limitation of this method is the cage occupancies of the gases, as
it can’t be used to separate gases with similar cage occupancies.
Accordingly hydrate based separation is mostly associated with
CO2 capture and separation (see Section 6) that has considerably
lower HSZ and consequently higher cage occupancies. However,
it is also used to separate other gases such as N2,
1352 H2,
1704
H2S,
1705 CH4,
1706 SF6,
1707–1710 N2O,
1711 CHF3,
1712 and other
refrigerant gases.1713–1715 In the majority of hydrate-based gas
separation studies, the authors studied the equilibrium condi-
tion of mixed gases, the effect of additives for enhancing gas
uptake rate or the neutralising separation P–T conditions that
have already been reviewed in the relevant sections of this
article. Recently, it is been suggested to combine this method
with membranes1716,1717 or chemical absorption1489 to enhance
the efficiency of gas separation. The results show that when
combined with chemical absorption methods it has about 30%
lower energy when compared with cryogenic separation only.1489
Although there has been substantial research into hydrate
based gas separation since the introduction of the field and the
advantages of this method over conventional techniques in
terms of being the most environmentally benign approach,
there are still numerous issues to be addressed to persuade
industries and societies to accept the developed hydrate-based
gas separation methods. The fact that establishing new separa-
tion plants is capital-intensive makes it harder to persuade the
industry, especially when economic studies for most of the
proposed method are missing, making it a very high-risk
investment for the industry. It is however important and
necessary to compare the efficiency of the method with existing
separation methods in detail from both the scientific and
commercial point of view. In the field of hydrate-based gas
separation, the challenge is to design more efficient reactors
beside other common challenges such as kinetics and neutra-
lised P–T conditions. On the basis of the promising develop-
ment of hydrate-based gas separation in recent years, and the
considerable growth potential, hydrate-based gas separation is
an excellent candidate technique to make a significant shift in
gas separation processes in various industrial applications.
8. Final remarks
Over the past decade, significant progress has been achieved in
characterising gas hydrates’ behaviour, understanding their role
in Nature, and developing gas hydrate-based applications for
sustainable technologies. In this review, the main properties of
gas hydrates and their kinetic behaviour have been summarized,
including those related to pure hydrates and those that can exist
in Nature within sediments. This was followed by reviewing the
role of gas hydrates in conventional flow assurance that appears
to have reached a satisfying level of maturity. However, there is
always the need for further optimisation of the hydrate-
inhibition process by reducing the costs associated with buying
substances or services. The discovery of a vast number of natural
gas hydrates reservoirs has enabled the establishment of a new
and fruitful area within natural gas recovery, offering different
methods for recovering the gas hydrates. The potential inter-
action of these reservoirs with the atmosphere, however, is of
Fig. 29 Schematic diagram of hydrate-based gas separation.
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increasing concern particularly with regards to their greenhouse
warming potential and their potential role in marine stability. In
addition, the stability of gas hydrates at extremely high pressures
has gathered interest in the field from various branches of
astronomy and planetary research. This review has summarized
the different potential interactions of gas hydrates and their
existence in nature as well as developing methods for extracting
gas hydrates. The development of a broad range of applications
for gas-hydrate-based technologies in sustainable development
including CO2 capture and storage, water desalination, energy
storage, etc., has also increased research attention in this field.
Numerous diverse methods have been designed to demonstrate
and enhance the capability of gas-hydrate-based technologies.
The ongoing investigation in designing new apparatus, processes,
or promotional compounds for increasing hydrates’ capacity or
enhancing their formation/dissociation rate has provided many
successful approaches for the application of gas hydrates in
sustainable development. This review also compiles the potential
application of gas hydrates in sustainable industries, focusing on
the general findings in these fields. Considering the extended
coverage of the review article, when relevant, the related outlook
was provided at the end of each subsection. Although the applica-
tion of gas hydrates in sustainable industries is in its infancy,
intensive research for characterising gas hydrates has already
provided important advances, enhancing technologies at the
conceptual level. Therefore, we anticipate that the emergence of
new gas-hydrate-based applications in sustainable industries will
be delivered in the near future, allowing the gas-hydrate commu-
nity to continue to take an active role in the transition to a lower-
carbon economy. Accordingly, we hope the current review will
help to motivate scientists working in this exciting field to achieve
this commendable goal.
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